Terry Tope — 8.8.07
1.0-1/2
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1.1 - System Description

The Liquid Argon TPC R&D effort at Fermilab has fabricated a materials test
station at the Proton Assembly Building (PAB). Liquid argon time projection
chambers (LArTPCs) are the future of long-baseline neutrino oscillation physics
and present several engineering challenges.

When a high energy charged particle passes through a medium, the particle
leaves a path of ionization electrons which can be detected, tagging the path of
the incoming particle. In a LArTPC, the medium is liquid argon (LAr) and the
paths of ionization electrons are detected by drifting the electrons over meters to
wire planes. These wire planes are oriented in such a way that the magnitude
and position of each path can be reconstructed. Thus a data acquisition system
records many snapshots of the appearance of ionization electrons each second
[at 2-3 MHZz]. Put in sequence, physicists can reconstruct each particle's path,
which results in gorgeous bubble-chamber-like images. From the topology and
energy deposited along each track, specific interactions can be reconstructed.

The materials test station will help determine what materials can be used to
construct a detector without polluting the argon. Purity is an issue because polar
molecules and atoms without full outer electron shells (which every element has
except for noble gases, which argon is) attract electrons. These contaminants -
predominantly water and oxygen - will absorb the ionization electrons to make
themselves happy, at the expense of the evidence of the particle interaction.
Liquid argon calorimeters have been successfully operated at Fermilab with
electro-negative contaminants at the level of 10”. The liquid argon TPC requires
electronegative contaminants not to exceed 10" or 10 parts per trillion.

To measure such contamination levels, a purity monitor is used. The purity
monitor measures purity by firing a light pulse from a xenon lamp at a
photocathode and then drifting the ejected electrons to the anode with an electric
field. The fraction of electrons surviving the transit from the cathode to the anode
gives a measure of the argon.

Fermilab print 3942.510-ME-435365 documents the cryogenic system piping.
The materials test station (Luke) is a 250 liter liquid argon ASME coded cryostat.
The cryostat has several key features.

* An “air lock” for introducing materials into the liquid argon. Materials are
placed into a basket above a gate valve. The space above the valve can
either be evacuated or purged with argon to remove the atmospheric
contaminants. This basket can then be lowered into cryostat and
positioned in the argon vapor or the argon liquid to study the
contamination effects of the test material.

* A vapor pump with oxygen and water removing filter material. The pump
uses a heater to create vapor which pushes the liquid argon out the
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bottom of the filter housing. When the heater is turned off, a valve opens
at the top of the filter which equalizes the pressure in the filter and cryostat
vapor spaces and allows liquid to flow back into the filter housing. All
tubing used to construct the filter assembly is less than 6 inches in
diameter such that no part of it is a pressure vessel.

* A condenser that uses liquid nitrogen to condense the liquid argon boil off
vapor so that the system may remain closed. All tubing used to construct
the condenser LAr and LN2 spaces is less than or equal to 6 inches in
diameter such that it is not a pressure vessel. The argon vapor
condensation rate is controlled by adjusting the level of liquid nitrogen in
the condenser.

* The use of metal seals on all flanges to prevent the diffusion of oxygen
that occurs with o-rings. The only o-rings in the system are on relief
valves and the large top flange. The down stream side of the relief valves
are purged with argon to prevent oxygen diffusion. The space between
the two concentric o-rings on the top flange is evacuated to prevent
oxygen diffusion.

* Ports on the cryostat allow the introduction of contamination gas to study
the effects of nitrogen, carbon dioxide, etc.

* An internal heater to build vapor pressure for quick control response.

Liquid argon is supplied by up to four FNAL stockroom high pressure dewars.
These supply dewars have their reliefs set at 350 psig. The trapped volume
reliefs on the liquid argon transfer line are set at 400 psig. Thus all
components between the source dewars and the cryostat are rated for at
least 400 psig.

The “P-bar Molecular Sieve Filtering Dewar” contains a molecular sieve
intended to remove water from the liquid argon. The dewar is a vacuum
jacketed ASME vessel originally used to store liquid helium with an internal
MAWP of 35 psig. In this implementation it is just a convenient method to
support and insulate a filter housing. Both the vacuum jacket and inner
vessel are evacuated during operation. The liquid argon is contained in the
piping and filter housing. The liquid does not reside in the inner vessel. This
system is not considered a pressure vessel because it is relieved at
atmospheric pressure. The molecular sieve is regenerated by isolating the
filter housing and heating the filter material while vacuum pumping. With an
internal volume of 160 liters, the dewar is too small to fall under the FESHM
5033 Vacuum Vessel Safety Guidelines.

The “P-bar Oxygen Filtering Dewar” contains an oxygen filter that removes
oxygen by oxidation to a high surface area copper alumina catalyst. The
dewar is a vacuum jacketed ASME vessel identical to the “P-bar Molecular
Sieve Filtering Dewar.” Both the vacuum jacket and inner vessel are
evacuated during normal operation and the inner vessel shares a common
vacuum with much of the liquid argon transfer line. The liquid argon is
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contained in the piping and filter housing. The liquid does not reside in the
inner vessel. In this system it is not considered a pressure vessel because it
is relieved at near atmospheric pressure. The oxygen filter is regenerated by
heating the filter to 250 °C and flowing a mixture of 5% hydrogen and 95%
argon thru the filter while the filter is isolated from the rest of the system. The
gas mix is considered flammable and the system was previously reviewed by
Jim Priest.

A cryostat identical to Luke (known as “cousin Bo”) will be added to the
system after the materials test station is commissioned. The cryostat will
contain a small TPC chamber.

Liquid nitrogen is supplied to the condenser from an 1875 gallon liquid
nitrogen tank located outside PAB. The liquid nitrogen flows thru a vacuum
jacketed line into PAB where solenoid valves control the flow. A cool down
valve bypasses the condenser so that warm vapor is not added to the
condenser. All nitrogen gas vents outside PAB. The liquid nitrogen tank is
equipped with a fill shut off valve to prevent overfilling of the tank by the
tanker truck.
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Figure 1.1.1: Drawing of the transfer line, filters, and cryostat.
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Figure 1.1.2: Photo of the transfer line, filters, and cryostat.
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Figure 1.1.3: Schematic of the air lock used for material testing.
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Figure 1.1.4: Photo of the air lock used for material testing.
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Figure 1.1.5: Schematic of the internal filter.
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Figure 1.1.6: Drawing of the condenser.
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Figure 1.1.7: Photo of a purity monitor (that’s the big one).
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Figure 1.1.8: P-bar dewar drawing.
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1.2 — Flow Schematic

Drawing number 3942.510-ME-435365 details both the argon and nitrogen
piping. Both black and white and color versions are included.
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Type Tag Tag Service Range or Set point Manufacturer Model or Part # Signal Out Maximum Pressure
N :
\ AE | 311 Ar_|Oxygen Analyzer 0- 100 ppm Delta F DF-150 0-10VDC 20 psig \
\ AE | 52 | HAr |[Filter regeneration moisture monitoring (close to exhaust) -80to+20C Vaisala DMT242A 4-20 mA 290 psig \
\ AE | 151 | HAr |Filter regeneration moisture monitoring (close to filter) -60to +60 C Vaisala DMT242B 4-20 mA 290 psig \
Check valves
CV | 90 N |LN2 dewar fill line check valve no spring Check-All Valve UN-3-150-SS 3000 psig
CV | 150 | Ar |LArventline 1 psig Circle Seal 249B-8PP 3000 psig
CV | 100 N _|LN2 dewar liquid use line no spring Fermilab 1/2" cryogenic check valve >> 100 psig
CV | 257 | Ar |"Airlock" vent line backflow prevention 3 psig Nupro SS-4CA-VCR 3000 psig
CV | 266 | N2 |Insulating vacuum bleed up check valve 0.8 psi Circle Seal 2598-2PP 3000 psig
CV | 309 | HAr |O2 filter regeneration check valve <1psi Parker - Veriflo Division 36FW-442VMVM-V | e 3000 psig
Pump out ports
CVI | 138| V |Luke insulating vacuum mfg. supplied pumpout ~ 1 atm (spring removed) CVI V-1046-31 ~ atm
CVI | 187 | V |Molecular sieve pbar dewar insulating vacuum pumpout/relief ~20 psig CVI V-1046-31 ~ atm
CVI | 207 | V |Liquid argon source manifold insulating vacuum pumpout and relief ~20 psig CVI V-1046-31 ~ atm
CVI | 220| V |Pbar molecular sieve dewar inner vessel pumpout/relief ~ 1 atm (spring removed) CVI V-1046-31 ~ atm
CVI | 259 | V |Luke LN2-LAr condenser insulating vacuum pumpout/relief ~20 psig CVI V-1046-31 ~ atm
CVI | 260| V |LN2 transfer line vacuum pumpout/relief near Luke ~20 psig CVI V-1046-31 ~ atm
CVI | 285| V |LN2 transfer line vacuum pumpout/relief dewar side ~20 psig CVI V-1046-31 ~ atm
CVI | 286| V |LN2 transfer line vacuum pumpout/PAB side ~20 psig CVI V-1046-31 ~ atm
CVI | 289| V |02 filter pbar dewar insulating vacuum pumpout/relief ~20 psig CVI V-1046-31 ~ atm
Differential pressure transmitters
DPT| 67 Ar_|Luke Vapor Pump filter liquid level 0 - 5 psid Setra C239 4-20 mA 75 psig
DPT| 100 N _|Liguid Nitrogen Dewar 0-80"wc Barton ITI3 4-20 mA 500 psig
DPT| 153 | Ar |Luke Vapor Pump filter shield liquid level 0 - 5 psid Setra C239 4-20 mA 75 psig
P ic valves
EP | 78 Ar_|Luke Vapor pump filter insulation equalization Normally Closed - 100 psig actuation pressure S8S-6UW-V19-TF6C | e 2500 psig
EP | 155| V |Oxygen filter vacuum isolation normally closed VAT F29615-17 ~ atm
EP | 205| Ar |Luke Arvent Normally Closed - 100 psig actuation pressure SS-6UW-V19-TF-6C 2500 psig
EP | 222 | V _|Molecular sieve insulating vacuum isolation normally closed MDC KAV-150-P ~ atm
EP | 236 V__|Cryostat pump cart inter-stage isolation (turbo protection) normally closed Varian VPI1251205060 ~atm
EP | 307 | Ar |Luke vapor pump equalization valve Normally Closed - 100 psig actuation pressure SS-6UW-V19-TF-6C 2500 psig
EP | 308 | Ar |Luke vapor pump liquid inlet 10 psig to close, vacuum to fully open Fermilab H2 target cold valve - print # 2726.4-MB-58267 45 psig
EP | 362 V__|LAr transfer line insulating vacuum isolation normally closed Temascal 45130 ~atm
Electric valves
EV | 79 | Air |EP-78-Ar actuation normally closed Asco 8320G132 (24 VDC) 24 VDC 200 psig
EV | 105| N2 |LN2 transfer line into Luke condenser normally closed Asco 8263G209LT (120 VAC) 120 VAC 100 psig
EV | 106 | N2 |LN2 transfer line vent normally closed Asco 8263G209LT (120 VAC) 120 VAC 100 psig
EV | 152 | Air |EP-307-Ar actuation normally closed Asco 8320G132 (24 VDC) 24 VDC 200 psig
EV | 223 | Air |EP-222-V actuation normally closed Humphrey 31039 RC 120 VAC 125 psig
EV | 232 | Air |EP-155-V actuation normally closed Huba 2?7? 120 VAC > 100 psig
EV | 233 | Air |EP-362-V actuation normally closed Humphrey T125 4E136 120 VAC 125 psig
EV | 240 | He |Luke vapor pump cold valve actuation normally closed Asco 8320G132 24 VDC 200 psig
EV | 258 | Air |Material basket catch/release mechanism actuation normally closed Humphrey 062-4E1-36 120 VAC 125 psig
EV | 270 | N2 |EP-205-Ar actuation normally closed Asco 8320G132 (24 VDC) 24 VDC 200 psig
EV | 287 V_|EP-236-V actuation normally open Peter Paul Electronics 51X00111CD 120 VAC ~atm
Fl | 278 | Ar |Luke vapor pump trapped volume relief (PSV-156-Ar) 0 - 50 sccm Dwyer RMA-151-s8v | e 100 psig
Fl | 279 | Ar |Luke vapor pump electronic purge 0 - 50 sccm Dwyer RMA-151-SSV 100 psig
Fl | 280 | Ar [Luke ASME relief purge (PSV-210-Ar) 0 - 50 sccm Dwyer RMA-151-SSV 100 psig
Fl | 281| Ar [Molecular sieve trapped volume relief purge (PSV-219-Ar) 0 - 50 sccm Dwyer RMA-151-SSV. 100 psig
Fl | 282 | Ar |O2 filter inlet side trapped volume relief (PSV-249-Ar) 0 - 50 sccm Dwyer RMA-151-SSV 100 psig
Fl | 283 | Ar |O2 filter outlet side trapped volume relief (PSV-250-Ar) 0 - 50 sccm Dwyer RMA-151-SSV 100 psig
Fl | 284 | Ar |Material lock release mechanism argon purge 0 - 50 sccm Dwyer RMA-151-SSV 100 psig
Fl | 312| Ar |Oxygen monitor inlet flowrate 0 -5 SCFH SP is 2 SCFH N2 equiv Dwyer VFA-3 150 psig
Fl | 315| Ar [Airlock argon purge flowmeter 0-10 SCFH Dwyer RMB-50-SSV. 100 psig
Flow restricting orifices
|"FO [ 212] Ar |Liquid argon source manifold argon flow restriction 0.122" dia. Fermasb T
Heating elements
HTR| 8 HAr | Oxygen filter regeneration heater 1000W / 240 VAC Omega heating tape compressed by a clamshell
HTR| 21 Ar__|Vapor pressure building heater 250 W /120 VAC Watlow Firerod
HTR| 55 | HAr |Oxygen filter gas pre-heater 150 W / 120 VAC Watlow Firerod
HTR| 72 | HAr |Luke vapor pump filter rec ion heater 1500 W / 120 VAC Watlow Firerod
HTR| 75 Ar_|Luke vapor pump cup heater 250 W /120 VAC Watlow Firerod
HTR| 215| Ar [Molecular sieve ion heater 1000W / 240 VAC Omega heating tape compressed byaclamshell | @ eeeeem ] e
Liquid level transmitters
| LT [ 10 [ N2 [Luke condenser LN2 level 0-20.5 inches American Magnetics Model 286 Controller 4-20 mA > 35 psig |
\ LT \ 13 \ Ar \Luke cryostat LAr level 0-39.62 inches American Magnetics Model 286 Controller 4-20 mA > 35 psig \
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Manual valves
MV | 80 N _|LN2 dewar pressure gauge isolation SS-4BK-VCO 1000 psig
MV | 85 N _|LN2 dewar vapor line pressure sensing isolation Anderson Greenwood MM1VS 2-8174-3 6000 psig
MV | 86 N _|LN2 dewar level gauge equalization Anderson Greenwood MM1VS 2-8174-3 6000 psig
MV | 87 N _|LN2 dewar liquid line pressure sensing isolation Anderson Greenwood MM1VS 2-8174-3 6000 psig
MV | 88 N |LN2 dewar pressure building regulator isolation Nibco 27?7 600 psig
MV | 89 N |LN2 dewar pressure building loop isolation Nibco 27?7 600 psig
MV | 90 V__|LN2 dewar vacuum pump out Vacoa FO-100 ~atm
MV | 90 N |LN2 dewar pressure relieving regulator isolation Nibco 27?7 600 psig
MV | 91 V__|LN2 dewar vacuum readout isolation Nupro SS-4BK-VCO 1000 psig
MV | 91 N |LN2 dewar fill line drain valve Worcester 1/2 C4416P 870 psig
MV | 92 N |LN2 dewar fill line isolation Worcester 11/2 C4416P 870 psig
MV | 93 N |LN2 dewar vapor vent Nibco 27?7 600 psig
MV | 94 N |LN2 dewar full trycock Nibco ?27? 600 psig
MV | 95 N |LN2 dewar pressure building loop bypass Nibco ?27? 600 psig
MV | 96 N |LN2 dewar pressure building regulator isolation Nibco 27?7 600 psig
MV | 97 N_|LN2 dewar liquid withdrawal Cryolab ES7-86-2TPC2 ??2?
MV | 98 N |LN2 dewar relief valve selector Anderson Greenwood SVS-0600T-BSTC 1200 psig
MV | 99 N _|LN2 dewar vapor vent valve Anderson Greenwood H5VB 22 > 75 psig
MV | 100 N _|LN2 dewar liquid into PAB isolation Cryolab CV8-086-5WPY?2-ED 150 psig
MV | 101 N _|LN2 dewar vapor vent valve Anderson Greenwood H5VB 22 > 75 psig
MV | 107 N |LN2 dewar isolation for future gas use Nibco 27?7 600 psig
MV | 119 N |LN2 liquid transfer line branch isolation Cryolab CV8-084-SWTG2 100 psig
MV | 120 N |LN2 liquid transfer line Luke/Bo branch isolation Cryolab CV8-086-SWPG2 150 psig
MV | 124 | Ar |Ar with O2 contamination source bottle regulator outlet isolation Scientific Gas Products 5939 3000 psig
MV | 127 | Ar |Ar with O2 contamination source line regulator outlet isolation Nupro B-4HK2 1000 psig
MV | 128 | Ar |Gas contamination introduction isolation SS-4BK-TW 1000 psig
MV | 131| N2 |N2 contamination source regulator outlet isolation SS-4BK-TW 1000 psig
MV | 132| N2 |Contamination manifold vacuum isolation SS-4BK-VCO 1000 psig
MV | 202 | Ar |Filter assembly inlet isolation SS-4BG-V51 1000 psig
MV | 204 | Ar |Liquid argon source manifold argon line isolation/pumpout SS-8BG-V47 1000 psig
MV | 208 | Ar |Filter assembly outlet isolation SS-4BG-V51 1000 psig
MV | 213| Ar |Liquid argon source manifold isolation SS-8BG-V47 1000 psig
MV | 217 | Ar_|Molecular sieve isolation SS-8BG-V47 1000 psig
MV | 218 | Ar |Molecular sieve isolation/pumpout SS-8BG-V47 1000 psig
MV | 224 V__|Transfer line insulating vacuum pump cart roughing pump port isolation Leybold 281 53B1 ~atm
MV | 227 V__|Insulating vacuum pump cart port isolation MKS 22406 ~atm
MV | 228 V__|Insulating vacuum pump cart port isolation Leybold 281 53B1 ~atm
MV | 229 V__|Cryostat pump cart port isolation Unknown model Unknown brand ~atm
MV | 237 V__|Seal monitor pump cart isolation Norcal 3879-01455 ~atm
MV | 239 | Ar |Liquid argon "dump" before Luke SS-8BG-V47 1000 psig
MV | 241| Ar |Gas contamination introduction isolation Parker/Veriflo 930 series 250 psig
MV | 242 | Ar |Gas contamination introduction isolation 6LV-DLBW4 3500 psig
MV | 244 | Ar |Luke cryo isolation valve SS-8BG-V47 1000 psig
MV | 246 | Ar |Gas contamination introduction isolation 6LV-DLBW4 3500 psig
MV | 247 | Ar |Luke vapor pump filter rec ion gas outlet isolation SS-8BG-V47 1000 psig
MV | 248 | Ar |Luke vapor pump filter rec ion gas inlet isolation SS-8BG-V47 1000 psig
MV | 251| V_["Airlock" vacuum isolation MDC AV-150 ~atm
MV | 252| Ar |"Air lock" argon bottle purge isolation SS-4BG-V51 1000 psig
MV | 253 | Ar |"Air lock" cryostat vapor purge isolation SS-4BG-V51 1000 psig
MV | 254 | V |Luke materials test station air lock pass thru Norcal GVM-6002-CF > 35 psig
MV | 255| Ar |Luke manual vapor vent SS-8BG-V47 1000 psig
MV | 256 | Ar |"Air lock" purge vent isolation SS-4BG-V51 1000 psig
MV | 261 V__|Luke insulating vacuum isolation/pumpout SS-4BG-V51 1000 psig
MV | 265| N2 |Bleed up cylinder regulator outlet isolation Parker 27?7? ~ 1000 psig
MV | 267 | V |Transfer line insulating vacuum nitrogen bleed up isolation SS-4BK-VCO 1000 psig
MV | 268 | Air |Shop air isolation Worcester 1/2" 416N SE 250 psig
MV | 277 | Ar |Argon purge regulator outlet isolation Legris Appears to be a 4812 10 17 2030 psig
MV | 290 | Ar |Airlock purge inlet isolation SS-4BG-V51 1000 psig
MV | 291 | Ar |Airlock purge oxygen monitor isolation SS-4BG-V51 1000 psig
MV | 294 | Ar |Oxygen monitor manifold inlet isolation SS-4BG-V51 1000 psig
MV | 295| Ar |Oxygen monitor vacuum pump isolation SS-4BG-V51 1000 psig
MV | 296 | Ar |Oxygen monitor open port isolation SS-4BG-V51 1000 psig
MV | 300| Ar |Oxygen monitor metering valve SS-4MG-XX 700 psig
MV | 310| Ar |Oxygen monitor inlet isolation Nupro SS-DLXX 3500 psig
MV | 316 | Ar |Argon purge flowmeter manifold inlet isolation ?27? ?27? ~ 1000 psig
MV | 360 | V |[Luke vacuum pumpout isolation valve MDC AV-250 ~ atm
MV | 365| V |02 filter vacuum isolation (downstream tap) SS8-8BG-V47 1000 psig
MV | 366 | V |02 filter vacuum isolation (upstream tap) SS-8BG-V47 1000 psig
MV | 370| Ar |Luke drain valve SS-8BG-V47 1000 psig
MV | 461 | HAr |One pass fill filter regeneration isolation SS8-8BG-V47 1000 psig
MV | 480 | HAr |One pass fill filter regeneration isolation SS-8BG-V47 1000 psig
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Pressure r and pressure control valves
PCV| 70 N__|Fill shut off valve 87 psig (116% MAWP) Messer / Chart MG-97 P 600 psig
PCV| 121| Ar |Ar with O2 contamination source bottle regulator 30 psig Scientific Gas Products R35D 350 3000 psig
PCV| 125| Ar |Ar with O2 contamination source line regulator 10 psig (25 psig max outlet) Air Products E11-B-N141A 400 psig
PCV| 129 | N2 |Nitrogen contamination source bottle regulator 30 psig Parker / Veriflo 735 series 3500 psig
PCV| 262 | N2 |LAr transfer line insulating vacuum bleed up regulator 10 psig Victor VTS 450B 3000 psig
PCV| 269 | Air |Shop air point of use regulator 100 psig (0-125 psig range) Norgren B12-496-M3LA 250 psig
PCV| 273 | Ar |Argon purge bottle regulator 15 psig Victor VTS 450B 3000 psig
PCV| 292 | Air |Materials basket catch/release mechanism line pressure regulation 40 psig Humphrey 062-4E1-36 125 psig
PCV| 297 | Ar |Oxygen monitor inlet pressure regulation 5 psig Matheson 9463-4-V4FM 3000 psig
Vacuum
PE | 91 V__|LN2 dewar insulating vacuum 10*- 1000 Torr Hastings gauge tube ~ atm
PE | 225| V |Liquid argon source manifold insulating vacuum 10*- 1000 Torr Granville-Phillips 275 series gauge tube ~ atm
PE | 226 | V _|Insulating vacuum pump cart inter stage pressure 10*- 1000 Torr Granville-Phillips 275 series gauge tube ~ atm
PE | 230| V |Insulating vacuum pump cart pressure 10*- 1000 Torr Granville-Phillips 275 series gauge tube ~ atm
PE | 231 V__|Insulating vacuum pump cart pressure 10*- 1000 Torr Granville-Phillips 275 series gauge tube ~ atm
PE | 234 | V |Transfer line insulating vacuum pressure 10*- 1000 Torr Granville-Phillips 275 series gauge tube ~ atm
PE | 235| V_|Oxygen filter insulating vacuum 10*- 1000 Torr Granville-Phillips 275 series gauge tube ~ atm
PE | 238| V_|Seal monitor pump cart pressure 10*- 1000 Torr Granville-Phillips 275 series gauge tube ~ atm
PE | 288 V |Cryostat pump cart vacuum pressure 10*- 1000 Torr Hastings gauge tube ~atm
PE | 312| V_|Oxygen monitor manifold vacuum pump inlet pressure 10*- 1000 Torr Granville-Phillips 275 series gauge tube ~ atm
Pressure i gauges
Pl 12 Ar_|Luke cryostat Ar pressure VAC-0-60 psig AMETEK 1535-V-0-60-PSI/KPA-CBM-FVCR-FR 60 psig
Pl 44 N2 |LN2 transfer line pressure 0 - 150 psig US Gauge Unknown model 150 psig
Pl | 100 N _|LN2 dewar pressure 0 - 100 psig US Gauge 150025X 100 psig
Pl | 122 | Ar |Ar with O2 contamination source bottle pressure 0 - 3000 psig Scientific Gas Products Unknown model 3000 psig
Pl | 123 | Ar [Ar with O2 contamination source regulated bottle pressure 30-0-30 psig US Gauge Unknown model 30 psig
Pl | 126 | Ar [Ar with O2 contamination source regulated line pressure 30-0-30 psig Unknown brand Unknown model 30 psig
Pl | 130 | N2 |N2 contamination source bottle pressure 0 - 3000 psig Wika Unknown model 3000 psig
Pl | 133| N2 |LN2 vent back pressure 30 - 0 - 30 psia US gauge Unknown model 30 psig
Pl | 134| N2 |N2 contamination regulated pressure 0 - 60 psig Wika Unknown model 60 psig
Pl | 293 | Air |Materials basket catch/release mechanism line pressure regulator outlet 0 - 200 psig 27? 27? 200 psig
Pl | 243| Ar |Gas contamination sample bottle isolation VAC-0-150 psig AMETEK 160552 150 psig
Pl | 263| N2 |Bleed up cylinder bottle pressure 0 - 4000 psig US Gauge BU-2581-AQ 4000 psig
Pl | 264 | N2 |Bleed up cylinder regulated pressure 0 - 60 psig US Gauge CU-2581-HY 60 psig
Pl | 272 | Air |Shop air regulated pressure 0 - 160 psig Unknown brand Unknown model 160 psig
Pl | 274 | Ar |Argon purge cylinder pressure 0 - 4000 psig US Gauge BU-2581-AQ 4000 psig
Pl | 275| Ar |Argon purge cylinder regulated pressure 0 - 60 psig US Gauge CU-2581-HY 60 psig
Pl | 298| Ar |Oxygen monitor line pressure regulator inlet pressure 0 - 3000 psig Matheson 63 - 2233V 3000 psig
Pl | 299 | Ar [Oxygen monitor line pressure regulator outlet pressure 30-0-60 psig Matheson 63 - 2206V 60 psig
Pressure relief valves
PSV| 101| N2 |LN2 transfer line trapped volume relief 100 psig Circle Seal 5100-2MP 2400 psig
PSV| 117 | N2 |LN2 transfer line trapped volume relief 100 psig Circle Seal 5100-2MP 2400 psig
PSV| 118 | N2 |LN2 transfer line trapped volume relief 100 psig Circle Seal 5100-2MP 2400 psig
PSV| 136 | Ar |Contamination gas supply line relief 100 psig Circle Seal 5100-2MP 2400 psig
PSV| 137 | N2 |Bleed up gas supply line relief 100 psig Circle Seal 5100-2MP 2400 psig
PSV| 156 | Ar |Luke vapor pump trapped volume relief 45 psig Circle Seal 5100-4MP 2400 psig
PSV| 203 | Ar |Liquid argon source manifold trapped volume relief 400 Circle Seal 5100-4MP 2400 psig
PSV| 210| Ar |Luke LAr volume pressure relief 35 psig Anderson Greenwood 83SF1216F 2000 psig
PSV| 211 | Ar |Pbar molecular sieve filter dewar inner vessel relief 35 psig Circle Seal 5100-8MP 2400 psig
PSV| 219| Ar |Molecular sieve trapped volume relief 400 Circle Seal 5100-2MP 2400 psig
PSV| 249 | Ar |LAr transfer line trapped volume relief 400 psig Circle Seal 5100-2MP 2400 psig
PSV| 250 | Ar |LAr transfer line trapped volume relief 400 psig Circle Seal 5100-2MP 2400 psig
PSV| 276 | Ar |Argon purge pressure relief 30 psig Circle Seal 5200-2MP 2400 psig
PSV| 313| Ar |Materials lock pressure relief for bellows protection ~6 psig Circle Seal 500-8MP 2400 psig
PSV| 344 | V |LAr transfer line vacuum relief ~3 psig Fermilab 4 inch parallel plate relief | e e
Pressure transmitters
PT 1 N2 |Luke condenser LN2 back pressure 0-50 psig Setra C206 4-20 mA 150 psig
PT | 11 Ar_|Luke Ar vapor pressure 0-50 psia Setra GCT-225 (2251-050P-A-D4-11-B1) 4-20 mA 75 psig
PT | 15 V__|LAr transfer line insulating vacuum 10*- 1Torr linear & 10™*- 1000 Torr non-linear Granville-Phillips 275857-EU 0-10 VDC ~ atm
PT | 19 V__|Luke Argon volume rough vacuum 10*- 760 Torr Varian (Controller Part# L8350301) ConvecTorr gauge board (Part# L9887301) 0-7VDC, 1V per decade log-linear ~ atm
PT | 27 N2 _|Nitrogen transfer line pressure 0-100 psig 205-2 0-5DC 100 psig
PT | 33 V__|Luke Argon volume high vacuum 10" Torr to 10° Torr Varian (Controller Part# L8350301) UHV Bavard-Alpert gauge board (Part# L8321301) 0-10 VDC, 1V per decade log-linear ~ atm
PT | 51 N |LN2 dewar pressure transmitter 0-100 psig Setra 5-2 0-5DC ~ atm
PT | 68 V__|Luke dewar insulating vacuum 10*- 1Torr linear & 10*- 1000 Torr non-linear Granville-Phillips 275857-EU 0-10 VDC ~ atm
PT | 69 V__|Luke seal monitoring at vacuum pump 10*- 1Torr linear & 10™*- 1000 Torr non-linear Granville-Phillips 275857-EU 0-10 VDC ~ atm
PT | 180| V |P-bar mole sieve filter dewar - filter insulating vacuum 10*-1Torr linear & 10-1000 Torr non-linear Granville-Phillips 275857-EU 0-10 VDC ~ atm
PT | 181 V__|P-bar mole sieve filter dewar - dewar insulating vacuum 10*-1Torr linear & 10-1000 Torr non-linear Granville-Phillips 275857-EU 0-10 VDC ~ atm
PT | 185| V |Materials lock rough vacuum 10*- 760 Torr Varian (Controller Part# L8350301) ConvecTorr gauge board (Part# L9887301) 0-7VDC, 1V per decade log-linear ~ atm
PT | 186| V |Materials lock high vacuum 10" Torr to 10° Torr Varian (Controller Part# L8350301) UHV Bavard-Alpert gauge board (Part# L8321301) 0-10 VDC, 1V per decade log-linear ~ atm
PT | 154 | V |Pbar oxygen filtering dewar filter insulating vacuum 10*-1Torr linear & 10-1000 Torr non-linear Granville-Phillips 275857-EU 0-10 VDC ~ atm
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Rupture disks

RD | 99 N |LN2 dewar rupture disk 105 psig Fike CPU BT > 105 psig

RD | 100 N |LN2 dewar rupture disk 105 psig Fike CPU BT > 105 psig

RD | 209 | Ar |Pbar molecular sieve filter dewar inner vessel relief 40 psig Fike CPV BT (1 inch) 275 psig

RD | 301 V__|Pbar oxygen filtering dewar filter insulating volume pressure relief 40 psig Fike CPV BT (1 inch) 275 psig

RD | 302| V |Luke cryostat LAr volume pressure relief 55 psig BS&B JRS > 55 psig
Pressure r
|"RV [ 36 | N [LN2 dewar pressure building regulator 30 psig Cash Acme B [ 400 psig |
\ RV \ 90 \ N \LNZ dewar pressure relieving regulator 35 psig Cash Acme FR \ 400 psig \
Strainers
["s [ 91 [ N_[LN2dewarfilline strainer Mueller 1715 Class 300 [ 500 psia @ 150 °F_|
Relief valves

SV | 90 N |LN2 dewar fill line trapped volume relief 200 psig Circle Seal 5120B-4MP-200 2400 psig

SV | 90 V__|LN2 dewar vacuum jacket relief ~ 0 psig, no spring Circle Seal Parallel Plate - 3.5" ~ atm

SV | 96 N |LN2 dewar pressure building loop trapped volume relief 80 psig Circle Seal 5159B-4MP-80 2400 psig

SV | 97 N |LN2 dewar pressure building loop trapped volume relief 80 psig Circle Seal 5159B-4MP-80 2400 psig

SV | 98 N |LN2 dewar pressure building loop trapped volume relief 80 psig Circle Seal 5159B-4MP-80 2400 psig

SV | 99 N |LN2 dewar relief valve 75 psig Anderson Greenwood 81812166 > 75 psig

SV | 100 N |LN2 dewar relief valve 75 psig Anderson Greenwood 81812166 > 75 psig

TE| 6 N2 | LN2 transfer line cool down ure (control) 70-400K Omega Platinum RTD (PR-19-2-100-1/8-6-E)

TE| 7 Ar_| 02 filter internal temperature (hard wired interlock) -200 to 1300 C Omega Tvpe K thermocouple

TE | 23 Ar_|HTR-21-Ar internal temperature (read out) -200 to 1300 C Watlow Type K thermocouple

TE | 24 Ar_|HTR-21-Ar internal temperature (hard wired interlock) -200 to 1300 C Watlow Type K thermocouple

TE | 54 Ar_|O2 filter internal temperature (read out) 70-400K Minco 100 ohm platinum RTD (Part # S201PD)

TE | 56 Ar_|O2 filter regeneration gas pre-heater ire (control) -200 to 1300 C Omega Type K thermocouple

TE | 57 Ar_|O2 filter regeneration gas pre-heater ire (hard wired interlock) -200 to 1300 C Omega Type K thermocouple

TE | 73 | HAr |Luke Vapor pump filter regeneration heater (control) -200 to 1300 C Omega Type K thermocouple

TE | 74 | HAr |Luke Vapor pump filter regeneration heater (hard wired interlock) -200 to 1300 C Omega Type K thermocouple

TE | 76 | Ar |Luke Vapor pump "cup" heater (control) -200 to 1300 C Omega Tvpe K thermocouple

TE | 77 | Ar [Luke Vapor pump "cup" heater (hard wired interlock) -200 to 1300 C Omega Tvpe K thermocouple

TE | 81 | HAr |Luke Vapor pump filter bed -200 to 1300 C Omega Tvpe K thermocouple

TE | 82 | HAr |Luke Vapor pump filter bed -200 to 1300 C Omega Tvpe K thermocouple

TE | 83 | HAr |Luke Vapor pump filter bed -200 to 1300 C Omega Tvpe K thermocouple

TE | 214 | Ar |Molecular sieve ion temperature (hard wired interlock) -200 to 1300 C Omega Type K thermocouple

TE [ 216 Ar [Molecular sieve ion temberature (controls) -200 to 1300 C Omega Type K thermocouple
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1.4 - System Control Loops and Interlocks

The safety of the cryogenic system does NOT depend upon the proper execution
of any control loop or interlock. The system does include a Beckhoff
programmable logic controller (PLC). The controller will have a loop that controls
the flow of liquid nitrogen into the condenser based upon the desired pressure in
the cryostat. The PLC will also contain a control loop for each of the 6 heaters in
the system including the vapor pump. The relief valves are sized to handle the
maximum output of each heater. Each heater installation includes two
temperature sensors. One sensor is read out by the PLC and the other is
hardwired to an interlock that drops the AC power if the sensor temperature is
too high. All heaters are contained within stainless steel vessels making it
extremely unlikely a malfunction can start a fire.

Drawing 3942.520-EE-435364 contains the control system electrical schematics.
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2.1a — Procedure for Filling “Luke”

All operators must meet the training requirements specified in section 2.3.

All steps of this procedure should be performed while wearing eye protection. Cryogenic
gloves and a face shield must be available in the immediate work area in case a leak must
be addressed or a cold component handled.

1.

Start the argon purges. MV-316-Ar, MV-277-Ar, and the argon bottle isolation valve
should be open. PCV-273-Ar outlet should be adjusted to 10 psig as indicated by PI-275-
Ar. FI-278-Ar, FI-279-Ar, FI-280-Ar, FI-281-Ar, FI-282-Ar, FI-283-Ar, and FI-284-Ar
should be set to 20 sccm. FI-315-Ar should be closed unless the material lock is being
purged.

The cryostat must be evacuated. MV-244-Ar, MV-370-Ar, MV-241-Ar, MV-247-Ar, MV-
248-Ar, MV-253-Ar, MV-254-V, MV-255-Ar, MV-360-V, and EP-205-Ar must all be
closed. EP-308-Ar should be open.

Although the cryostat is rated for 15 psi external pressure, the insulating vacuum
pressure should be checked on PT-68-V. The insulating vacuum should be less than 100
microns. If the insulating vacuum has spoiled, a vacuum pump should be connected to
MV-261-V or CVI-138-V and improved before pumping out the cryostat. CVI-138-V does
not have a spring, so it must be closed carefully when done pumping.

The rough pump on the cryostat pump cart should be started. A gauge read out should
be connected to PE-288-V. When the vacuum is less than 100 microns, MV-360-V can
be slowly opened to begin pumping out the cryostat. When PT-19-V indicates the
cryostat pressure is below 1 Torr, the turbo pump may be started. The cryostat should
be pumped on until the pressure reported by PT-33-V is less than 10 Torr.

The oxygen filter cryostat insulating vacuum should be checked on PT-154-V. If the
vacuum is worse than 100 microns, a vacuum pump should be connected to CVI-289-V
and the vacuum improved until it is less than 100 microns. The purpose of this is to
ensure the inner vessel is not evacuated with pressure in the insulating vacuum space.

The transfer line insulating vacuum should be checked on PT-15-V. Ifitis not less than
100 microns, then it should be pumped down. To do this, MV-224-V, MV-227-V, MV-
228-V, EP-222-V, EP-155-V, MV-267-V, and EP-362-V should all be closed. The rough
pump on the insulating vacuum pump cart should be started. When a readout connected
to gauge tube PE-226-V indicates a vacuum less than 100 microns, EP-362-V should be
opened. When the pressure reported by PE-226-V is less than 1 Torr, the turbo pump
should be started. When the pressure reported by PT-15-V (or PE-234-V) is less than 10
microns, EP-362-V may be closed and the turbo pump turned off.

The molecular sieve insulating vacuum should be checked on PT-181-V. If the vacuum
is worse than 100 microns, a vacuum pump should be connected to CVI-187-V and the
vacuum improved until its less than 100 microns. The purpose of this is to ensure the
inner vessel is not evacuated with pressure in the insulating vacuum space.

The inner vessel vacuum surrounding the molecular sieve should be checked on PT-180-
V. Ifitis not less than 100 microns, the space should be pumped out. To do this, MV-
224-V, MV-227-V, MV-228-V, EP-222-V, EP-362-V, and EP-155-V should all be closed.
The rough pump on the insulating vacuum pump cart should be started. When the
pressure reported by PE-226-V is less than 100 microns, EP-222-V should be opened.
Once the pressure reported by PE-226-V is less than 1 Torr, the turbo pump should be
started. The inner vessel should be pumped on until PT-180-V reads 10 microns or less.
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Then EP-222-V should be closed. The turbo pump should then be turned off and allowed
to spin down.

The piping between MV-213-Ar and MV-244-Ar must be pumped out before introducing
argon. MV-213-Ar, MV-218-Ar, EP-222-V, MV-228-V, MV-227-V, MV-224-V, EP-362-V,
MV-480-HAr, MV-461-HAr, MV-239-Ar, MV-244-Ar, MV-365-V, MV-267-V, and MV-366-V
should all be closed. EP-155-V, MV-202-Ar (must be left open during assembly), MV-
208-Ar, and MV-217-Ar should be open.

The rough pump on the insulating vacuum pump cart should be started. When a gauge
readout connected to PE-226-V indicates a vacuum less than 100 microns, the LN2 cold
trap should be filled.

MV-365-V and MV-366-V should be slowly opened. When PE-226-V indicates a vacuum
of less than 1 Torr, the turbo pump should be turned on. The piping should be pumped
on for at least 4 hours.

Close MV-365-V and MV-366-V. Turn off the turbo pump. Allow rough pump to run until
LN2 trap is warm.

The argon filling manifold insulating vacuum should be checked using PE-225-V. If the
vacuum is not less than 100 microns, a vacuum pump should be connected to CVI-207-V
and the insulating space pumped until the vacuum is less than 100 microns. CVI-207-V
should then be closed and the vacuum pump disconnected.

Empty liquid dewars should be removed using 2.1h — Procedure for Removing
Stockroom Liquid Argon Dewars from the System.

MV-213-Ar and MV-204-Ar should be verified as closed. Follow procedure 2.1q -
Procedure for Connecting Stockroom Liquid Argon Dewars to the System to connect four
high pressure liquid argon dewars from the Fermilab stockroom to the manifold.

MV-360-V should be closed and the turbo pump on the cryostat pump cart turned off and
allowed to spin down.

MV-204-Ar, MV-218-Ar, MV-480-HAr, MV-461-HAr, MV-365-V, MV-366-V, MV-239-Ar,
MV-370-Ar, MV-241-Ar, MV-247-Ar, MV-248-Ar, MV-254-V, MV-255-Ar, EP-205-Ar, MV-
253-Ar, and MV-244-Ar should be verified as closed.

MV-213-Ar, MV-217-Ar, and MV-208-Ar should be open.

Slowly open the liquid withdrawal isolation valve on one of the stock room dewars and
charge the system with argon. Open the liquid withdrawal valve on the rest of the
connected dewars.

Slowly open MV-239-Ar to allow argon to flow out the vent and cool down the transfer
line. This should be done at least until TE-56-Ar reaches a stable minimum temperature
and it appears that liquid is flowing out the vent piping.

Close MV-239-Ar.

Very slowly open MV-244-Ar and bring the cryostat to positive pressure as indicated by
Pl-12-Ar.

Once the cyrostat is at positive pressure and the pressure is slowly rising, fully open MV-
255-Ar. EP-205-Ar may also be opened to increase vent flow.
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Adjust MV-244-Ar to balance the flow such that the cryostat remains below 20 psig during
the fill.

Liquid level will be indicated by LT-13-Ar. Fill the cryostat to the desired level, but not
beyond 35 inches or 87%.

Close MV-244-Ar.

Turn on automatic pressure control at computer. Close MV-255-Ar. Computer will use
HTR-21-Ar to build pressure, the LN2 condenser to reduce pressure, and if needed EP-
205-Ar to vent excess pressure. If there is a problem with the computer terminal or PLC,
leave MV-255-Ar open. The boil off vapor will vent thru the vaporizer and the liquid purity
will be maintained.

The high pressure stockroom dewars may remain open and connected to the system for
future charging if desired.

2.1b — Procedure for Emptying “Luke”

All operators must meet the training requirements specified in section 2.3.

All steps of this procedure should be preformed while wearing eye protection. Cryogenic
gloves and a face shield must be available in the immediate work area in case a leak must
be addressed or a cold component handled.

1.

MV-360-V, MV-244-Ar, MV-370-Ar, MV-241-Ar, MV-247-Ar, MV-248-Ar, MV-254-V, MV-
255-Ar, MV-253-Ar, and EP-205-Ar should be closed. EP-308-Ar and EP-78-Ar should be
open.

Turn on emptying control loop at computer which will turn off condenser. Open MV-370-
Ar. Computer will use heater to maintain cryostat pressure at 15 psig to force liquid from
cryostat.

Heater will turn off when it is no longer submerged in liquid. When heater is off, close
MV-370-Ar to prevent contamination of cryostat.

Last bit of liquid at cryostat bottom below heater will slowly evaporate. EP-205-Ar will
automatically vent remaining liquid as vapor.

2.1c — Procedure for Operating “Air Lock” during Material Insertion

All operators must meet the training requirements specified in section 2.3.

All steps of this procedure should be preformed while wearing eye protection. Cryogenic
gloves and a face shield must be available in the immediate work area in case a leak must
be addressed or a cold component handled.

1.

Cryostat should be in a stable operating condition with the appropriate liquid argon level
for the material test. MV-360-V, MV-244-Ar, MV-370-Ar, MV-241-Ar, MV-247-Ar, MV-
248-Ar, MV-253-Ar, MV-254-V, and MV-255-Ar should all be closed under normal
operating conditions.

The surface area of the material test sample must be measured. The surface area must
be less than 162.5 square inches. Two people must measure the surface area
independently. Their calculations and signatures must be entered into the material lock
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log book. Their signature indicates that they understand how to measure surface area
and that they are responsible for the safety of the system during the insertion of the test
sample. The sample also must not be in a shape that will retain liquid argon when
the sample is withdrawn from the system.

3. Place sample into air lock basket and install 8 inch conflat flange to close the air lock.

4. The air lock must be purged with argon gas to remove the air contamination. MV-253-Ar,
MV-296-Ar, MV-295-V, MV-300-Ar, and MV-310-Ar should be closed. MV-316-Ar, MV-
277-Ar, MV-252-Ar, MV-290-Ar, MV-256-AR, MV-291-Ar, MV-294-Ar should be open.

5. FI-315-Ar should be adjusted to 8 SCFH.

6. MV-310-Ar should be opened and MV-300-Ar adjusted until FI-312-Ar indicates 2 SCFH.

7. Purge should continue until AE-311-Ar indicates an oxygen concentration below 1 ppm.

8. When purge has achieved desired oxygen level, close MV-290-Ar and MV-310-Ar.

9. Put computer into air lock open mode. This will lower the cryostat pressure to 1 psig.
Allow the cryostat to reach a stable operating condition at this low pressure.

10. Open MV-254-V. Allow the cryostat to purge the airlock with boil off gas for 2 minutes.

11. Entered desired material depth for cryostat insertion into the computer. Computer will
then slowly lower basket and material into cryostat. Computer will pause if pressure
increases above 4 psig. Vapor generated by the warm material will continuously vent
thru MV-256-AR.

12. Once desired depth is reached, computer will drop the basket and retreat.

13. Once the material basket has retreated above the vacuum gate valve as indicated by the
computer, close MV-254-V and tell computer to resume normal cryostat pressure control.

2.1d — Procedure for Operating “Air Lock” during material removal

All operators must meet the training requirements specified in section 2.3.

All steps of this procedure should be preformed while wearing eye protection. Cryogenic
gloves and a face shield must be available in the immediate work area in case a leak must
be addressed or a cold component handled.

1. Cryostat should be in a stable operating condition prior to material removal. MV-360-V,
MV-244-Ar, MV-370-Ar, MV-241-Ar, MV-247-Ar, MV-248-Ar, MV-253-Ar, MV-254-V, and
MV-255-Ar should all be closed under normal operating conditions.

2. The air lock must be purged with argon gas if it is wished for cyrostat purity to be
maintained. MV-253-Ar, MV-296-Ar, MV-295-V, MV-300-Ar, and MV-310-Ar should be
closed. MV-316-Ar, MV-277-Ar, MV-252-Ar, MV-290-Ar, MV-256-AR, MV-291-Ar, MV-
294-Ar should be open.

3. FI-315-Ar should be adjusted to 8 SCFH.

4. MV-310-Ar should be opened and MV-300-Ar adjusted until FI-312-Ar indicates 2 SCFH.

5. Purge should continue until AE-311-Ar indicates an oxygen concentration below 1 ppm.
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6. When purge has achieved desired oxygen level, close MV-290-Ar and MV-310-Ar.

7. Put computer into air lock open mode. This will lower the cryostat pressure to 1 psig.
Allow the cryostat to reach a stable operating condition at this low pressure.

8. Open MV-254-V. Allow the cryostat to purge the airlock with boil off gas for 2 minutes.

9. Tell computer to return material test basket to home position.

10. Once material basket has retreated above the vacuum gate valve (as indicated by
computer graphic), close MV-254-V and tell computer to resume normal cryostat
pressure control.

11. Verify that MV-290-Ar is closed. Verify that MV-256-Ar and MV-294-Ar are open. Open
Mv-296-Ar to vent any pressure inside the material lock. The eight inch conflat flange
may now be removed to access and remove material in test basket. Use cryogenic

gloves to remove material that is still cold.

2.1e — Procedure for filling the LN2 dewar

All operators must meet the training requirements specified in section 2.3.

All steps of this procedure should be preformed while wearing a face shield and cryogenic
gloves.

1. Remove the inlet cover on the fill connection and connect the tanker transfer hose.
2. Open the blow-down valve, MV-93-N, to maintain the dewar pressure at 30 psig.
3. Open the bottom fill valve MV-92-N.

4. Open the full trycock valve, MV-94-N.

5. Open the liquid discharge valve on the trailer to start filling the dewar.

6. Read the quantity gauge, DPI-100-N, during filling and observe the full trycock valve MV-
94-N.

7. Close the liquid discharge valve on the trailer when the quantity gauge DPI-100-N reads
65 inches or when liquid discharges from the full trycock valve MV-94-N.

8. Close the bottom fill valve, MV-92-N.

9. Close the dewar blow down valve MV-93-N.

10. Vent the contents of the fill line using MV-91-N.
11. Disconnect the transfer hose.

12. Replace the inlet cover on the fill connection.

2.1f — Normal Nitrogen Circuit Valve Positions During Operation

All operators must meet the training requirements specified in section 2.3.
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Valves that are closed during normal operation: MV-91-N, MV-92-N, MV-90-V, MV-94-N,
MV-91-V, MV-86-N, MV-95-N, MV-107-N, MV-97-N, MV-119-N, MV-101-N, MV-99-N,
and MV-93-N.

Valves that are open during normal operation: MV-90-N, MV-89-N, MV-88-N, MV-96-N,
MV-100-N, MV-120-N, MV-87-N, MV-85-N, and MV-80-N.

2.1q — Procedure for Connecting Stockroom Liquid Argon Dewars to the System

All operators must meet the training requirements specified in section 2.3.

All steps of this procedure should be preformed while wearing eye protection. Cryogenic
gloves and a face shield must be available in the immediate work area in case a leak must
be addressed or a cold component handled.

1.

Verify that the dewar label indicates the contents are liquid argon. Connecting a liquid
nitrogen dewar to the system will cause a violent reaction with any liquid argon in the
system as the nitrogen will freeze the argon. Also verify that the dewar contains liquid by
looking at the liquid level gauge.

Using the metallic green and black Valley Craft brand lifting cart, move the liquid argon
dewar from outside PAB into an open spot by one of the four flexible hoses that extend
from the liquid argon manifold.

Close MV-213-Ar. The argon manifold must be isolated from the rest of the system
anytime a dewar is added to the system to prevent contamination.

Connect the flexible stainless steel pigtail to the liquid withdrawal port on the dewar. The
stainless steel pigtail has a VCR to flare adaptor to mate with the dewar liquid withdrawal
port. A new copper gasket should be used with the flare fitting each time the connection
is made up.

Repeat steps 1-4 to connect up to four dewars to the manifold.

Any pigtail not in use should be plugged by removing the VCR to flare adaptor and
plugging the VCR fitting.

Anytime a dewar is connected to the manifold, the connection must be helium leak
checked. A helium leak detector should be connected to MV-204-Ar. MV-204-Ar should
be opened and the flare fitting at the liquid withdrawal port and the isolation valve
supplied on the dewar should be sprayed externally with helium gas. Once the system is
reasonably leak tight, MV-204-Ar should be closed and the leak detector disconnected.

The liquid withdrawal isolation valve supplied on each dewar should be opened to
pressurize the manifold.

2.1h — Procedure for Removing Stockroom Liquid Argon Dewars from the System

All operators must meet the training requirements specified in section 2.3.

All steps of this procedure should be preformed while wearing eye protection. Cryogenic
gloves and a face shield must be available in the immediate work area in case a leak must
be addressed or a cold component handled.
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Close MV-213-Ar. The argon manifold must be isolated from the rest of the system
anytime a dewar is removed from the system to prevent contamination of the upstream
filters.

Close the liquid withdrawal port isolation valve on each liquid argon dewar connected to
the system.

Slowly open MV-204-Ar to vent any pressure contained in the argon manifold.

When the pressure in the manifold has been vented, the flare connection at the liquid
argon dewar may be disconnected. If a new dewar is not being attached, the stainless
steel pigtail should be plugged by removing the VCR to flare adaptor and plugging the
VCR fitting.

MV-204-Ar should be closed after the desired dewars are disconnected.
Empty dewars should be removed from the PAB highbay using the metallic green and

black Valley Craft brand lifting cart and placed outside by the gas shed. The full/lempty
tag should be flipped so that the empty side faces upward.

2.1i — Procedure for Molecular Sieve Regeneration

All operators must meet the training requirements specified in section 2.3.

1.

2.

MV-213-Ar, MV-218-Ar, and MV-217-Ar should be closed.

The molecular sieve insulating vacuum should be checked on PT-181-V. If the vacuum
is worse than 100 microns, a vacuum pump should be connected to CVI-187-V and the
vacuum improved until its less than 100 microns. The purpose of this is to ensure the
inner vessel is not evacuated with pressure in the insulating vacuum space.

The inner vessel vacuum surrounding the molecular sieve should be checked on PT-180-
V. Ifitis not less than 100 microns, the space should be pumped out. To do this, MV-
224-V, MV-227-V, MV-228-V, EP-222-V, EP-362-V, and EP-155-V should all be closed.
The rough pump on the insulating vacuum pump cart should be started. When the
pressure reported by PE-226-V is less than 100 microns, EP-222-V should be opened.
Once the pressure reported by PE-226-V is less than 1 Torr, the turbo pump should be
started. The inner vessel should be pumped on until PT-180-V reads 10 microns or less.
Then EP-222-V should be closed. The turbo pump should then be turned off and allowed
to spin down.

A vacuum pump should be connected to MV-218-Ar with a cold trap between the pump
and MV-218-Ar.

Once the vacuum is below 1 Torr as indicated by a vacuum gauge at the pump, the cold
trap can be filled.

MV-218-Ar should be slowly opened. Avoid sending a surge of high pressure argon gas
to the vacuum pump.

Once the gauge at the pump reads less than 10 Torr, turn on the heater in iFix. Set point
should be 275 °C and duration 8 hours. Monitoring the vacuum gauge at the pump will
give some idea of the regeneration progress as water is removed and the pressure
drops.
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After regeneration is complete, turn off the heater in iFix.

Close MV-218-Ar. Disconnect the vacuum pump.

2.1j — Procedure for O2 Filter Regeneration

All operators must meet the training requirements specified in section 2.3.

1.

2.

10.

MV-217-Ar, MV-239-Ar, MV-244-Ar, MV-365-V, and MV-366-V must be closed.

MV-208-Ar, MV-480-HAr, and MV-461-HAr must be open. MV-202-Ar must also be
open, although it is inaccessible when the vacuum jacket is closed and should be in the
open position.

The oxygen filter cryostat insulating vacuum should be checked on PT-154-V. If the
vacuum is worse than 100 microns, a vacuum pump should be connected to CVI-289-V
and the vacuum improved until its less than 100 microns. The purpose of this is to
ensure the inner vessel is not evacuated with pressure in the insulating vacuum space.

The transfer line insulating vacuum should be checked on PT-15-V. Ifitis not less than
100 microns, then it should be pumped down. To do this, MV-224-V, MV-227-V, MV-
228-V, EP-222-V, EP-155-V, MV-267-V, and EP-362-V should all be closed. The rough
pump on the insulating vacuum pump cart should be started. When a readout connected
to gauge tube PE-226-V indicates a vacuum less than 100 microns, EP-362-V should be
opened. When the pressure reported by PE-226-V is less than 1 Torr, the turbo pump
should be started. When the pressure reported by PT-15-V (or PE-234-V) is less than 10
microns, EP-362-V may be closed and the turbo pump turned off.

From the regeneration station, supply a 5 SCFH flow of argon gas.

In iFix, turn on the oxygen filter regeneration heaters HTR-8-Ar and HTR-55-Ar. Make
the set point for both heaters 270 °C.

Once the temperatures reported by TE-56-Ar and TE-54-Ar are stable, supply the 5% H,
—95% Ar mixture from the regeneration station for 8 hours.

Turn off HTR-8-Ar and HTR-55-Ar in iFix.

Supply a flow of argon gas from the regeneration station for 15 minutes to purge the
hydrogen from the system.

Close MV-461-HAr first and then close MV-480-HAr to isolate the filter with a positive
internal pressure.
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2.2 - Startup Check List for Filling the Material Test Station

1.

Ensure the liquid nitrogen dewar has at least 5 inches of liquid in it as indicated by DPI-
100-N. If not, request a fill from Air Products.

Check that the LN2 dewar vapor pressure is around 30 psig as indicated by PI-100-N and
PT-51-N. If not, adjust RV-036-N or RV-090-N as needed.

Check that the Beckhoff PLC and the iFix GUI are operating properly.

Check that the argon purge cylinder has at least 250 psig left. If not, connect a new
cylinder of argon gas.

Ensure that at least 3 full stockroom high pressure argon dewars are available to fill the
cryostat.

Check the availability of shop air on PI-272-Air which should indicate at least 60 psig.

Check the log book to see if the molecular sieve and oxygen filter require regeneration. If
so, regenerate per 2.1i and 2.1j.
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2.3 - Training List for Operators of the FLARE Material Test Station

All operators of the FLARE material test station must meet the following training requirements.

1. Successful completion of Cryogenic Safety (General) EN000115 / CR.

2. Current O.D.H Training EN000029 / CR.

3. Successful completion of Pressure Safety Orientation EN000271 / CR.

4. Successful completion of Compressed Gas Cylinder Safety EN000213 / CR.
5. Must review system description, flow schematic, and operating procedures with a designated system expert.
Designated system experts: Terry Tope, Cary Kendziora.

Table 2.3.1: Date required training for FLARE material test station has been completed.

Cryogenic O.D.H O.D.H Pressure Compre§sed Review System
Person ID # Safety Training Training Safety Gas Cylinder Documents
(General) Completed Due Orientation Safety
Terry Tope 13329N 12/6/2002 1/28/2007 1/31/2008 1/10/2003 1/16/2002 Expert
Cary Kendziora | 4446N 1/23/1984 5/22/06 Past Due 2/27/2003 3/13/2003 Expert
Stephen Pordes | 4663N 3/22/2006 Past Due
Doug Jensen 9541N 9/21/2006 9/30/2007 4/26/2000
Bill Miner 13161N 3/4/2003 5/21/2007 5/31/2008 1/7/2003 1/16/2002
Kelly Hardin 12976N 9/5/2002 12/8/2006 12/31/2007 3/11/2003 12/13/2000
Hans Jostlein 3972N - 3/11/2004 Past Due - - -
Mark Ruschman | 5006N 3/4/2003 5/10/2007 5/31/2008 12/2/2002 7/27/2001
Walter Jaskierny | 676N 9/5/2006 9/30/2007 1/16/2002




3.1 -FMEA

Type Tag Tag Service

Analyzing elements

Failure or Error Mode

Hazard or Effect

Hazard Class

Remarks

AE | 52 | HAr |Filter regeneration moisture monitoring (close to exhaust) Incorrect reading 02 filter regeneration may be incomplete Safe Operational problem
AE | 151 | HAr |Filter regeneration moisture monitoring (close to filter) Incorrect reading 02 filter regeneration may be incomplete Safe Operational problem
AE | 311 | Ar |Oxygen Analyzer Incorrect reading Air lock purge may be incomplete Safe Operational problem
Check valves
CV | 90 N |LN2 dewar fill line check valve Fails open LN2 from dewar could spill into parking lot Safe Operational problem if MV-92-N is left open
Potential trapped volume if PCV-70-N closes. Low probability of a check
valve failing shut. Pressure in a trapped volume will increase the
CV | 90 N |LN2 dewar fill line check valve Fails closed LN2 dewar cannot be filled Marginal probability that a stuck check valve would apen. PC.VJO'N will only close
when the dewar vapor pressure reaches MAWP which also has a low
probability. Thus the creation of an unrelieved trapped volume is the
product of two low probability events.
CV | 150 | Ar [LArventline Fails open Wind effects felt on exhaust Safe No hazard
. . . . Low probability of a check valve failing shut. Pressure in a trapped volume
CV | 150 | Ar |LArventline Fails closed Potential trapped volume Marginal would increase the probability a stuck check valve would open.
CV | 100| N |LN2 dewar liquid use line Fails open Potential for back flow into dewar Safe No likely source for flowing back into dewar
Operational problem. Fermilab designed and fabricated check valve has a
CV | 100| N |LN2 dewar liquid use line Fails closed Potential trapped volume Marginal small diameter hole thru the center of the teflon plug that would relieve a
trapped volume.
CV | 257 | Ar |"Airlock" vent line backflow prevention Fails open Potential contamination Safe gg:rauonal problem, under vacuum contaminants could be pulled into air
CV | 257 | Ar |"Air lock" vent line backflow prevention Fails closed Purging not possible Safe Operational problem, materials lock cannot be purged with Gar
CV | 266 | N2 |Insulating vacuum bleed up check valve Fails open No hazard Safe
CV | 266 | N2 |Insulating vacuum bleed up check valve Fails closed GN2 source blocked Safe Operational problem, no GN2 to bleed up insulating vacuum with
Pump out ports
CVI| 138 | V |Luke vacuum pumpout/relief Fails open Insulating vacuum spoiled Safe Operational problem, PSV-210-Ar can handle excess boil off
If the ASME coded inner vessel fails, vacuum space is not relieved. Relief
is a CVI vacuum pump out with the spring removed. The space that holds
. . " . " . the spring retaining clip in place has been epoxied shut so a spring cannot
CVI| 138 | V |Luke vacuum pumpout/relief Fails closed No relief for insulating vacuum Marginal be put back into the pumpout. There is a very low probability of this
pumpout failing shut because without the spring it works like a parallel
plate relief.
CVI| 187 | V |Molecular sieve pbar dewar insulating vacuum pumpout/relief Fails open Insulating vacuum spoiled Safe Operational problem, poor insulation
Operational problem, can't improve vacuum, no insulating vacuum relief if
inner vessel fails. For liquid to reach the insulating vacuum space, both
CVI| 187 | V |Molecular sieve pbar dewar insulating vacuum pumpout/relief Fails closed Insulating vacuum isolated Marginal the_ LAr piping and the ASME inner ve§se| mUSt. fail which is e)_(tremely .
unlikely. CVI pumpout works like a relief valve in that the sealing surface is|
held shut by a spring. If pressure was built in the vacuum jacket, its a low
probability that the CVI would stav shut.
CVI| 207 | V |Liquid argon source manifold insulating vacuum pumpout and relief Fails open Insulating vacuum spoiled Safe Operational problem, poor insulation, likely frost buildup
Operational problem, can't improve vacuum, no insulating vacuum relief if
inner pipe fails. Low probability of CVI sticking shut as pressure builds
CVI| 207 | V |Liquid argon source manifold insulating vacuum pumpout and relief Fails closed Insulating vacuum isolated Marginal because the pumpout works like a spring loaded relief valve. Vacuum
jacket is 1.5" stainless steel tube that can withstand a substantial internal
pressure.
CVI| 220 | V |Pbar molecular sieve dewar inner vessel pumpout/relief Fails open Insulating vacuum spoiled Safe Operational problem, poor insulation, likely frost buildup
CVI| 220 | V |Pbar molecular sieve dewar inner vessel pumpout/relief Fails closed Insulating vacuum isolated Safe ﬁsz:a;:gzafgﬁ;oblem, can't improve vacuum, no insulating vacuum relief if
(PSV-211-Ar and RD-209-Ar also protect space protected by CVI-220-V
CVI| 259 | V |Luke LN2-LAr condenser insulating vacuum pumpout/relief Fails open Insulating vacuum spoiled Safe Operational problem, condenser performance degrades
Operational problem, can't improve insulating vacuum, no insulating
vacuum relief if inner pipe fails. There is a low probability of the high
CVI| 259 | V |Luke LN2-LAr condenser insulating vacuum pumpout/relief Fails closed Insulating vacuum isolated Marginal quality stainless steel inner piping failing. There is also a low probability of
the CVI pumpout failing shut as pressure builds because it works like a
spring loaded relief valve.
CVI| 260 | V |LN2 transfer line vacuum pumpout/relief near Luke Fails open Insulating vacuum spoiled Safe Operational problem, poor insulation, likely frost buildup
CVI| 260 | V |LN2 transfer line vacuum pumpout/relief near Luke Fails closed Insulating vacuum isolated Safe Operational problem, can access same vacuum volume using CVI-286-V
CVI| 285| V |LN2 transfer line vacuum pumpout/relief dewar side Fails open Insulating vacuum spoiled Safe Operational problem, poor insulation, likely frost buildup
Operational problem, can't improve vacuum, no insulating vacuum relief if
inner pipe fails. There is a low probability of the high quality stainless steel
CVI| 285| V |LN2 transfer line vacuum pumpout/relief dewar side Fails closed Insulating vacuum isolated Marginal inner piping failing. There s also a low .probabnn.y of the CVI pumpout .
failing shut as pressure builds because it works like a spring loaded relief
valve. The vacuum jacket is 1.5" SCH 10 SS which can withstand a
substantial internal pressure.
CVI| 286 | V |LN2 transfer line vacuum pumpout/PAB side Fails open Insulating vacuum spoiled Safe Operational problem, poor insulation, likely frost buildup
CVI| 286 | V |LN2 transfer line vacuum pumpout/PAB side Fails closed Insulating vacuum isolated Safe Operational problem, can access same vacuum volume using CVI-260-V
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Differential

pressure transmitters

DPT| 67 Ar | Luke Vapor Pump filter liquid level Incorrect reading Possible poor pump performance Safe Operational problem
DPT| 100 | N |Liquid Nitrogen Dewar Incorrect reading Dewar liquid level unknown Safe Operational problem
DPT| 153 | Ar |Luke Vapor Pump filter shield liquid level Incorrect reading Possible poor pump performance Safe Operational problem
Pneumatic valves
EP | 78 Ar | Luke Vapor pump filter insulation equalization Fails open Filter can't be isolated from cryostat Safe Operational problem - filter regeneration not possible
EP | 78 Ar | Luke Vapor pump filter insulation equalization Fails closed Liquid can't be forced from insulating space Safe Operational problem - poor filtration
EP | 155| V |Oxygen filter vacuum isolation Fails open Insulating vacuum spoiled Safe Operational problem - high thermal load during filtration or regeneration
EP | 155| V |Oxygen filter vacuum isolation Fails closed Insulating vacuum isolated Safe Operational problem - can't improve vacuum
EP | 205| Ar |Luke Arvent Fails open Cryostat cannot build pressure Safe ggse;uonal problem - Gar will be vented and system will no longer be
EP | 205 | Ar |Luke Arvent Fails closed Excess pressure not vented Safe Operational problem - Gar will be vented thru PSV-210-Ar if needed
EP | 222 | V |Molecular sieve insulating vacuum isolation Fails open Insulating vacuum spoiled Safe Operational problem - high thermal load during filtration or regeneration
EP | 222 | V |Molecular sieve insulating vacuum isolation Fails closed Insulating vacuum isolated Safe Operational problem - can't improve vacuum
EP | 236 | V |Cryostat pump cart inter-stage isolation (turbo protection) Fails open Turbo not protected Safe Operational problem - turbo vacuum pump could be damaged
EP | 236 | V |Cryostat pump cart inter-stage isolation (turbo protection) Fails closed Turbo isolated from rougher Safe Operational problem - cryostat cannot be effectively evacuated
EP | 307 | Ar |Luke vapor pump equalization valve Fails open Liquid cannot be forced from filter Safe Operational problem - poor filtration
EP | 307 | Ar |Luke vapor pump equalization valve Fails closed Liquid won't flow into filter Safe Operational problem - poor filtration
EP | 308 | Ar |Luke vapor pump liquid inlet Fails open Filter cannot be regenerated Safe Operational problem - poor filtration
EP | 308 | Ar |Luke vapor pump liquid inlet Fails closed LAr cannot enter filter Safe Operational problem - poor filtration
EP | 362 | V |LAr transfer line insulating vacuum isolation Fails open Insulating vacuum spoiled Safe Operational problem - high thermal load during LAr transfer
EP | 362 | V |LArtransfer line insulating vacuum isolation Fails closed Insulating vacuum isolated Safe Operational problem - can't improve vacuum
Electric valves
EV | 79 | Air |EP-78-Ar actuation Fails open Filter can't be isolated from cryostat Safe Operational problem - filter regeneration not possible
EV | 79 | Air |EP-78-Ar actuation Fails closed Liquid can't be forced from insulating space Safe Operational problem - poor filtration
EV | 105| N2 |LN2 transfer line into Luke condenser Fails open GAr will not be condensed Safe Operational problem - GAr will vent thru EP-205-Ar or PSV-210-Ar
EV | 105| N2 |LN2 transfer line into Luke condenser Fails closed Luke will not maintain positive pressure Safe Operational problem - LN2 will vent thru vaporizer
EV | 106 | N2 |LN2 transfer line vent Fails open Transfer line cannot pre-cool Safe Operational problem - condenser performance could degrade
EV | 106 | N2 |LN2 transfer line vent Fails closed LN2 will be wasted Safe Operational problem - LN2 will vent thru vaporizer
EV | 152 | Air |EP-307-Ar actuation Fails open Liquid cannot be forced from filter Safe Operational problem - poor filtration
EV | 152 | Air |EP-307-Ar actuation Fails closed Liquid won't flow into filter Safe Operational problem - poor filtration
EV | 223 | Air |EP-222-V actuation Fails open Insulating vacuum spoiled Safe Operational problem - high thermal load during filtration or regeneration
EV | 223 | Air |EP-222-V actuation Fails closed Insulating vacuum isolated Safe Operational problem - can't improve vacuum
EV | 232| V |EP-155-V actuation Fails open Insulating vacuum spoiled Safe Operational problem - high thermal load during filtration or regeneration
EV | 232| V |EP-155-V actuation Fails closed Insulating vacuum isolated Safe Operational problem - can't improve vacuum
EV | 233 | Air |EP-362-V actuation Fails open Insulating vacuum spoiled Safe Operational problem - high thermal load during LAr transfer
EV | 233 | Air |EP-362-V actuation Fails closed Insulating vacuum isolated Safe Operational problem - can't improve vacuum
EV | 240 | He |Luke vapor pump cold valve actuation (EP-308-Ar) Fails open (GHe) LAr cannot enter filter Safe Operational problem - poor filtration
EV | 240 | He |Luke vapor pump cold valve actuation (EP-308-Ar) Fails closed (Vac) Filter cannot be regenerated Safe Operational problem - poor filtration
EV | 258 | Air |Material basket catch/release mechanism actuation Fails open Material basket cannot be released Safe Operational problem - poor filtration
EV | 258 | Air |Material basket catch/release mechanism actuation Fails closed Material basket cannot be released Safe Operational problem - poor filtration
EV | 270 | N2 |EP-205-Ar actuation Fails open Cryostat cannot build pressure Safe ggse;uonal problem - Gar will be vented and system will no longer be
EV | 270 | N2 |EP-205-Ar actuation Fails closed Excess pressure not vented Safe Operational problem - Gar will be vented thru PSV-210-Ar if needed
EV | 287 | V |EP-236V actuation Fails open Turbo isolated from rougher Safe Operational problem - cryostat cannot be effectively evacuated
EV | 287 | V |EP-236V actuation Fails closed Turbo not protected Safe Operational problem - turbo vacuum pump could be damaged
Flowmeters
FI | 278 | Ar |Luke vapor pump trapped volume relief (PSV-156-Ar) Manual valve fails closed No GAr purge flow Safe Operational problem - possible oxygen diffusion into clean LAr spaces
FI | 278 | Ar |Luke vapor pump trapped volume relief (PSV-156-Ar) Incorrect reading Too little or too much purge flow Safe Operational problem - possible oxygen diffusion into clean LAr spaces
FI | 279 | Ar |Luke vapor pump electronic purge Manual valve fails closed No GAr purge flow Safe Operational problem - possible oxygen diffusion into clean LAr spaces
FI | 279 | Ar |Luke vapor pump electronic purge Incorrect reading Too little or too much purge flow Safe Operational problem - possible oxygen diffusion into clean LAr spaces
FI | 280 | Ar |Luke ASME relief purge (PSV-210-Ar) Manual valve fails closed No GAr purge flow Safe Operational problem - possible oxygen diffusion into clean LAr spaces
FI | 280 | Ar |Luke ASME relief purge (PSV-210-Ar) Incorrect reading Too little or too much purge flow Safe Operational problem - possible oxygen diffusion into clean LAr spaces
FI | 281 | Ar |Molecular sieve trapped volume relief purge (PSV-219-Ar) Manual valve fails closed No GAr purge flow Safe Operational problem - possible oxygen diffusion into clean LAr spaces
FI | 281 | Ar |Molecular sieve trapped volume relief purge (PSV-219-Ar) Incorrect reading Too little or too much purge flow Safe Operational problem - possible oxygen diffusion into clean LAr spaces
FI | 282 | Ar | Q2 filter inlet side trapped volume relief (PSV-249-Ar) Manual valve fails closed No GAr purge flow Safe Operational problem - possible oxygen diffusion into clean LAr spaces
FI | 282 | Ar | Q2 filter inlet side trapped volume relief (PSV-249-Ar) Incorrect reading Too little or too much purge flow Safe Operational problem - possible oxygen diffusion into clean LAr spaces
FI | 283 | Ar |02 filter outlet side trapped volume relief (PSV-250-Ar) Manual valve fails closed No GAr purge flow Safe Operational problem - possible oxygen diffusion into clean LAr spaces
FI | 283 | Ar | Q2 filter outlet side trapped volume relief (PSV-250-Ar) Incorrect reading Too little or too much purge flow Safe Operational problem - possible oxygen diffusion into clean LAr spaces
FI | 284 | Ar |Material lock release mechanism argon purge Manual valve fails closed No GAr purge flow Safe Operational problem - possible oxygen diffusion into clean LAr spaces
FI | 284 | Ar |Material lock release mechanism argon purge Incorrect reading Too little or too much purge flow Safe Operational problem - possible oxygen diffusion into clean LAr spaces
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FI | 312 | Ar |Oxygen analyzer flow indicator Incorrect reading Too little or too much purge flow Safe Operational problem - oxygen analyzer may report incorrect concentration
FI | 315 | Ar |Airlock argon purge Manual valve fails closed No GAr purge flow to air lock Safe Operational problem - can't remove contamination from air lock
FI | 315 | Ar |Airlock argon purge Incorrect reading Too little or too much purge flow Safe Operational problem - purge may be slower than expected
Flow restricting orifices
‘ FO ‘ 212 ‘ Ar ‘Liquid argon source manifold argon flow restriction It is not reasonable for a 0.122 in. dia orifice to plug up
Heating elements
OFF Oxygen filter cannot be regenerated Safe Operational problem - poor filtration
HTR| 8 HAr | Oxygen filter regeneration heater ON Oxygen filter overheats Safe Hardwired thermocouple interlock cuts heater power
ON LAr vaporized Safe PSV-249-Ar has enough capacity for LAr vaporization rate
OFF Can't build vapor pressure Safe Operational problem
HTR| 21 Ar | Vapor pressure building heater ON Excess vapor pressure Safe PSV-210-Ar has enough capacity for LAr vaporization rate
ON Overheating Safe Hardwired thermocouple interlock cuts heater power
OFF No oxygen filter gas preheat Safe Operational problem - poor filter regeneration
HTR| 55 | HAr |Oxygen filter gas pre-heater ON Oxygen filter overheats Safe Hardwired thermocouple interlock cuts heater power
ON LAr vaporized Safe PSV-249-Ar has enough capacity for LAr vaporization rate
OFF Oxygen filter cannot be regenerated Safe Operational problem - poor filtration
HTR| 72 | HAr |Luke vapor pump filter regeneration heater ON Oxygen filter overheats Safe Hardwired thermocouple interlock cuts heater power
ON LAr vaporized Safe Both F’S\(—156-Ar and PSV-210-Ar each have enough capacity for LAr
vaporization rate
OFF LAr not pushed out of filter Safe Operational problem - poor filtration
HTR| 75 Ar | Luke vapor pump cup heater ON Vapor generation cup overheats Safe Hardwired thermocouple interlock cuts heater power
ON LAr vaporized Safe Both F’S\(—156-Ar and PSV-210-Ar each have enough capacity for LAr
vaporization rate
OFF Molecular sieve cannot be regenerated Safe Operational problem - poor filtration
HTR| 215 | Ar |Molecular sieve regeneration heater ON Molecular sieve overheats Safe Hardwired thermocouple interlock cuts heater power
ON LAr vaporized Safe PSV-219-Ar has enough capacity for LAr vaporization rate
Liquid level transmitters
‘ LT ‘ 10 ‘ N2 ‘Luke condenser LN2 level ‘ Incorrect reading ‘ GAr condenser control difficult Safe ‘Operauonal problem - poor GAr vapor space pressure control
‘ LT ‘ 13 ‘ Ar ‘Luke cryostat LAr level ‘ Incorrect reading ‘ Unknown quantity of LAr in cryostat Safe ‘ PSV-210-Ar can handle over filling of cryostat
Manual valves
MV | 80 N [LN2 dewar pressure gauge isolation Fails open Can't isolate PI-100-N Safe Operational problem - dewar must be blown down to fix instrumentation
MV | 80 N |LN2 dewar pressure gauge isolation Fails closed PI-100-N is isolated Safe 2perauonal problem - dewar vapor pressure not indicated, consult PT-51-
MV | 85 N |LN2 dewar vapor line pressure sensing isolation Fails open Can't isolate DPI-100-N Safe Operational problem - dewar must be blown down to fix instrumentation
MV | 85 N |LN2 dewar vapor line pressure sensing isolation Fails closed DPI-100-N reads incorrectly Safe Operational problem - dewar liquid level not indicated properly
MV | 86 N |LN2 dewar level gauge equalization Fails open Safe
MV | 86 N |LN2 dewar level gauge equalization Fails closed DPI-100-N could be damaged Safe Operational problem - dewar liquid level gauge could be damaged
MV | 87 N |LN2 dewar liquid line pressure sensing isolation Fails open Can't isolate DPI-100-N Safe Operational problem - dewar must be emptied to fix instrumentation
MV | 87 N |LN2 dewar liquid line pressure sensing isolation Fails closed DPI-100-N reads incorrectly Safe Operational problem - dewar liquid level not indicated properly
MV | 88 N |LN2 dewar pressure building regulator isolation Fails open Can't isolate pressure building regulator Safe MV-96-N, MV-95-N, and MV-89-N can still isolate pressure building loop
MV | 88 N |LN2 dewar pressure building regulator isolation Fails closed Can't operate pressure building loop Safe Operational problem - dewar might not maintain adequate vapor pressure
MV | 89 N |LN2 dewar pressure building loop isolation Fails open Can't isolate pressure building regulator Safe MV-96-N, MV-95-N, and MV-88-N can still isolate pressure building loop
MV | 89 N |LN2 dewar pressure building loop isolation Fails closed Can't operate pressure building loop Safe Operational problem - dewar might not maintain adequate vapor pressure
MV | 90 V' |LN2 dewar vacuum pump out Fails open Insulating vacuum spoils Safe Operational problem - SV-100-N or SV-99-N can handle boil-off
MV | 90 V' |LN2 dewar vacuum pump out Fails closed Insulating vacuum can't be pumped on Safe Operational problem - dewar vacuum cannot be improved
MV | 90 N |LN2 dewar pressure relieving regulator isolation Fails open RV-90-N can't be isolated Safe Operational problem - dewar must be blown down to service regulator
MV | 90 N |LN2 dewar pressure relieving regulator isolation Fails closed RV-90-N can't vent excess pressure Safe SV-100-N or SV-99-N will safely vent excess vapor
MV | 91 V' |LN2 dewar vacuum readout isolation Fails open If PE-91-V leaks, insulating vacuum will spoil Safe Operational problem - SV-100-N or SV-99-N can handle boil-off
MV | 91 V' |LN2 dewar vacuum readout isolation Fails closed Inaccurate reading from PE-91-V/ Safe Operational problem - SV-100-N or SV-99-N can handle boil-off
MV | 91 N |LN2 dewar fill line drain valve Fails open Large LN2 leak during fill Safe Operational problem - driver will not be able to fill LN2 dewar
MV | 91 N |LN2 dewar fill line drain valve Fails closed Can't drain fill line Safe Excess pressure will vent thru SV-90-N
MV | 92 N |LN2 dewar fill line isolation Fails open LN2 dewar drains into parking lot Safe Operational problem - dewar cannot be filled
MV | 92 | N [LN2 dewarfill line isolation Fails closed LN2 dewar cannot be filled Safe Operational probiem - upsiream components can handle tanker pump
dead head pressure
MV | 93 N |LN2 dewar vapor vent Fails open LN2 dewar blows down Safe Operational problem - no vapor pressure to transfer liquid
MV | 93 N |LN2 dewar vapor vent Fails closed LN2 dewar can't be easily blown down Safe Operational problem - dewar will be hard to fill without blow down valve
MV | 94 N |LN2 dewar full trycock Fails open LN2 dewar blows down Safe Operational problem - no vapor pressure to transfer liquid
MV | 94 N |LN2 dewar full trycock Fails closed Difficult for tanker driver to determine when full Safe Operational problem - Driver can use DPI-100-N
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SV-100-N or SV-99-N will safely vent excess vapor, closing MV-89-N stops

MV | 95 N |LN2 dewar pressure building loop bypass Fails open Excess vapor generation Safe .
vapor generation

MV | 95 N |LN2 dewar pressure building loop bypass Fails closed No bypass for pressure building loop Safe Operational problem

MV | 96 N |LN2 dewar pressure building regulator isolation Fails open Can't isolate pressure building regulator Safe Operational problem - closing MV-88-N or MV-89-N stops vapor generation

MV | 96 N |LN2 dewar pressure building regulator isolation Fails closed Can't build vapor pressure Safe Operational problem - no vapor pressure to transfer liquid

MV | 97 N |LN2 dewar liquid withdrawal Fails open LN2 dewar drains into parking lot Safe Operational problem

MV | 97 N |LN2 dewar liquid withdrawal Fails closed Can't fill small hand dewars Safe Operational problem

MV | 98 N |LN2 dewar relief valve selector Fails open Valve cannot fail open Safe _Valve is open o either one side or the other of the relief "tree” such that it
is always open

MV | 98 N |LN2 dewar relief valve selector Fails closed One set of relief devices isolated Safe Operational problem - if valve sticks, can't switch between relief devices

MV | 99 N |LN2 dewar vapor vent valve Fails open LN2 dewar blows down Safe Operational problem - no vapor pressure to transfer liquid

MV | 99 N |LN2 dewar vapor vent valve Fails closed Can't vent pressure to service relief valve Safe Operational problem

MV | 100 N |LN2 dewar liquid into PAB isolation Fails open Can't isolate PAB from LN2 dewar Safe MV-119-N and MV-120-N provide downstream isolation

MV | 100 | N |LN2 dewar liquid into PAB isolation Fails closed No LN2 flow into PAB Safe Operational problem

MV | 101 N |LN2 dewar vapor vent valve Fails open LN2 dewar blows down Safe Operational problem - no vapor pressure to transfer liquid

MV | 101 N |LN2 dewar vapor vent valve Fails closed Can't vent pressure to service relief valve Safe Operational problem

MV | 107 | N |LN2 dewar isolation for future gas use Fails open LN2 dewar drains into parking lot Safe Operational problem

MV | 107 | N |LN2 dewar isolation for future gas use Fails closed Normal position for current setup Safe Operational problem only if gas use is desired

MV | 119 N |LN2 liquid transfer line branch isolation Fails open Can't isolate future LN2 branch Safe PSV-117-N2 @ 100 psig plugs LN2 branch supplied at a max of 75 psig

MV | 119 N |LN2 liquid transfer line branch isolation Fails closed Normal position for current setup Safe Operational problem only if future LN2 expansion is required

MV | 120| N |LN2 liquid transfer line Luke/Bo branch isolation Fails open Can't isolate LN2 supply to GAr condensers Safe EV-105-N2 and EV-106-N isolate LN2 flow downstream of MV-120-N

MV | 120 | N |LN2 liquid transfer line Luke/Bo branch isolation Fails closed No LN2 for GAr condensers Safe EP-205-Ar and PSV-210-Ar will vent cryostat boil-off

MV | 124 | Ar |Ar with O2 contamination source bottle regulator outlet isolation Fails open Can't isolate bottle regulator Safe Operational problem - can't isolate bottle regulator from vacuum pump

MV | 124 | Ar |Ar with O2 contamination source bottle regulator outlet isolation Fails closed No O2/Ar gas flow Safe Operational problem - can't perform contamination test

MV | 127 | Ar |Ar with O2 contamination source line regulator outlet isolation Fails open Can't isolate line regulator Safe Operational problem - can't isolate line regulator from vacuum pump

MV | 127 | Ar |Ar with O2 contamination source line regulator outlet isolation Fails closed No O2/Ar gas flow Safe Operational problem - can't perform contamination test

MV | 128 | Ar |Gas contamination introduction isolation Fails open No issue Safe MV-246-Ar provides a redundant function

MV | 128 | Ar |Gas contamination introduction isolation Fails closed No contamination gas flow Safe Operational problem - can't perform contamination test

MV | 131 | N2 |N2 contamination source regulator outlet isolation Fails open Can't isolate bottle regulator Safe Operational problem - can't isolate bottle regulator from vacuum pump

MV | 131 | N2 |N2 contamination source regulator outlet isolation Fails closed No N2/Ar gas flow Safe Operational problem - can't perform contamination test

MV | 132| N2 |Contamination manifold vacuum isolation Fails open Can't isolate vacuum pump Safe Operational problem - contamination gas will be vented thru vacuum pump

MV | 132| N2 |Contamination manifold vacuum isolation Fails closed Can't evacuate gas lines Safe Operational problem - gas lines must be evacuated for purity reasons

MV | 202 | Ar |Filter assembly inlet isolation Fails open Can't isolate filter Safe Operational problem - Only an issue if filter is removed from system and
regenerated on a bench top

MV | 202 | Ar |Filter assembly inlet isolation Fails closed Potential trapped volume Safe Valv_e cannot_be accessed from OUt.Slde t_he vacuum jacket. Itis a high
quality all stainless steel valve that is unlikely to close.

MV | 204 | Ar |Liquid argon source manifold argon line isolation/pumpout Fails open LAr dumps onto floor Safe ODH analysws \r?d\cates this is acceptable and loud sound of high pressure
liquid venting will cause those present to shut the valve

MV | 204 | Ar |Liquid argon source manifold argon line isolation/pumpout Fails closed Can't evacuate argon liquid line Safe Operational problem - contaminants will be left in argon liquid line

MV | 208 | Ar |Filter assembly outlet isolation Fails open Can't isolate filter Safe Operational problem - Only an issue if filter is removed from system and
regenerated on a bench top
To create trapped volume, MV-202-Ar must also be closed. MV-202-Ar

MV | 208 | Ar |Filter assembly outlet isolation Fails closed Potential trapped volume Safe cannot be accessed from outside the vacuum jacket. Itis a high quality all
stainless steel valve that is unlikely to close.

MV | 213 | Ar |Liquid argon source manifold isolation Fails open Can't isolate LAr source manifold Safe O_perauonal prgblem_ - contamlnatlon_ may be infroduced into system
without proper isolation and evacuation

MV | 213 | Ar |Liquid argon source manifold isolation Fails closed Can't transfer LAr Safe Operational problem

MV | 217 | Ar |Molecular sieve isolation Fails open Can't isolate molecular sieve Safe Operational problem - regeneration and purity concerns

MV | 217 | Ar |Molecular sieve isolation Fails closed Can't transfer LAr Safe Operational problem - PSV-219-Ar relieves potential trapped volume

MV | 218 | Ar |Molecular sieve isolation/pumpout Fails open LAr dumps onto PAB floor Safe ODH analysws \r?d\cates this s acceptable and loud sound of high pressure
liquid venting will cause those present to shut the valve

MV | 218 | Ar |Molecular sieve isolation/pumpout Fails closed Can't evacuate molecular sieve Safe Operational problem - regeneration and purity concerns

MV | 224 | V |Transfer line insulating vacuum pump cart roughing pump port isolation Fails open Can't evacuate transfer line Safe ?:Izrauonal problem - possible turbo pump damage if opened at wrong

MV | 224 | V |Transfer line insulating vacuum pump cart roughing pump port isolation Fails closed Normal position Safe Operational problem - if another vacuum port is needed

MV | 227 | V |Insulating vacuum pump cart port isolation Fails open Can't evacuate transfer line Safe ?:Izrauonal problem - possible turbo pump damage if opened at wrang

MV | 227 | V |Insulating vacuum pump cart port isolation Fails closed Normal position Safe Operational problem - if another vacuum port is needed

MV | 228 | V |Insulating vacuum pump cart port isolation Fails open Can't evacuate transfer line Safe ?:Izrauonal problem - possible turbo pump damage if opened at wrong

MV | 228 | V |Insulating vacuum pump cart port isolation Fails closed Normal position Safe Operational problem - if another vacuum port is needed

MV | 229 | V |Cryostat pump cart port isolation Fails open Can't evacuate cryostat to high vacuum Safe ?:Izrauonal problem - possible turbo pump damage if opened at wrong

MV | 229 | V |Cryostat pump cart port isolation Fails closed Can't evacuate cryostat Safe Operational problem - if another vacuum port is needed

MV | 237 | V |Seal monitor pump cart isolation Fails open Can't isolate vacuum pump Safe Operational problem

MV | 237 | V |Seal monitor pump cart isolation Fails closed Can't vacuum pump flange seal or air lock Safe Operational problem - purity difficult to obtain without this vacuum pump
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MV | 239 | Ar |Liquid argon "dump" before Luke Fails open Can't fill cryostat Safe Operational problem - LAr vaporized and vented outside.
MV | 239 | Ar |Liquid argon "dump" before Luke Fails closed Can't dump initial flow thru filter Safe ﬁfjl;ﬁtgnal problem - purity difficult to obtain without dumping initial flow
MV | 241 | Ar |Gas contamination introduction isolation Fails open No problem Safe MV-242-Ar performs the same function
MV | 241 | Ar |Gas contamination introduction isolation Fails closed Can't introduce gas samples Safe Operational problem
MV | 242 | Ar |Gas contamination introduction isolation Fails open No problem Safe MV-241-Ar performs the same function
MV | 242 | Ar |Gas contamination introduction isolation Fails closed Can't introduce gas samples Safe Operational problem
MV | 244 | Ar |Luke cryo isolation valve Fails open Can't isolate cryostat Safe Operational problem -filter warming up could release contaminants
MV | 244 | Ar |Luke cryo isolation valve Fails closed Can't fill cryostat Safe Operational problem - PSV-250-Ar relieves potential trapped volume
MV | 246 | Ar |Gas contamination introduction isolation Fails open Can't isolate sample bottle Safe Operational problem - need isolation to deliver a known volume
MV | 246 | Ar |Gas contamination introduction isolation Fails closed Can't introduce contaminants Safe Operational problem
MV | 247 | Ar |Luke vapor pump filter regeneration gas outlet isolation Fails open Filter is not isolated Safe COopnet;a;]\%EiIO[:‘roblem - could depressurize cryostat or introduce
MV | 247 | Ar |Luke vapor pump filter regeneration gas outlet isolation Fails closed Filter regeneration not possible Safe Operational problem
MV | 248 | Ar |Luke vapor pump filter regeneration gas inlet isolation Fails open Filter is not isolated Safe ?op:traarﬂalf:ilo[;roblem - could force liquid from cryostat or introduce
MV | 248 | Ar |Luke vapor pump filter regeneration gas inlet isolation Fails closed Filter regeneration not possible Safe Operational problem
MV | 251 V' ["Air lock" vacuum isolation Fails open Air lock not isolated from turbo Safe Operational problem - can't use air lock
MV | 251 V' ["Air lock" vacuum isolation Fails closed Air lock evacuation not possible Safe Operational problem - contamination can't be removed from air lock
MV | 252 | Ar |"Air lock" argon bottle purge isolation Fails open Air lock is constantly purged Safe Operational problem
MV | 252 | Ar |"Air lock" argon bottle purge isolation Fails closed Air lock can't be purged with bottle gas Safe Operational problem - air lock can still be purged using cryostat gas
MV | 253 | Ar |"Air lock" cryostat vapor purge isolation Fails open Air lock is constantly purged Safe Operational problem
MV | 253 | Ar |"Air lock" cryostat vapor purge isolation Fails closed Air lock can't be purged with boil-off gas Safe Operational problem
MV | 254 | V |Luke materials test station air lock pass thru Fails open Air lock can't be isolated from cryostat Safe Operational problem - air lock must be isolated to remove contamination
MV | 254 | V |Luke materials test station air lock pass thru Fails closed Materials cannot be placed into cryostat Safe Operational problem
MV | 255| Ar |Luke manual vapor vent Fails open Cryostat blows down Safe Operational problem
MV | 255| Ar |Luke manual vapor vent Fails closed Can't manually vent cryostat Safe Operational problem - EP-205-Ar can vent vapor
MV | 256 | Ar |"Air lock" purge vent isolation Fails open Can't evacuate air lock Safe Operational problem - contamination not removed from air lock
MV | 256 | Ar |"Air lock" purge vent isolation Fails closed Can't purge air lock with Ar gas Safe Operational problem - contamination not removed from air lock
MV | 261 V  [Luke insulating vacuum isolation/pumpout Fails open Cryostat could loose insulating vacuum Safe Operational problem - PSV-210-Ar can handle boil-off
MV | 261 V  [Luke insulating vacuum isolation/pumpout Fails closed Can't vacuum pump insulating space Safe Operational problem - PSV-210-Ar can handle boil-off
MV | 265| N2 |Bleed up cylinder regulator outlet isolation Fails open No hazard Safe Normal position
MV | 265| N2 |Bleed up cylinder regulator outlet isolation Fails closed Can't use N2 gas Safe Operational problem - can't bleed up insulating vacuum with dry gas
MV | 267 | V |Transfer line insulating vacuum nitrogen bleed up isolation Fails open Insulating vacuum not isolated Safe Operational problem - MV-265-N2 also provides isolation
MV | 267 | V |Transfer line insulating vacuum nitrogen bleed up isolation Fails closed Can't use N2 gas Safe Operational problem - can't bleed up insulating vacuum with dry gas
MV | 268 | Air |Shop air isolation Fails open Shop air can't be isolated Safe Operational problem
MV | 268 | Air |Shop air isolation Fails closed Shop air not available for valve actuation Safe Operational problem - safety not dependent on actuated valves
MV | 277 | Ar |Argon purge regulator outlet isolation at flow meter panel Fails open No hazard Safe Normal position
MV | 277 | Ar |Argon purge regulator outlet isolation at flow meter panel Fails closed No Ar gas purge Safe Operational problem - O2 diffusion thru o-rings will contaminate cryostat
MV | 316 | Ar |Argon purge regulator outlet isolation at bottle Fails open No hazard Safe Normal position
MV | 316 | Ar |Argon purge regulator outlet isolation at bottle Fails closed No Ar gas purge Safe Operational problem - O2 diffusion thru o-rings will contaminate cryostat
MV | 360 | V |Luke vacuum pumpout isolation valve Fails open Can't isolate cryostat from turbo pump cart Safe Operational problem - cryostat could wreck turbo
MV | 360 | V |Luke vacuum pumpout isolation valve Fails closed Can't evacuate cryostat Safe Operau_ona_l problem - cryostat must be evacuated to remove air
contamination
MV | 365| V |02 filter vacuum isolation (downstream tap) Fails open Can't use O2 filter Safe Operational problem
MV | 365| V |O2 filter vacuum isolation (downstream tap) Fails closed Can't evacuate filter from downstream side Safe Operational problem - may not be able to effectively remove contamination
MV | 366 | V |O2 filter vacuum isolation (upstream tap) Fails open Can't use O2 filter Safe Operational problem
MV | 366 | V |O2 filter vacuum isolation (upstream tap) Fails closed Can't evacuate filter from upstream side Safe Operational problem - may not be able to effectively remove contamination
MV | 370 | Ar |Luke drain valve Fails open Cryostat empties Safe Operational problem - LAr is vaporized and vents outside
MV | 370 | Ar |Luke drain valve Fails closed Can't drain liquid from cryostat Safe Operational problem - could use heaters to vaporize LAr
MV | 461 | HAr |O2 filter regeneration isolation (exhaust) Fails open Safe
MV | 461 | HAr |O2 filter regeneration isolation (exhaust) Fails closed Can't regenerate filter Safe Operational problem
MV | 480 | HAr |O2 filter regeneration isolation (inlet) Fails open Safe
MV | 480 | HAr |O2 filter regeneration isolation (inlet) Fails closed Can't regenerate filter Safe Operational problem
Pressure r and control valves
LN2 dewar could be over pressurized during a fill if dewar relief valves are
" . . . over powered by the tanker truck centrifugal pump. There is a very low
PCV| 70 N |Fill shut off valve Fails open LN2 dewar not protected from overfill Marginal probability of PCV-70-N failing to protect the dewar. It is a high quality
valve with a TUV certificate.
PCV| 70 N | Fill shut off valve Fails closed LN2 dewar cannot be filled Safe Operational problem - No LN2 to condense GAr
PCV| 121 | Ar |Arwith O2 contamination source bottle regulator Fails open Downstream components see bottle pressure Safe PSV-136-Ar protects downstream components
PCV| 121 | Ar |Arwith O2 contamination source bottle regulator Fails closed Contamination gas cannot flow Safe Operational problem
PCV| 125 | Ar |Arwith O2 contamination source line regulator Fails open No additional line pressure regulation Safe Operational problem
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PCV| 125 | Ar |Arwith O2 contamination source line regulator Fails closed Contamination gas cannot flow Safe Operational problem
PCV| 129 | N2 |Nitrogen contamination source bottle regulator Fails open Downstream components see bottle pressure Safe PSV-136-Ar protects downstream components
PCV| 129 | N2 |Nitrogen contamination source bottle regulator Fails closed Contamination gas cannot flow Safe Operational problem
PCV| 262 | N2 |LAr transfer line insulating vacuum bleed up regulator Fails open Downstream components see bottle pressure Safe PSV-137-N2 protects downstream components
PCV| 262 | N2 |LAr transfer line insulating vacuum bleed up regulator Fails closed Bleed up gas cannot flow Safe Operational problem
PCV| 269 | Air |Shop air point of use regulator Fails open Shop air is unregulated Safe Operational problem
PCV| 269 | Air |Shop air point of use regulator Fails closed Shop air not available for valve actuation Safe Operational problem - safety not dependent on actuated valves
PCV| 273 | Ar |Argon purge bottle regulator Fails open Downstream components see bottle pressure Safe PSV-276-ar protects downstream components
PCV| 273 | Ar |Argon purge bottle regulator Fails closed Contamination gas cannot flow Safe Operational problem
PE | 91 V  |LN2 dewar insulating vacuum Incorrect reading -low Insulating vacuum worse than indicated Safe Operational problem - SV-99-N or SV-100-N handles excess boil-off
PE | 91 V' |LN2 dewar insulating vacuum Incorrect reading - high Insulating vacuum better than indicated Safe Sr‘(’)?)l\'ztr‘:nal problem - fime could be spent investigating a non-existent
PE | 225| V |Liquid argon source manifold insulating vacuum Incorrect reading -low Insulating vacuum worse than indicated Safe Operational problem - larger liquid loss during LAr transfer
PE | 225| V |Liquid argon source manifold insulating vacuum Incorrect reading - high Insulating vacuum better than indicated Safe Sr‘(’)?)l\'ztr‘:nal problem - time could be spent investigating a non-existent
PE | 226 | V |Insulating vacuum pump cart inter-stage pressure Incorrect reading -low Vacuum worse than indicated Safe Operational problem - may have trouble turning on turbo
PE | 226 | V |Insulating vacuum pump cart inter-stage pressure Incorrect reading - high Vacuum better than indicated Safe Sr‘(’)?)l\'ztr‘:nal problem - time could be spent investigating a non-existent
PE | 230| V |lInsulating vacuum pump cart pressure Incorrect reading -low Vacuum worse than indicated Safe Operational problem - redundant instrument with PE-231-V
PE | 230| V |Insulating vacuum pump cart pressure Incorrect reading - high Vacuum better than indicated Safe Sr‘(’)?)l\'ztr‘:nal problem - time could be spent investigating a non-existent
PE | 231| V |Insulating vacuum pump cart pressure Incorrect reading -low Vacuum worse than indicated Safe Operational problem - redundant instrument with PE-230-V
PE | 231| V |Insulating vacuum pump cart pressure Incorrect reading - high Vacuum better than indicated Safe Sr‘(’)?)l\'ztr‘:nal problem - time could be spent investigating a non-existent
PE | 234 | V |Transfer line insulating vacuum pressure Incorrect reading -low Insulating vacuum worse than indicated Safe Operational problem - larger liquid loss during LAr transfer
PE | 234 | V |Transfer line insulating vacuum pressure Incorrect reading - high Vacuum better than indicated Safe Sr‘(’)?)l\'ztr‘:nal problem - fime could be spent investigating a non-existent
PE | 235| V |Oxygen filter insulating vacuum Incorrect reading -low Insulating vacuum worse than indicated Safe Opel_'auonal problem - larger liquid IO.SS during LAr transfer, PT-15-V
provides another measurement of this vacuum
PE | 235| V |Oxygen filter insulating vacuum Incorrect reading - high Vacuum better than indicated Safe Sr‘(’)?)l\'ztr‘:nal problem - time could be spent investigating a non-existent
PE | 238| V |Seal monitor pump cart pressure Incorrect reading -low Seal vacuum worse than indicated Safe Opel_'auonal problem - poor vacuum can lead to contamination, PT-69-V
provides another measurement of this vacuum
" o ki - Operational problem - time could be spent investigating a non-existent
PE | 238 | V |[Seal monitor pump cart pressure Incorrect reading - high Vacuum better than indicated Safe problem PT-69-V provides another measurement of this vacuum
PE | 288 Cryostat pump cart vacuum pressure Incorrect reading -low Pump cart vacuum worse than indicated Safe Operational problem - PT-19-V and PT-33-V will indicate if vacuum is poor
PE | 288 | V |Cryostat pump cart vacuum pressure Incorrect reading - high Vacuum better than indicated Safe Sr‘(’)?)l\'ztr‘:nal problem - time could be spent investigating a non-existent
Pressure i gauges
Pl | 12 | Ar |Luke cryostat Ar pressure Incorrect reading -low No hazard Safe Operational problem - PT-11-Ar provides redundant instrumentation
Pl | 12 | Ar |Luke cryostat Ar pressure Incorrect reading - high No hazard Safe Operational problem - PT-11-Ar provides redundant instrumentation
Pl | 44 | N2 |LN2 transfer line pressure Incorrect reading -low No hazard Safe Operational problem - PT-27-N2 provides redundant instrumentation
Pl | 44 | N2 |LN2 transfer line pressure Incorrect reading - high No hazard Safe Operational problem - PT-27-N2 provides redundant instrumentation
T Operational problem - could make it difficult for tanker truck driver to match
P11 100 N |LN2 dewar pressure Incorrect reading -low No hazard Safe dewar pressure during fill, PT-51-N provides redundant instrumentation
ok Operational problem - could make it difficult for tanker truck driver to match
P11 100 N |LN2 dewar pressure Incorrect reading - high No hazard Safe dewar pressure during fill, PT-51-N provides redundant instrumentation
Pl | 122| Ar |Arwith O2 contamination source bottle pressure Incorrect reading -low No hazard Safe Operational problem
Pl | 122| Ar |Arwith O2 contamination source bottle pressure Incorrect reading - high No hazard Safe Operational problem
Pl | 123 | Ar |Arwith O2 contamination source regulated bottle pressure Incorrect reading -low No hazard Safe Operational problem
Pl | 123 | Ar |Arwith O2 contamination source regulated bottle pressure Incorrect reading - high No hazard Safe Operational problem
Pl | 126 | Ar |Arwith O2 contamination source regulated line pressure Incorrect reading -low No hazard Safe Operational problem
Pl | 126 | Ar |Arwith O2 contamination source regulated line pressure Incorrect reading - high No hazard Safe Operational problem
Pl | 130 | N2 |N2 contamination source bottle pressure Incorrect reading -low No hazard Safe Operational problem
Pl | 130 | N2 |N2 contamination source bottle pressure Incorrect reading - high No hazard Safe Operational problem
Pl | 133 | N2 |LN2 vent back pressure Incorrect reading -low No hazard Safe Operational problem - PT-1-N2 provides redundant instrumentation
Pl | 133 | N2 |LN2 vent back pressure Incorrect reading - high No hazard Safe Operational problem - PT-1-N2 provides redundant instrumentation
Pl | 243 | Ar |Gas contamination sample bottle isolation Incorrect reading -low No hazard Safe Operational problem
Pl | 243 | Ar |Gas contamination sample bottle isolation Incorrect reading - high No hazard Safe Operational problem
Pl | 263 | N2 |Bleed up cylinder bottle pressure Incorrect reading -low No hazard Safe Operational problem
Pl | 263 | N2 |Bleed up cylinder bottle pressure Incorrect reading - high No hazard Safe Operational problem
Pl | 264 | N2 |Bleed up cylinder regulated pressure Incorrect reading -low No hazard Safe Operational problem
Pl | 264 | N2 |Bleed up cylinder regulated pressure Incorrect reading - high No hazard Safe Operational problem
Pl | 272 | Air |Shop air regulated pressure Incorrect reading -low No hazard Safe Operational problem
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Pl | 272 | Air |Shop air regulated pressure Incorrect reading - high No hazard Safe Operational problem
Pl | 274 | Ar |Argon purge cylinder pressure Incorrect reading -low No hazard Safe Operational problem
Pl | 274 | Ar |Argon purge cylinder pressure Incorrect reading - high No hazard Safe Operational problem
Pl | 275| Ar |Argon purge cylinder regulated pressure Incorrect reading -low No hazard Safe Operational problem
Pl | 275] Ar |Argon purge cylinder regulated pressure Incorrect reading - high No hazard Safe Operational problem

Pressure relief valves

PSV| 101 | N2 |LN2 transfer line trapped volume relief Fails open LN2 vents outside Safe Operational problem
Low probability of a quality Circle-Seal relief valve failing completely shut.
PSV| 101 | N2 |LN2 transfer line trapped volume relief Fails closed Potential trapped volume Marginal As pressure in the trapped volume exceeded the relief valve set point, the
probability of a stuck relief valve opening would increase.
PSV| 117 | N2 |LN2 transfer line trapped volume relief Fails open LN2 vents outside Safe Operational problem
Low probability of a quality Circle-Seal relief valve failing completely shut.
PSV| 117 | N2 |LN2 transfer line trapped volume relief Fails closed Potential trapped volume Marginal As pressure in the trapped volume exceeded the relief valve set point, the
probability of a stuck relief valve opening would increase.
PSV| 118 | N2 |LN2 transfer line trapped volume relief Fails open LN2 vents outside Safe Operational problem
Low probability of a quality Circle-Seal relief valve failing completely shut.
PSV| 118 | N2 |LN2 transfer line trapped volume relief Fails closed Potential trapped volume Marginal As pressure in the trapped volume exceeded the relief valve set point, the
probability of a stuck relief valve opening would increase.
PSV| 136 | Ar |Contamination gas supply line relief Fails open Bottle gas vents into PAB Safe ODH analysis indicates this is acceptable
Requires both the bottle regulator and the relief valve to fail to create a
PSV| 136 | Ar |Contamination gas supply line relief Fails closed Components unprotected against bottle failure Marginal hazard. There is a very low probability of both components failing
simultaneously.
PSV| 137 | N2 |Bleed up gas supply line relief Fails open Bottle gas vents into PAB Safe ODH analysis indicates this is acceptable
Requires both the bottle regulator and the relief valve to fail to create a
PSV| 137 | N2 |Bleed up gas supply line relief Fails closed Components unprotected against bottle failure Marginal hazard. There is a very low probability of both components failing
simultaneously.
PSV| 156 | Ar |Luke vapor pump trapped volume relief Fails open GAr vents outside Safe Operational problem - Vapor pump will malfunction,
PSV| 156 | Ar |Luke vapor pump trapped volume relief Fails closed Potential trapped volume Safe B?HOWS in Fe."“"ab des'gFed and fabricaled "cold" valve EP-308-Ar will
fail and vent filter volume into crvostat.
PSV| 203 | Ar |Liquid argon source manifold trapped volume relief Fails open GAr vents outside Safe
Low probability of a quality Circle-Seal relief valve failing completely shut.
PSV| 203 | Ar |Liquid argon source manifold trapped volume relief Fails closed Potential trapped volume Marginal As pressure in the trapped volume exceeded the relief valve set point, the
probability of a stuck relief valve opening would increase.
PSV| 210 | Ar |Luke LAr volume pressure relief Fails open GAr vents outside Safe Operational problem - Can't build pressure in cryostat
. . . Very low probability of an ASME coded relief valve failing shut. Rupture
PSV| 210 | Ar |Luke LAr volume pressure relief Fails closed Potential trapped volume Safe disk RD-302-Ar will blow at 55 psiq which is 1.5x MAWP
PSV| 211 | Ar |Pbar molecular sieve filter dewar inner vessel relief Fails open Spoils molecular sieve insulating vacuum Safe Irzgree:esrzctjkl)zsses during LAr fransfer or increased heat load during filter
PSV| 211 | Ar |Pbar molecular sieve filter dewar inner vessel relief Fails closed No Hazard Safe CVI-220-V provides relief at ~ 0 psig with its spring removed
PSV| 219 | Ar |Molecular sieve trapped volume relief Fails open LAr flows to vaporizer and vents outside PAB Safe O_p_erauonal problem - poor LAr transfer, contamination infroduction if
piping is evacuated
Low probability of a quality Circle-Seal relief valve failing completely shut.
PSV| 219 | Ar |Molecular sieve trapped volume relief Fails closed Potential trapped volume Marginal As pressure in the trapped volume exceeded the relief valve set point, the
probability of a stuck relief valve opening would increase.
PSV| 249 | Ar |LAr transfer line trapped volume relief Fails open LAr vents outside PAB Safe O_p_erauonal problem - poor LAr transfer, contamination infroduction if
piping is evacuated
Low probability of a quality Circle-Seal relief valve failing completely shut.
PSV| 249 | Ar |LAr transfer line trapped volume relief Fails closed Potential trapped volume Marginal As pressure in the trapped volume exceeded the relief valve set point, the
probability of a stuck relief valve opening would increase.
PSV| 250 | Ar |LAr transfer line trapped volume relief Fails open LAr vents outside PAB Safe O_p_erauonal problem - poor LAr transfer, contamination infroduction if
piping is evacuated
Low probability of a quality Circle-Seal relief valve failing completely shut.
PSV| 250 | Ar |LAr transfer line trapped volume relief Fails closed Potential trapped volume Marginal As pressure in the trapped volume exceeded the relief valve set point, the
probability of a stuck relief valve opening would increase.
PSV| 276 | Ar |Argon purge pressure relief Fails open Bottle supplied GAr vents inside PAB Safe Opera!_\oljal_problem . Poss_lble_o—rlng 02 diffusion contamination, ODH
analysis indicates GAr venting is acceptable
Requires both the bottle regulator and the relief valve to fail to create a
PSV| 276 | Ar |Argon purge pressure relief Fails closed Downstream components unprotected Marginal hazard. There is a very low probability of both components failing
simultaneously.
PSV| 313 | Ar |Materials lock pressure relief Fails open Materials lock & possibly cryostat depressurize Safe Operational problem
Low probability of a quality Circle-Seal relief valve failing completely shut.
PSV| 313 | Ar |Materials lock pressure relief Fails closed Materials lock & and bellows over pressurized Marginal As pressure in the trapp_ed volume ex_ceeded the_ relief valve se? point, the
probability of a stuck relief valve opening would increase. Also its very
difficult for liquid to reach this space.
PSV| 344 | 313 |LAr transfer line vacuum relief Fails open Spoils LAr transfer line insulating vacuum Safe Operational problem - Increased liquid loss during LAr transfer
Unlikely a cryogenic leak form the inner line could build up much pressure
PSV| 344 | V |LAr transfer line vacuum relief Fails closed Potential trapped volume Marginal in a vacuum jacket constructed from vacuum fittings. There is a very low

probability of a parallel plate relief failing open.

Pressure transmitters

PT 1 N2 |Luke condenser LN2 back pressure Incorrect reading -low No Hazard Safe Operational problem - PI-133-N2 provides redundant instrumentation
PT | 1 N2 |Luke condenser LN2 back pressure Incorrect reading - high No Hazard Safe Operational problem - PI-133-N2 provides redundant instrumentation
PT | 11 Ar | Luke Ar vapor pressure Incorrect reading -low Luke vapor pressure hard to control Safe Operational problem - PI-12-Ar provides redundant instrumentation
PT | 11 Ar | Luke Ar vapor pressure Incorrect reading - high Luke vapor pressure hard to control Safe Operational problem - PI-12-Ar provides redundant instrumentation
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Operational problem - increased LAr losses, PE-235-V provides redundant

PT | 15 V' |LAr transfer line insulating vacuum Incorrect reading -low Insulating vacuum worse than indicated Safe N ;
instrumentation
PT | 15 V  |LAr transfer line insulating vacuum Incorrect reading - high Insulating vacuum better than indicated Safe Operational problem - fime could be spent invesfigating a non-existent
problem, PE-235-V provides redundant instrumentation
PT | 19 V| Luke Argon volume rough vacuum Incorrect reading -low lon gauge PT-33-V could be damaged Safe Operational problem
PT | 19 V | Luke Argon volume rough vacuum Incorrect reading - high lon gauge PT-33-V won't turn on Safe Operational problem
PT | 27 | N2 |Nitrogen transfer line pressure Incorrect reading -low Possible controls issues Safe Operational problem
PT | 27 | N2 |Nitrogen transfer line pressure Incorrect reading - high Possible controls issues Safe Operational problem
PT | 33 V | Luke Argon volume high vacuum Incorrect reading -low Argon volume vacuum worse than indicated Safe Ope_rauonal problem - possible contamination issues if high vacuum is not
achieved before fill
PT | 33 V  [Luke Argon volume high vacuum Incorrect reading - high Argon volume vacuum better than indicated Safe Operational problem - time may be wasted by unnecessary pumping
PT | 51 N |LN2 dewar pressure transmitter Incorrect reading -low Possible controls issues Safe Operational problem
PT | 51 N |LN2 dewar pressure transmitter Incorrect reading - high Possible controls issues Safe Operational problem
Operational problem - possible high LAr boil-off leading to increased LN2
PT | 68 V  |Luke dewar insulating vacuum Incorrect reading -low Insulating vacuum worse than indicated Safe consumption or GAr venting thru PSV-210-Ar which ODH analysis
indicates is OK
PT | 68 V  |Luke dewar insulating vacuum Incorrect reading - high Insulating vacuum better than indicated Safe Sr‘(’)?)l\'ztr‘:nal problem - fime could be spent investigating a non-existent
PT | 69 V | Luke seal monitoring at vacuum pump Incorrect reading -low Insulating vacuum worse than indicated Safe SOe;;elgauonal problem - poor vacuum can lead to 02 diffusion thru o-ring
PT | 69 V | Luke seal monitoring at vacuum pump Incorrect reading - high Insulating vacuum better than indicated Safe Sr‘(’)?)l\'ztr‘:nal problem - time could be spent investigating a non-existent
PT | 180 | V |P-bar mole sieve filter dewar - filter insulating vacuum Incorrect reading -low Insulating vacuum worse than indicated Safe S&?;Z'Lzzzlnirg:ils: - high LAr losses during transfer and high heat loads
PT | 180 | V |P-bar mole sieve filter dewar - filter insulating vacuum Incorrect reading - high Insulating vacuum better than indicated Safe Sr‘(’)?)l\'ztr‘:nal problem - time could be spent investigating a non-existent
PT | 181 V  |P-bar mole sieve filter dewar - dewar insulating vacuum Incorrect reading -low Insulating vacuum worse than indicated Safe S&?;Z'Lzzzlnirg:ils: - high LAr losses during transfer and high heat loads
PT | 181| V |P-bar mole sieve filter dewar - dewar insulating vacuum Incorrect reading - high Insulating vacuum better than indicated Safe Sr‘(’)?)l\'ztr‘:nal problem - time could be spent investigating a non-existent
PT | 185| V |Materials lock rough vacuum Incorrect reading -low lon gauge PT-33-V could be damaged Safe Operational problem
PT | 185| V |Materials lock rough vacuum Incorrect reading - high lon gauge PT-33-V won't turn on Safe Operational problem
PT | 186 | V |Materials lock high vacuum Incorrect reading -low Vacuum worse than indicated Safe ggs;auonal problem - if not properly evacuated, contamination may be an
PT | 186 | V |Materials lock high vacuum Incorrect reading - high Vacuum better than indicated Safe Sr‘(’)?)l\'ztr‘:nal problem - fime could be spent investigating a non-existent
PT | 154 | V |Pbar oxygen filtering dewar filter insulating vacuum Incorrect reading -low Insulating vacuum better than indicated Safe Sr‘(’)?)l\'ztr‘:nal problem - time could be spent investigating a non-existent
PT | 1564 | V |Pbar oxygen filtering dewar filter insulating vacuum Incorrect reading - high Insulating vacuum worse than indicated Safe Op_erauonal prob_lem - high LAr losses during transfer and high heat loads
during regeneration
Rupture disks
RD | 99 N |LN2 dewar rupture disk Fails open LN2 dewar blows down - No LN2 transfer Safe Operational problem - No LN2 will be supplied to GAr condensers
RD | 99 N |LN2 dewar rupture disk Fails closed No hazard Safe SV-99-N provides dewar relief
RD | 100 | N |LN2 dewar rupture disk Fails open LN2 dewar blows down - No LN2 transfer Safe Operational problem - No LN2 will be supplied to GAr condensers
RD | 100 | N |LN2 dewar rupture disk Fails closed No hazard Safe SV-100-N provides dewar relief
RD | 209 | Ar |Pbar molecular sieve filter dewar inner vessel relief Fails open Spoils molecular sieve insulating vacuum Safe Irzgree:esrzctjkl)zsses during LAr transfer or increased heat load during filter
RD | 209 | Ar |Pbar molecular sieve filter dewar inner vessel relief Fails closed No Hazard Safe CVI-220-V provides relief at ~ 0 psig with its spring removed
RD | 301 V  |Pbar oxygen filtering dewar filter insulating volume pressure relief Fails open Spoils O2 filter insulating vacuum Safe Irzgree:esrzctjkl)zsses during LAr fransfer or increased heat load during filter
RD | 301 | V |Pbar oxygen filtering dewar filter insulating volume pressure relief Fails closed No Hazard Safe Parallel plate relief PSV-344-V provides adequate relief
RD | 302| V |Luke cryostat LAr volume pressure relief Fails open Cryostat blows down Safe Operational problem
RD | 302 | V |Luke cryostat LAr volume pressure relief Fails closed No Hazard Safe PSV-210-Ar provides adequate relief
Pressure regulators
RV | 36 N |LN2 dewar pressure building regulator Fails open Excess N2 vapor is created Safe Operational problem - SV-99-N and SV-100-N will vent vapor
RV | 36 N |LN2 dewar pressure building regulator Fails closed Can't build pressure Safe Operational problem - need pressure to transfer LN2 into PAB
RV | 90 N |LN2 dewar pressure relieving regulator Fails open LN2 dewar blows down Safe Operational problem - need pressure to transfer LN2 into PAB
RV | 90 N |LN2 dewar pressure relieving regulator Fails closed LN2 dewar above normal operating pressure Safe Operational problem, SV-99-N and SV-100-N will vent vapor
Strainers
‘ S ‘ 91 ‘ N ‘LNZ dewar fill line strainer ‘ Plugged up LN2 dewar can't be filled Safe ‘Operauonal problem
‘ S ‘ 91 ‘ N ‘LNZ dewar fill line strainer ‘ Does not filter Debris from outside pass thru fill line Safe ‘Operauonal problem, dirt can keep valves from sealing tight
Relief valves
SV | 90 N |LN2 dewar fill line trapped volume relief Fails open LN2 vents into parking lot during fill Safe Operational problem
Low probability of a quality Circle-Seal relief valve failing completely shut.
SV | 90 N |LN2 dewar fill line trapped volume relief Fails closed Potential unrelieved trapped volume Marginal As pressure in the trapped volume exceeded the relief valve set point, the
probability of a stuck relief valve opening would increase.
SV | 90 V  |LN2 dewar vacuum jacket relief Fails open Insulating vacuum spoils Safe Operational problem - SV-99-N and SV-100-N have adequate capacity
SV | 90 V  |LN2 dewar vacuum jacket relief Fails closed Vacuum space is not relieved Marginal A parallel plate relief without spring loading is unlikely to fail closed
SV | 96 N |LN2 dewar pressure building loop trapped volume relief Fails open LN2 vents into parking lot Safe Operational problem - loop can be isolated to fix relief valve
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Low probability of a quality Circle-Seal relief valve failing completely shut.

SV | 96 N |LN2 dewar pressure building loop trapped volume relief Fails closed Potential unrelieved trapped volume Marginal As pressure in the trapped volume exceeded the relief valve set point, the
probability of a stuck relief valve opening would increase.

Sv | 97 N |LN2 dewar pressure building loop trapped volume relief Fails open LN2 vents into parking lot Safe Operational problem - loop can be isolated to fix relief valve
Low probability of a quality Circle-Seal relief valve failing completely shut.

SV | 97 N |LN2 dewar pressure building loop trapped volume relief Fails closed Potential unrelieved trapped volume Marginal As pressure in the trapped volume exceeded the relief valve set point, the
probability of a stuck relief valve opening would increase.

SV | 98 N |LN2 dewar pressure building loop trapped volume relief Fails open LN2 vents into parking lot Safe Operational problem - loop can be isolated to fix relief valve
Low probability of a quality Circle-Seal relief valve failing completely shut.

SV | 98 N |LN2 dewar pressure building loop trapped volume relief Fails closed Potential unrelieved trapped volume Marginal As pressure in the trapped volume exceeded the relief valve set point, the
probability of a stuck relief valve opening would increase.

SV | 99 N |LN2 dewar relief valve Fails open LN2 dewar blows down Safe Operational problem - need pressure to transfer LN2 into PAB

SV | 99 N |LN2 dewar relief valve Fails closed RD-99-N will vent dewar Safe Operational problem - rupture disk would have to be replaced after failure

SV | 100 | N |LN2 dewar relief valve Fails open LN2 dewar blows down Safe Operational problem - need pressure to transfer LN2 into PAB

SV | 100 | N |LN2 dewar relief valve Fails closed RD-100-N will vent dewar Safe Operational problem - rupture disk would have to be replaced after failure

Temperature elements

TE 6 N2 |LN2 transfer line cool down temperature (control) Incorrect reading -low Cool down falsely indicated complete Safe Operational problem - could cause controls issues

TE 6 N2 |LN2 transfer line cool down temperature (control) Incorrect reading - high Cool down falsely indicated incomplete Safe Operational problem - could cause controls issues, wasted LN2

TE 7 Ar |02 filter internal temperature (hard wired interlock) Incorrect reading -low Interlock does not protect heater Safe If PLC controls fails, heater could overheat and damage filter material

TE 7 Ar |02 filter internal temperature ((hard wired interlock) Incorrect reading - high | Filter regeneration heater prematurely shuts off Safe TE-54-Ar provides redundant instrumentation for PLC control

TE | 23 | Ar |Luke pressure building heater internal temperature (read out) Incorrect reading -low PLC does not shut off heater Safe gng;?eﬁ';:ﬁ]:?e”OCk also fails, heater could overheat and damage silver

TE | 23 Ar | Luke pressure building heater internal temperature (read out) Incorrect reading - high | Pressure building heater prematurely shuts off Safe Operational problem - controls issue could arise

TE | 24 Ar |Luke pressure building heater internal temperature ((hard wired interlock) Incorrect reading -low Interlock does not protect heater Safe :LlFr:I{SC controls fails, heater could overheat and damage silver soldered

TE | 24 Ar |Luke pressure building heater internal temperature ((hard wired interlock) Incorrect reading - high | Pressure building heater prematurely shuts off Safe Operational problem - controls issue could arise

TE | 54 | Ar |O2filter internal temperature (control) Incorrect reading -low Filter regeneration temperature too high Safe :;I;taerg;lred interlock also fails, heater could overheat and damage filter

TE | 54 Ar | O2 filter internal temperature (control) Incorrect reading - high Filter regeneration temperature too low Safe Operational problem - poorly regenerated filter could result

TE | 56 Ar | O2 filter regeneration gas pre-heater temperature (control) Incorrect reading -low Filter regeneration gas temperature too high Safe If hardwired interlock also fails, heater could overheat

TE | 56 Ar | O2 filter regeneration gas pre-heater temperature (control) Incorrect reading - high Filter regeneration gas temperature too low Safe Operational problem - poorly regenerated filter could result

TE | 57 Ar | O2 filter regeneration gas pre-heater temperature ((hard wired interlock) Incorrect reading -low Interlock does not protect heater Safe If PLC controls fails, heater could overheat and damage filter material

TE | 57 | Ar |O2filter regeneration gas pre-heater temperature ((hard wired interlock) Incorrect reading - high Filter regeneration gas S;ater prematurely shuts Safe TE-56-Ar provides redundant instrumentation for PLC control

TE | 73 | HAr |Luke Vapor pump filter regeneration heater (control) Incorrect reading -low Filter regeneration temperature too high Safe :;I;taerg;lred interlock also fails, heater could overheat and damage filter

TE | 73 | HAr |Luke Vapor pump filter regeneration heater (control) Incorrect reading - high Filter regeneration temperature too low Safe Operational problem - poorly regenerated filter could result

TE | 74 | HAr |Luke Vapor pump filter regeneration heater (hard wired interlock) Incorrect reading -low Interlock does not protect heater Safe If PLC controls fails, heater could overheat and damage filter material

TE | 74 | HAr |Luke Vapor pump filter regeneration heater (hard wired interlock) Incorrect reading - high | Filter regeneration heater prematurely shuts off Safe TE-73-HAr provides redundant instrumentation for PLC control

TE | 76 | Ar |Luke Vapor pump "cup" heater (control) Incorrect reading -low Vapor producing heater overheats Safe gng;?:(;rie()?,:gerIOCk also fails, heater could overheat and damage silver

TE | 76 | Ar |Luke Vapor pump "cup" heater (control) Incorrect reading - high PLC prematurely shuts off heater Safe Operational problem - need properly functioning heater to make GAr to
push LAr out of pump

TE | 77 | Ar |Luke Vapor pump "cup" heater (hard wired interlock) Incorrect reading -low Interlock does not protect heater Safe :LlFr:I{SC controls fails, heater could overheat and damage silver soldered

TE | 77 | Ar |Luke Vapor pump "cup” heater (hard wired interlock) Incorrect reading - high Heater prematurely shuts off Safe TE-76-HAr provides redundant instrumentation for PLC control

TE | 214 | Ar |Molecular sieve regeneration temperature (hard wired interlock) Incorrect reading -low Interlock does not protect heater Safe If PLC controls fails, heater could overheat and damage filter material

TE | 214| Ar |Molecular sieve regeneration temperature (hard wired interlock) Incorrect reading - high | Filter regeneration heater prematurely shuts off Safe TE-216-Ar provides redundant instrumentation for PLC control

TE | 216| Ar |Molecular sieve regeneration temperature (controls) Incorrect reading -low Filter regeneration temperature too high Safe :;I;taerg;lred interlock also fails, heater could overheat and damage filter

TE | 216 | Ar |Molecular sieve regeneration temperature (controls) Incorrect reading - high Filter regeneration temperature too low Safe Operational problem - poorly regenerated filter could result
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3.2 - WHAT-IF WORKSHEET

Terry Tope — 6.14.07
32-1/2

Component FLARE Material Test Station

Location PAB
Date 6/14/07
By Terry Tope

WHAT-IF

CONSEQUENCE/HAZARD

CONCLUSION/RECOMMENDATIONS

Loss of liquid nitrogen

Argon boil off will vent thru vent valve or
relief valve and cryostat pressure control is
lost.

Safe condition. Operational impact only — need a
closed system for material contamination tests.

Loss of insulating vacuums

System frosts over. Higher heat load to
LN2 and LAr circuits. Potential for relief
valves to open.

May cause high consumption of liquid
nitrogen.

Safe condition. System is protected with relief
valves that vent outdoors.

Safe condition. Operational impact.

Loss of instrumentation

May cause system instability with respect to
cryostat pressure control or regeneration
heater control.

Safe condition. Operational impact.

Power outage occurs at PAB

All control and instrumentation fails.

Safe condition. Operational impact — Historical
values no longer recorded, no pressure control,
relief valves vent.

Leaking stem packing on a cryo valve

Gas will vent into room.

Safe condition (see ODH analysis).

Transfer line inner lines rupture, weld
cracks, or silver solder joint breaks

Loss of insulating vacuum and
pressurization of the vacuum space.

Safe condition. Gas will vent into room thru
vacuum reliefs into room (see ODH analysis).

Weld cracks, bellows break on the
vacuum circuit.

Air will fill the vacuum space, thus creating
a higher heat load to the cryo circuits.

Safe condition. System is protected with relief
valves. May cause long cool down times for LN2
circuit or zero delivery condition.
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Liquid nitrogen dewar is pressurized to
MAWP and all valves that would
normally keep the transfer line
connected to a vent are closed.

Piping pressurized to dewar MAWP.

High LN2 delivery pressure may make it
hard to control pressure in Luke using the
condenser.

Safe condition. MAWP = 75 psig for LN2 dewar.
The sizing calculations for the dewar reliefs prove
that this pressure cannot be exceeded. All of the
components of the transfer line have pressure
ratings greater than 75 psig.

Safe condition. Operational problem.

PLC failure

Pressure control and heater control lost.

Safe condition. Operational impact. LAr will vent
thru relief valves.

A fire in PAB

Fire detectors go into alarm. Sprinklers
open in high bay. Fire Department
dispatched.

Likely equipment damage.
Fire or water from sprinklers could cause

significant damage to controls hardware,
wiring, and instrumentation.

Superinsulation on piping and vessels could
be damaged.

Heat input into cryogenic liquids builds
pressure in piping and cryostat.

Insulating vacuums may spoil if o-rings are
subjected to intense heat.

Safe condition. Operational problem - Control
system not required for system safety but required
for operation.

Safe condition. Operational problem - Heat leaks
during normal operation would be unacceptable if
radiation blankets are damaged.

Safe condition. Pressure vessels and piping
protected by relief valves (see relief calculations
and FMEA). Relief valves vent outside.

Safe condition. System is protected with relief
valves that vent outdoors. Operational problem -
Heat leaks during normal operation would be
unacceptable if insulating vacuums are spoiled.
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Thus there is enough nitrogen contained in the supply dewar to fully inert the
PAB high bay enclosure.

The equivalent amount of warm argon gas contained in four stock room dewars

1 871 S

is 4 x160liters x X ——— X
28.32liters  ft 0.10341b

=19015f¢.

The equivalent amount of warm argon gas in the 250 liter cryostat is

3 3
250liters x fi — X 87l3b X fi
28.32liters  ft— 0.10341b

= 7428 ft.

If the four stockroom dewars are instantly vented into PAB, the minimum O2
concentration reached is

138425 f’ —19015 ft’

air argon

=119410ft

air

119410 /) x0.21=25076 f’

air oxygen

25076 [t} pen
W x 100 = 18.1%”},“".

If the four stockroom dewars are instantly vented into PAB along with the 250
liter cryostat, the minimum O2 concentration reached is

138425 ft.,, - (19015

air argon

+ 7428 ft

argon

)=111982 1,

air

111982 ), x0.21=23516ft.

oxygen

23516 ft), pen
W x 100 = 17.0%%},“" .

Argon is heavier than air so it cannot be assumed to perfectly mix with air to
create the above minimum oxygen concentrations.

The PAB high bay floor is about 100 feet by 49 feet. If the argon is assumed to
spread out across the floor and remain separate from the air, the thickness of the
stratified argon layer for four stock room dewars instantly dumped into the room
is
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3
190156 _ g0
100 ft x 49 ft

If the 250 liter cryostat is dumped into the room along with the four stock room
dewars the argon layer depth is

19015 fi* + 7428 fi*
100 f x 49 ft

54ft.

Ventilation System and ODH monitors

PAB is equipped with 3 ceiling exhaust fans. FESS has determined the capacity
of each fan to be at least 2000 SCFM Air. All three ceiling fans will turn on in the
event of an ODH alarm. They are also wired in a manner that allows each fan to
be turned on manually. In addition to the ceiling fans, a dedicated ODH fan has
been installed in the cryogenic area. This fan pulls the cold dense gas from the
floor and pushes it thru a duct which exhausts outside PAB. Together all four
fans yield a volume change in the high bay area every 17 minutes. Only the
dedicated ODH fan is included in the ODH analysis. At the end of this section
the details of the dedicated ODH fan and ODH hardware layout are documented.
Figure 3.5a.1 shows the locations of ODH heads, horns, and fans.

ODH Event Leak rates for Nitrogen Circuit

Severed Line

Several leak rates are postulated for the nitrogen circuit. The most severe of
these considers the liquid nitrogen supply line to be severed just inside PAB.
The flow rate at this point is then a function of the resistance offered by the piping
outside PAB and the pressure of the dewar. The dewar pressure is taken to be
the maximum allowable pressure under fire conditions which is 121% of the
dewar MAWP of 75 psig or

1.21(75+15)-15=93.9psig.

The flow rate thru the LN2 piping outside PAB is calculated using the following
equation from Crane’s Technical Paper 410 for discharge of liquid

w =1891d21/@
K

where

W= rate of liquid nitrogen flow in pounds per hour.
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internal diameter of pipe, = 0.5 -2 x 0.035 = 0.43 inches.
differential pressure, 93.9 psi.
density of liquid nitrogen saturated at 93.9 psig, 43.19 Ib/ft.

resistance coefficient, sum of Kpipe + Keibow + Kuawe + Kexit

resistance of straight pipe outside PAB, K . = f% where

pipe

friction factor determined from pipe size and Reynolds number, =
0.029 (page A-25 of Crane 410)

length of pipe outside PAB, 227 inches.

internal diameter of pipe, 0.43 inches.

resistance of a standard elbow which = 30 x fr where fr is the
friction factor in the zone of complete turbulence for 0.43 inch
internal diameter pipe which is 0.029. Piping outside PAB has 2
elbows.

resistance of a sharp edged pipe exit for the severed pipe, = 1.0

resistance of the Cryolab isolation valve at the dewar exit,

8944"
——>— Where

v

valve —

flow coefficient for valve, C, = 12 for Cryolab valve

Reynolds number, ratio of inertial and viscous forces

R, = 6.31E where
du

absolute viscosity of LN2 saturated at 93.9 psig, = 0.088 centipoise

The above equations yield

K =0.029——+2x30x0.029 +
0.43

894(0.43)"

22

+1.0=18.26
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4889

R =631——>" _ _815264
(0.43)0.088
93.9(43.1
w =1891(O.43)21/M 52112 which converts to SCFM in the following
18.26 hr
manner
3 3
R7 1S DA LN T S
hr 0.072471b 60min min

Thus the maximum flow the liquid nitrogen dewar can supply into PAB is
equivalent to 1198 SCFM of nitrogen gas.

Valve and Instrument Leakage

For leakage from valves and instruments on the LN2 supply line, the leak was
modeled as an orifice whose diameter is 25% of the pipe diameter. It is unlikely
that valve bodies or instruments will fail in a manner that completely opens up the
supply piping. Before use, all piping will be pressure tested and helium leak
checked.

The leak rate is calculated using the following equation from Crane Technical
Paper 410 for liquid flow thru nozzles and orifices

W =1891d’C+/APp where
all variables except C and d; are previously defined.
ds = orifice diameter, 25% of 0.5 inch nominal tube diameter = 0.125 inch.

C= flow coefficient for nozzles and orifices (Crane 410 Page A-20), = 0.60 for
this case.

The maximum flow of nitrogen thru such a leak is

W =1891(0.125%)0.604/(93.9)43.19 =1129;l—b which converts to
r

3 3
1129 St hr 60 d

X - — of warm atmospheric N2 gas.
hr 0.072471b 60min min

The factor C was found from the plot on page A-20 using
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R = 6.31L =647635 and g = 4 = 0.125 =0.29 where d; is the actual ID

‘ (0.125)0.088 d, 043

of the LN2 supply pipe.

Thus on the liquid nitrogen supply line, the leak rate for components is estimated
as 260 SCFM which is 23% of the total mass flow available inside PAB.

ODH Event Leak rates for Argon Circuit

Severed Line
The four argon supply dewars are each equipped with a liquid isolation valve with
a C, of 1.08. Thus the worst case leak is a severed line just after all four dewars

are tied together. From Crane 410, the flow rate out of one dewar can be
calculated as

0=C, AP62—'4 where
\j p

Q= rate of liquid argon flow in gallons per minute.

C,= flow coefficient for valve, C, = 1.08 for dewar liquid isolation valve
according to Airgas.

AP = differential pressure, 350 psi based on stockroom supplied high
pressure liquid argon dewars with reliefs set at 350 psig.

o= density of liquid argon saturated at 350 psig, 63.37 Ib/ft°.

The maximum liquid flowrate out of one stock room dewar is found to be

0= 1.081/350ﬂ = 20.05g—0,ll which converts to
63.37 min

3 3 3
20,0584 M 03371 T _ 16437 \where 0.1034 I/t is the
min 7.48gal ft 0.10341b min

density of argon gas at standard conditions. Thus four dewars could

supply 6572 SFCM of warm argon gas. This is conservative because the hoses
and tubing connecting the four dewars would provide additional restriction that
would lower this flow rate.
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LAr Supply Dewar Relief Valves

The relief valves on the LAr supply dewars could prematurely open. The typical
relief valve on the Airgas supplied dewars is a Generant LCV-250B-K-350 which
according to the manufacturer has a maximum flow of 81.4 SCFM Nitrogen at
120% of its 350 psig set point. This converts to Ib/hr as

3 .
81.4‘ft 8 60min 5 0.0722171[9 _ 354&
min hr ft hr

This can be converted to SCFM argon using the method outlined in ASME
Section VIII Appendix 11 Division 1 entitled “Capacity Conversions for Safety
Relief Valves.”

For any gas or vapor,

W = CKAPJ% where

W= rated capacity in Ib/hr, 354 Ib/hr for nitrogen, argon value to be
solved for.
C= constant for gas or vapor which is a function of the ratio of specific

heats, C = 356 for nitrogen and 378 for argon.

KAP = constant for the relief valve.
M= molecular weight, 28.02 for nitrogen and 39.9 for argon.
T= absolute temperature in Rankin, choose 530 °R.

For the nitrogen rating,

KAP = 354 =4.325.

/ 356\/28 02
530

The argon mass flow rate is then

W = (356)(4.325)#% =422. Si—b which converts to
r

3 3
405l S hr _egqdt

X . Thus the maximum rate at which the
hr 0.1034lp 60min min
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supply dewar can relieve itself is 68.1 SCFM.

MV-204-Ar, MV-218-Ar, MV-365-V, and MV-366-V

MV-204-Ar is an isolation valve where a vacuum pump can be connected to
pump out the argon source manifold. If this valve with a C, of 1.2 is left wide
open while the circuit is pressurized, the leak rate is found to be

0=C, AP62—'4 = 1.201/35062—'4 = 22.28g—fll . This converts to a warm argon gas
P 63.37 min

3 3 3
flow rate of 22.28 89L 1" 63376 Ji 825"

x — X = —. This leak rate is
min 7.48gal St 0.10341b min

also used for MV-218-Ar, MV-365-V, and MV-366-V which are identical to MV-
204-Ar and is conservative because these three valves are separated from the
argon source by significant piping restrictions.

Valve and Instrument Leakage for Components Upstream of the Cryostat

For leakage from valves and instruments on the LAr transfer line, the leak is
modeled as an orifice whose diameter is 0.125 inches which is 33% of the
nominal 3/8 inch tube diameter used to construct most of the LAr piping. It is
unlikely that valve bodies or instruments will fail in a manner that completely
opens up the supply piping. Most valves on the argon circuit are high quality
stainless steel construction with metal bellows seal to atmosphere.

The leak rate is calculated using the following equation from Crane Technical
Paper 410 for liquid flow thru nozzles and orifices

W =1891d’C+/APp where
ds = orifice diameter, 33% of 0.375 inch nominal tube diameter = 0.125 inch.

C= flow coefficient for nozzles and orifices (Page A-20 from Crane 410), =
0.60 for this case.

u = absolute viscosity of liquid argon saturated at 350 psig, 0.0751 centipoise.
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The maximum flow of argon thru such a leak is

W =1891(0.125%)0.614/(350)63.37 = 26842 which converts to

hr

3 3
2684& X J1 X hr, =433 ﬁ of warm atmospheric argon gas.
hr 0.1034/b 60min min

The factor C was found from the plot on Crane 410 page A-20 using

R = 6.31A =1804105 and S = 4 = 0.125 =0.41 where d- is the actual

‘ (0.125)0.0751 d, 0.305

ID of the LAr supply pipe (3/8 inch OD — 2 x 0.035 inch wall = 0.305 inch).

Thus on the liquid argon transfer line, the leak rate for components upstream of
the cryostat is estimated as 433 SCFM.

Valve and Instrument Leakage for Components Attached to the Cryostat

From the relief valve calculations, the maximum mass flow rate into the cryostat
was found to be 1437 pounds per hour. This equates to warm argon gas
flowrate of 232 SCFM using the following conversion

3 3
1437& X Ji X hr‘ =232 ﬁ, . This value was used as the leak rate for all
hr 0.1034[b 60min min

components attached to the cryostat.

ODH Risk Assessment

As explained in Section 5064 of Fermilab’s ES&H Manual, the ODH classification
of an enclosure is determined by calculating the ODH fatality rate, ¢. It is defined

as:

¢ = iRF; where

i=1
P; = the expected rate of the i failure per hour
F; = the fatality factor for the /" event.

The summation is taken over all events, which may cause oxygen deficiency and
result in fatality. Fatality factors are calculated based on the maximum spill rate,
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the rate of ventilation, and the size of the PAB enclosure. Events that could
potentially lead to an ODH condition were identified and tabulated for the PAB
high bay area in the tables at the end of this section. A single event probability
was estimated in most cases using Table 2 “NRC Equipment Failure Rate” on
page 5064TA-4 of Fermilab’s ES&H Manual. In some cases, a failure probability
was based on Fermilab experience since an applicable number was not readily
available in the NRC table. Based on the number of components present in the
PAB enclosure, a total event probability was calculated. The lowest oxygen
concentration (as time approaches infinity) was computed by applying equation 4
on page 5064TA-8 of Fermilab’s ES&H Manual:

C.(1) = 0.21{1 _ g[l _ e(TQ)

} = 0.21{1 - g} as t = o where

R = spill rate into enclosure, SCFM.
Q = enclosure ventilation rate, CFM.

This equation assumes complete mixing of the gases with the ventilation fans
drawing contaminated atmosphere from the confined volume. A fatality factor
was then determined from Figure 1 on page 5064TA-2 of Fermilab’s ES&H
Manual. By multiplying this fatality factor by the total event probability, an ODH
rate in fatalities/hour was calculated. The sum of all the ODH rates gives the
total ODH rate for the enclosure.

This ODH analysis relies on the use of mechanical ventilation to remove the inert
gas from PAB. Although this ventilation reduces the overall ODH risk, it is also
subject to failure. Therefore, the probability that these failures will occur and
compromise the ventilation system needs to be factored into the overall risk
assessment. There are two main areas of concern. One is the failure of a
ventilation fan motor to turn on or the fan louvers to open. The second is an
unplanned electrical power outage during cryogenic operation. The total
probability of any one of these events occurring is simply the sum of their
probabilities. The ODH rate calculation table includes two cases. The first case
is for the ventilation system running. The second case considers the loss of the
ventilation system. In that case the failure rate of the forced ventilation is
factored into the calculation. The probability of a component event failure and a
ventilation failure occurring is the product of their failure probabilities since they
are independent events.

The probability of ventilation failure was determined as follows. The probability of
a power outage is 1 x 10 / hr based on Fermilab equipment failure rates. The
probability of an electric motor not starting is 3 x 10/ D based on NRC data. To
be conservative, the demand (D) is taken to be once an hour such that D = 1.
This probability is used for both the fan motor starting and the actuated louvers
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opening. Thus the probability of a ventilation failure is 1 x 10* +2 x 3 x 10* =7 x
10 / hr. This value is used in the table that considers a ventilation failure. The
fan availability rate is then 1 — 7 x 10 or 0.9993. This value is used in the table
that considers the ventilation to be running.

The probability of a valve such as MV-204-Ar being left wide open was taken to
be (0.1 / D) which is much greater than the value of (3 x 10 / D) described as a
general human error of commission in Table 3 of FESHM 5064TA. If the valve is
assumed to be cycled once per day, then the probability of an error is (0.1 / D) x
(D/hr)=(0.1/1)x (1/24 hr) = 4.17 x 10” per hour.

The probability of the operator ignoring high pressure liquid or gas audibly
venting into the room is also taken to be (0.1 / D). If the valve is again assumed
to be cycled once per day, the probability of the operator ignoring the error is
4.17 x 10 per hour.

These two tasks are independent events such that the total probability of a valve
staying in the wide open position and its venting into the room being ignored is
the product of the two task probabilities or 4.17 x 10° x 4.17 x 10> = 1.74 x 10°°
per hour,

ODH Results

Table 1 finds the ODH fatality rate to be 1.01 x 10 which is less than 107 such
that with ventilation running the PAB high bay enclosure is ODH class zero.

Table 2 finds the ODH fatality rate to be 4.24 x 10 which is less than 107 such
that when ventilation failure is considered the PAB high bay enclosure is ODH
class zero.
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ODH Hardware Layout and Dedicated ODH Fan Details

Figure 3.5a.1 shows the ODH hardware layout for PAB. Four ODH heads
mounted 6 inches from the floor surround the cryogenic area. One alarm horn is
mounted inside the high bay area. The second alarm horn is mounted in the
room adjacent to the high bay.

The dedicated ODH fan is a GreenHeck SWB backward inclined centrifugal utility
fan rated at 2000 SCFM air at 4 inches of water static pressure. The fan pushes
the cold vapor from a spill thru a duct that includes two elbows, a 15 foot vertical
rise, a damper, and two enlargements.

To verify the fan installation is adequate, the pressure drop thru the duct is
estimated.

Equation 3-20 shown below from Crane Technical Paper 410 was used to
calculate the pressure drop due to the flow of gas thru the duct

2
W =1891vd” A—}_)=>AP=( il 2)1{\71
KV, 1891Yd

where
w = rate of flow in Ibs per hour. ODH analysis is based on a 2000 SCFM
flow of either nitrogen or argon. The nitrogen mass flow rate is then
3 .
2,000 N, x O0MIN 007247 %0~ 8,696 2 v, and the argon mass
min hr ft hr
flow rate is
3 .
200071 Ay 5 S0MIN x0.1034l—b3 12,4082 ar.
min hr ft hr
Y = net expansion factor for compressible flow, 1.0 for the small pressure
drops in this duct flow analysis.
d = internal diameter of duct, inches. Duct is square, so an equivalent

diameter is calculated as

cross sectional flow area 4 13x20

d=4 =15.76 in.

wetted perimeter 13x2+20x%x2
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Vv, = specific volume of fluid, 2.774 ft*/Ib for saturated argon vapor, 9.673
ft¥/lb for argon gas at STP, 3.465 ft*/Ib for saturated nitrogen vapor,
and 13.8 ft°/Ib for nitrogen gas at STP.

AP = pressure drop in psi, converted to inches of water for comparison.

K = tOtal reSIStanCG COfoICIent, sSum Of Ke[bow, Ken[arge1, Ken[argeZ, Kstraight’
Kentrance, and Kexit-

Keibow = 30 x fr where fr is the friction factor in the zone of complete

turbulence, 0.0132 for the ~16 inch equivalent duct diameter.

Keniarger = resistance of enlargement from 9.625 x 13 inch fan outlet to 13 x 20
inch duct, 1.0 to be conservative.

Keniarge2 = resistance of enlargement from 13 x 20 duct to 20 x 20 inch duct, 1.0
to be conservative.

Kstraignt = resistance to flow thru straight pipe, Ksiaignt = f X L / d where f is the
friction factor based on Reynolds # and L is the length of the straight
section which is 15 feet x 12 inches per ft. = 180 inches.

Kentrance = resistance due to entrance into duct, 0.78.

Kexit = resistance due to exit from duct, 1.0.
Re = Reynolds number, Re = 6.31dK (ratio of inertial to viscous forces).
u
u = dynamic viscosity, 0.007029 centipoise for saturated argon vapor,

0.02246 centipoise for argon gas at STP, 0.005373 centipoise for
saturated nitrogen vapor, and 0.01769 centipoise for nitrogen gas at
STP.

The static head loss is calculated from the specific volume of the gas and the
height of the duct as shown below

1 b Lin ft 1/t 27.6799 in. H20
=73 X X - X ) X - .
Vi ft 1 12in 144 in 1 psi

For saturated argon vapor, the static head is found to be

1 b 180in ft 1/t 27.6799 in. H20
X X X

——X ' — . =1.039 in. H20.
2,774 ft 1 12in 144 in 1 psi
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ratio of the warm argon to nitrogen flowing pressure drops, 0.887 / 0.622 = 1.43.

Table 3.5a.3 provides estimates of pressure drop for the various cases. The fan
rating of 2000 SCFM at 4 inches of H,O is more than adequate to handle the flow
rates considered in the ODH analysis.

Table 3.5a.3: Pressure drop for both warm and cold gas flow thru the ODH duct.

Flowin Static Louver
Re f K 42 | Head 4P AP Total 4P
in.H,0 | in.H,0 | in.H,0 | ™M HO
WarmN, | 196.815 | 0.016 4742 0.622 0.209 0.12 0.950
ColdN, | 648.150 | 0.014 472 0.155 0.832 <012 1107
WarmAr | 221.181 | 0.016 4743 0.887 0.298 =017 1355
ColdAr | 706.870 | 0.014 472 0.253 1.039 <012 1412
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Figure 3.5a.1: PAB — Flare ODH Hardware Layout.
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Table 3.5a.1: PAB ODH Risk Analysis with ventilation running.

Pi Group Exhaust fan R Q 02 Fi $=ZPiFi
Fail Rate Source of Fail Rate (Pi x #) Availability leak rate vent rate Concentration Fatality Factor ODH Rate
ITEM Comment Type of Failure # of Items events/hr Fail Rate events/hr events/hr SCFM SCFM % fatality/event fatality/hr
Nitrogen circuit
LN2 supply piping < 3" diameter, max flow into PAB Rupture - severed line 1 1.00E-09 NRC 1.00E-09 0.9993 1198 2000 8.42 1.00E+00 9.99E-10
Condensor Treat as dewar, 25% pipe diameter Leak/rupture 1 1.00E-06 FNAL 1.00E-06 0.9993 260 2000 18.27 3.95E-08 3.95E-14
EV-104-N2 Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 260 2000 18.27 3.95E-08 3.95E-16
EV-105-N2 Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 260 2000 18.27 3.95E-08 3.95E-16
EV-106-N2 Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 260 2000 18.27 3.95E-08 3.95E-16
LT-10-N2 Treat as flange, max flow thru 25% pipe diameter Leak/rupture 1 3.00E-07 NRC 3.00E-07 0.9993 260 2000 18.27 3.95E-08 1.18E-14
MV-119-N Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 260 2000 18.27 3.95E-08 3.95E-16
MV-120-N Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 260 2000 18.27 3.95E-08 3.95E-16
PI-44-N2 Treat as flange, max flow thru 25% pipe diameter Leak/rupture 1 3.00E-07 NRC 3.00E-07 0.9993 260 2000 18.27 3.95E-08 1.18E-14
PI-133-N2 Treat as flange, max flow thru 25% pipe diameter Leak/rupture 1 3.00E-07 NRC 3.00E-07 0.9993 260 2000 18.27 3.95E-08 1.18E-14
PT-1-N2 Treat as flange, max flow thru 25% pipe diameter Leak/rupture 1 3.00E-07 NRC 3.00E-07 0.9993 260 2000 18.27 3.95E-08 1.18E-14
PT-27-N2 Treat as flange, max flow thru 25% pipe diameter Leak/rupture 1 3.00E-07 NRC 3.00E-07 0.9993 260 2000 18.27 3.95E-08 1.18E-14
PSV-101-N2 Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 260 2000 18.27 3.95E-08 3.95E-16
PSV-101-N2 Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 260 2000 18.27 3.95E-08 3.95E-16
PSV-101-N2 Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 260 2000 18.27 3.95E-08 3.95E-16
TE-6-N2 Treat as flange, max flow thru 25% pipe diameter Leak/rupture 1 3.00E-07 NRC 3.00E-07 0.9993 260 2000 18.27 3.95E-08 1.18E-14
SV-117-N2 Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 260 2000 18.27 3.95E-08 3.95E-16
Welds Max flow thru 25% pipe diameter Leak/rupture 50 3.00E-09 NRC 1.50E-07 0.9993 260 2000 18.27 3.95E-08 5.92E-15
Flanges Max flow thru 25% pipe diameter Leak/rupture 10 3.00E-07 NRC 3.00E-06 0.9993 260 2000 18.27 3.95E-08 1.18E-13
LN2 vent piping Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-09 NRC 1.00E-09 0.9993 260 2000 18.27 3.95E-08 3.95E-17
Argon Circuit
LAr supply piping < 3" diameter, max flow into PAB Rupture - severed line 1 1.00E-09 NRC 1.00E-09 0.9993 6572 2000 18.1 5.32E-08 5.32E-17
LAr supply dewar reliefs Max flow thru relief valve Premature open 4 1.00E-05 NRC 4.00E-05 0.9993 68.1 2000 20.28 1.16E-09 4.63E-14
PSV-203-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 433 2000 18.1 5.32E-08 5.32E-16
MV-204-Ar Max flow thru valve (Cv = 1.2) Valve left wide open 1 1.74E-05 [33 x 5064 TBL ] 1.74E-05 0.9993 1825 2000 18.1 5.32E-08 9.26E-13
MV-204-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 433 2000 18.1 5.32E-08 5.32E-16
MV-213-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 433 2000 18.1 5.32E-08 5.32E-16
MV-218-Ar Max flow thru valve (Cv = 1.2) Valve left wide open 1 1.74E-05 |33 x 5064 TBL ] 1.74E-05 0.9993 1825 2000 18.1 5.32E-08 9.26E-13
MV-218-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 433 2000 18.1 5.32E-08 5.32E-16
PSV-219-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 433 2000 18.1 5.32E-08 5.32E-16
MV-217-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 433 2000 18.1 5.32E-08 5.32E-16
MV-365-V Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 433 2000 18.1 5.32E-08 5.32E-16
MV-366-V Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 433 2000 18.1 5.32E-08 5.32E-16
MV-365-V Max flow thru valve (Cv = 1.2) Valve left wide open 1 1.74E-05 |33 x 5064 TBL ] 1.74E-05 0.9993 1825 2000 18.1 5.32E-08 9.26E-13
MV-366-V Max flow thru valve (Cv = 1.2) Valve left wide open 1 1.74E-05 [33 x 5064 TBL ] 1.74E-05 0.9993 1825 2000 18.1 5.32E-08 9.26E-13
MV-480-HAr Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 433 2000 18.1 5.32E-08 5.32E-16
MV-461-HAr Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 433 2000 18.1 5.32E-08 5.32E-16
PSV-250-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 433 2000 18.1 5.32E-08 5.32E-16
PSV-249-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 433 2000 18.1 5.32E-08 5.32E-16
MV-202-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 433 2000 18.1 5.32E-08 5.32E-16
MV-208-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 433 2000 18.1 5.32E-08 5.32E-16
MV-239-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 433 2000 18.1 5.32E-08 5.32E-16
MV-244-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 433 2000 18.1 5.32E-08 5.32E-16
MV-370-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 433 2000 18.1 5.32E-08 5.32E-16
LT-13-Ar Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 0.9993 232 2000 18.56 2.36E-08 7.07E-15
MV-360-V Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
MV-360-V Max flow into cryostat Valve left wide open 1 1.74E-05 [33 x 5064 TBL ] 1.74E-05 0.9993 232 2000 18.56 2.36E-08 4.10E-13
MV-241-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
MV-247-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
MV-248-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
DPT-67-Ar Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 0.9993 232 2000 18.56 2.36E-08 7.07E-15
DPT-153-Ar Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 0.9993 232 2000 18.56 2.36E-08 7.07E-15
MV-248-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
EP-307-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
EP-78-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
PSV-156-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
MV-242-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
PI-243-Ar Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 0.9993 232 2000 18.56 2.36E-08 7.07E-15
MV-246-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
MV-128-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
PSV-136-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
MV-132-N2 Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
MV-132-N2 Max flow into cryostat Valve left wide open 1 1.74E-05 [33 x 5064 TBL ] 1.74E-05 0.9993 232 2000 18.56 2.36E-08 4.10E-13
MV-131-N2 Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
MV-127-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
MV-251-V Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
MV-252-V Max flow into cryostat Valve left wide open 1 1.74E-05 [33 x 5064 TBL ] 1.74E-05 0.9993 232 2000 18.56 2.36E-08 4.10E-13
MV-252-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
MV-253-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
MV-290-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
MV-254-V Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
PT-185-V Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 0.9993 232 2000 18.56 2.36E-08 7.07E-15
PT-186-V Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 0.9993 232 2000 18.56 2.36E-08 7.07E-15
MV-256-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
CV-256-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
MV-291-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
MV-294-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
MV-295-V Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
MV-296-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
PI-12-Ar Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 0.9993 232 2000 18.56 2.36E-08 7.07E-15
PT-19-V Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 0.9993 232 2000 18.56 2.36E-08 7.07E-15
PSV-210-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
PT-11-Ar Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 0.9993 232 2000 18.56 2.36E-08 7.07E-15
PT-33-V Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 0.9993 232 2000 18.56 2.36E-08 7.07E-15
MV-255-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
EP-205-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
RD-302-V Max flow into cryostat Premature Open 1 1.00E-05 NRC 1.00E-05 0.9993 232 2000 18.56 2.36E-08 2.36E-13
PSV-313-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 0.9993 232 2000 18.56 2.36E-08 2.36E-16
Luke Cryostat Treat as dewar, max flow into cryostat Leak/rupture 1 1.00E-06 FNAL 1.00E-06 0.9993 232 2000 18.56 2.36E-08 2.36E-14
Welds Max flow thru 25% pipe diameter Leak/rupture 100 3.00E-09 NRC 3.00E-07 0.9993 433 2000 17.0 3.66E-07 1.10E-13
Flanges Max flow thru 25% pipe diameter Leak/rupture 20 3.00E-07 NRC 6.00E-06 0.9993 433 2000 17.0 3.66E-07 2.19E-12
LAr vent piping Max flow into cryostat Leak/rupture 1 1.00E-09 NRC 1.00E-09 0.9993 232 2000 18.56 2.36E-08 2.36E-17
SUM 1.89E-04
* Denotes that the minimum O2 concentration is equal to the amount of cryogens present because the leak rate creates a minimum O2 concentration that exceeds the amount of cryogens present. SUM 1.01E-09
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Table 3.5a.2: PAB ODH Risk Analysis with NO ventilation running.

Pi Group Fan Availability R Q 02 Fi b==PiFi
Fail Rate Source of Fail Rate (Pi x #) Rate leak rate vent rate Concentration Fatality Factor ODH Rate
ITEM Comment Type of Failure # of Items events/hr Fail Rate events/hr events/hr SCFM SCFM % fatality/event fatality/hr
Nitrogen circuit
LN2 supply piping < 3" diameter, max flow into PAB Rupture - severed line 1 1.00E-09 NRC 1.00E-09 7.00E-04 1198 0 0 1.00E+00 7.00E-13
Condensor Treat as dewar, 25% pipe diameter Leak/rupture 1 1.00E-06 FNAL 1.00E-06 7.00E-04 260 0 0 1.00E+00 7.00E-10
EV-104-N2 Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 260 0 0 1.00E+00 7.00E-12
EV-105-N2 Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 260 0 0 1.00E+00 7.00E-12
EV-106-N2 Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 260 0 0 1.00E+00 7.00E-12
LT-10-N2 Treat as flange, max flow thru 25% pipe diameter Leak/rupture 1 3.00E-07 NRC 3.00E-07 7.00E-04 260 0 0 1.00E+00 2.10E-10
MV-119-N Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 260 0 0 1.00E+00 7.00E-12
MV-120-N Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 260 0 0 1.00E+00 7.00E-12
PI-44-N2 Treat as flange, max flow thru 25% pipe diameter Leak/rupture 1 3.00E-07 NRC 3.00E-07 7.00E-04 260 0 0 1.00E+00 2.10E-10
PI-133-N2 Treat as flange, max flow thru 25% pipe diameter Leak/rupture 1 3.00E-07 NRC 3.00E-07 7.00E-04 260 0 0 1.00E+00 2.10E-10
PT-1-N2 Treat as flange, max flow thru 25% pipe diameter Leak/rupture 1 3.00E-07 NRC 3.00E-07 7.00E-04 260 0 0 1.00E+00 2.10E-10
PT-27-N2 Treat as flange, max flow thru 25% pipe diameter Leak/rupture 1 3.00E-07 NRC 3.00E-07 7.00E-04 260 0 0 1.00E+00 2.10E-10
PSV-101-N2 Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 260 0 0 1.00E+00 7.00E-12
PSV-101-N2 Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 260 0 0 1.00E+00 7.00E-12
PSV-101-N2 Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 260 0 0 1.00E+00 7.00E-12
TE-6-N2 Treat as flange, max flow thru 25% pipe diameter Leak/rupture 1 3.00E-07 NRC 3.00E-07 7.00E-04 260 0 0 1.00E+00 2.10E-10
SV-117-N2 Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 260 0 0 1.00E+00 7.00E-12
Welds Max flow thru 25% pipe diameter Leak/rupture 50 3.00E-09 NRC 1.50E-07 7.00E-04 260 0 0 1.00E+00 1.05E-10
Flanges Max flow thru 25% pipe diameter Leak/rupture 10 3.00E-07 NRC 3.00E-06 7.00E-04 260 0 0 1.00E+00 2.10E-09
LN2 vent piping Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-09 NRC 1.00E-09 7.00E-04 260 0 0 1.00E+00 7.00E-13
Argon Circuit
LAr supply piping < 3" diameter, max flow into PAB Rupture - severed line 1 1.00E-09 NRC 1.00E-09 7.00E-04 6572 0 18.1 5.32E-08 5.32E-17
LAr supply dewar reliefs Max flow thru relief valve Premature open 4 1.00E-05 NRC 4.00E-05 7.00E-04 68.1 0 18.1 5.32E-08 2.13E-12
PSV-203-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 433 0 18.1 5.32E-08 3.72E-19
MV-204-Ar Max flow thru valve (Cv = 1.2) Valve left wide open 1 1.74E-05 [33 x 5064 TBL ] 1.74E-05 7.00E-04 1825 0 18.1 5.32E-08 9.26E-13
MV-204-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 433 0 18.1 5.32E-08 3.72E-19
MV-213-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 433 0 18.1 5.32E-08 3.72E-19
MV-218-Ar Max flow thru valve (Cv = 1.2) Valve left wide open 1 1.74E-05 |33 x 5064 TBL ] 1.74E-05 7.00E-04 1825 0 18.1 5.32E-08 9.26E-13
MV-218-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 433 0 18.1 5.32E-08 3.72E-19
PSV-219-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 433 0 18.1 5.32E-08 3.72E-19
MV-217-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 433 0 18.1 5.32E-08 3.72E-19
MV-365-V Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 433 0 18.1 5.32E-08 3.72E-19
MV-366-V Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 433 0 18.1 5.32E-08 3.72E-19
MV-365-V Max flow thru valve (Cv = 1.2) Valve left wide open 1 1.74E-05 |33 x 5064 TBL ] 1.74E-05 7.00E-04 1825 0 18.1 5.32E-08 9.26E-13
MV-366-V Max flow thru valve (Cv = 1.2) Valve left wide open 1 1.74E-05 [33 x 5064 TBL ] 1.74E-05 7.00E-04 1825 0 18.1 5.32E-08 9.26E-13
MV-480-HAr Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 433 0 18.1 5.32E-08 3.72E-19
MV-461-HAr Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 433 0 18.1 5.32E-08 3.72E-19
PSV-250-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 433 0 18.1 5.32E-08 3.72E-19
PSV-249-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 433 0 18.1 5.32E-08 3.72E-19
MV-202-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 433 0 18.1 5.32E-08 3.72E-19
MV-208-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 433 0 18.1 5.32E-08 3.72E-19
MV-239-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 433 0 18.1 5.32E-08 3.72E-19
MV-244-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 433 0 18.1 5.32E-08 3.72E-19
MV-370-Ar Max flow thru 25% pipe diameter Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 433 0 18.1 5.32E-08 3.72E-19
LT-13-Ar Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 7.00E-04 232 0 17.1 3.07E-07 6.44E-17
MV-360-V Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
MV-360-V Max flow into cryostat Valve left wide open 1 1.74E-05 [33 x 5064 TBL | 1.74E-05 7.00E-04 232 0 17.1 3.07E-07 3.74E-15
MV-241-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
MV-247-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
MV-248-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
DPT-67-Ar Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 7.00E-04 232 0 17.1 3.07E-07 6.44E-17
DPT-153-Ar Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 7.00E-04 232 0 17.1 3.07E-07 6.44E-17
MV-248-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
EP-307-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
EP-78-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
PSV-156-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
MV-242-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
PI-243-Ar Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 7.00E-04 232 0 17.1 3.07E-07 6.44E-17
MV-246-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
MV-128-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
PSV-136-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
MV-132-N2 Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
MV-132-N2 Max flow into cryostat Valve left wide open 1 1.74E-05 [33 x 5064 TBL | 1.74E-05 7.00E-04 232 0 17.1 3.07E-07 3.74E-15
MV-131-N2 Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
MV-127-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
MV-251-V Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
MV-252-V Max flow into cryostat Valve left wide open 1 1.74E-05 [33 x 5064 TBL | 1.74E-05 7.00E-04 232 0 17.1 3.07E-07 3.74E-15
MV-252-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
MV-253-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
MV-290-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
MV-254-V Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
PT-185-V Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 7.00E-04 232 0 17.1 3.07E-07 6.44E-17
PT-186-V Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 7.00E-04 232 0 17.1 3.07E-07 6.44E-17
MV-256-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
CV-256-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
MV-291-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
MV-294-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 2.36E-08 2.36E-16
MV-295-V Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 2.36E-08 2.36E-16
MV-296-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 2.36E-08 2.36E-16
PI-12-Ar Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 7.00E-04 232 0 17.1 3.07E-07 6.44E-17
PT-19-V Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 7.00E-04 232 0 17.1 3.07E-07 6.44E-17
PSV-210-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
PT-11-Ar Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 7.00E-04 232 0 17.1 3.07E-07 6.44E-17
PT-33-V Treat as flange, max flow into cryostat Leak/rupture 1 3.00E-07 NRC 3.00E-07 7.00E-04 232 0 17.1 3.07E-07 6.44E-17
MV-255-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
EP-205-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
RD-302-V Max flow into cryostat Premature Open 1 1.00E-05 NRC 1.00E-05 7.00E-04 232 0 17.1 3.07E-07 2.15E-15
PSV-313-Ar Max flow into cryostat Leak/rupture 1 1.00E-08 NRC 1.00E-08 7.00E-04 232 0 17.1 3.07E-07 2.15E-18
Luke Cryostat Treat as dewar, max flow into cryostat Leak/rupture 1 1.00E-06 FNAL 1.00E-06 7.00E-04 232 0 17.1 3.07E-07 2.15E-16
Welds Max flow thru 25% pipe diameter Leak/rupture 100 3.00E-09 NRC 3.00E-07 7.00E-04 433 0 17.1 3.07E-07 6.44E-17
Flanges Max flow thru 25% pipe diameter Leak/rupture 20 3.00E-07 NRC 6.00E-06 7.00E-04 433 0 17.1 3.07E-07 1.29E-15
LAr vent piping Max flow into cryostat Leak/rupture 1 1.00E-09 NRC 1.00E-09 7.00E-04 232 0 17.1 3.07E-07 2.15E-19
SUM 1.89E-04 SUM 4.24E-09
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Printed Date: 5/3/2007
E GREENHECK Job: FERMI LAB CRYOGENIC EXHAUST

Buitding Velue in Alr. Product Type: Fan

. . Backward Incl d Mark: Mark 1
ize: _ ackward Incline
Arrangement: 16 SWB Centrifugal Uﬁﬁt}" Fan

MOTES: All dimensions shown &re in units of inches.
Drawings are nol to scate. Drawings ara of standard unil and da not incluge dimensions for accessories ar desmon modifications.

e G625

] ez

24.375
— .34 —]

13,25 S Y 13 -
N n
28375 § \ ﬁ y — *[ F

19,125

R

| | i Jl [
| | I —

16875

SIDE VIEW END VIEWY

0.

Dfa. Hota 3625 fm—
‘I 4 AHOLES
; m 4.3
HOLE BHA.
3.55
[+ 0-—{ . _ I
EE]
g

}
§
16.75 ) ) SHQAF—T/_ L :

J—:— 21.375 -—-u-‘

L~——‘:- 2.62% o—-l

e 4225 — o

OUTLET FOOTPRINT

Page 61 of 237

CAPS 3414 CADocuments and ScitingsidhudsoniMy DocumentsiCAPS Jobs\FERMI LAB CRYOGENIC EXHALIST gg Fagedwf &



[ H GREENHECK

Building Value in Al

Printed Date: 5/3/2007

Job: FERM| LAB CRYQOGENIC EXHAUST

Product Type: Damper
Mark: Mark 2

.

7/ .
."ﬂ'&,

<Ny
b“""ti ’ 1.26

I'_ Max.

Notes: Al dimensians shown ate in units of inches,

IRFVE

W& H fumished aporoximalety 0,25 in vndersized and Sd:"]lﬁ.r refar to
damper dimensions (sleeve thickness is not included),

Electrcal accessony witng terminates at the accessorny,
Fleld wining is redquiced Lo individual components,

VCD-23

Low Leakage Control Damper

Application & Design

The mode! YCD-23 is 2 ruggedly buill low teakage cantrol damper for
application as an autemalic contral oF ranual balanc ng damper, A wide
range of eleciic and prresmalic actuators are available, Man-fackshated
dampers will be supplied with a blade drive laver for Internal aciuator
mounting unless extermal acluator mounting is specified in whith case an
extensinndpbn kL will be pravided. The VCEB-23 iz intended for applicalizns i
low to redium prezsure apd velocity syslems.

* FRAME: Galvanized, 5 ih x T in hal channg), reinfarced Carmers, fow profile
head and sill on dampers 17 in high argd Smaller. {WWhan 304 55 malerial iz
selecled the frame, blades and all damper components will be previded in 304
S5 excepl: (he actualer, maunling hardware and jackshaf)

* BLANES: Galvanized, reinforced wilh 3 [ungiiud%nar structuralty designed v's.
= LINKAGE: Shde linkage oul of air stream,

= ARLES: 0,50 dia.

CONSTRUCTION FEATURES

Blade Actton: Qpposed Skring; Morminal

Frame Typer Channal Frame Thickness (ga): 18

Materiat: Galvanized Actuator Type: 120 VAT

Axla Matatfal: Steel Actuatar Maunt:  Ext Sidoplate

Axie Hearings: Bronze Actuator Lacation: Lefl Side

Linkage Ralarial: Slee Fail Posttion: Cpen

Biada Saal; Silicone Cyele: G0 Cycle

Jamb Seal Mat.: 304 55
D # Tag ay | wum | Honm Drive Arr. Actuator e f_ff,fgf;f‘f ""Eﬁ;“‘
i-1 i 20040 20,000 1-1FEL-0 FSLF-120 1 & 1.5

Page 62 of 237
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[ B GREENHECK

Building Value in Air.

Printed Date: 5/3/2007
Job: FERMI LAB CRYOGENIC EXHAUST
Product Type: Louver

Mark: Mark 2

Mates: Al dimensions shown ara nynils of inches.

= oy

AAAANANNX] -

Height & Width fumished approxirmatehy 0.25 inunder size.

CONSTRUCTION FEATURES

EDJ-430

Drainable Head - 30° Blade
Application & Design

High Perfarmanca Dralnabla Head Stiationary Louver podel EG430 is a weather
lowver dezigned 1o prolect &ir intake and exhaush openings in building extesar
walls. Design incorporates drainable head, S?'Ie ades, sloped sill and high free
area {o provide maximum resislance to rain and weather while providing minimum
ragistance o aiffiow. The EDJ-420 s an exlvemely efficient louver with AMCA
UEENSED PERFORMANCE DATA enshling designers ta salect and apply with
canfdence.

STANDARD CONSTRUCTION FEATURES

« Frame: Heavy gauge 606375 extruded alumingra, 4 it x 0.087 in eominal
dimensons.

« Bladas: J shyle, BOE3TS extruded aluminue, 0.0871 in nomial wall thickness,
posiligned at 30° angles on approximately 3 in centers,

+ Blrd Screen: 0.75 inx 0.051 in fatened expanded aluminum in removabla frame.
Suieen iz mounted ok Inside (read),

+ Finizh: Mill.

SELECTED OPTIONS & ACCESSORIES

:;:;‘;1%‘;‘:} fins: F‘E’“?;fg internally mounted flateqed expanded suminum bird screen
Frame Thickness {in}: 2.081
Blade Thickness (fny: [.081
Sizing: Maorribal
Shapo: Redangubar
Material: Alumkniurm
Tag List;

b # Tag aty | wiin Him | PR | Wes | Peex [ Shie

2-1 1 25,000 26,000 2.05 1 1

FPERFORMANCE
Velume | Fres. Dro Atr Vglogity
ID#% Tag Qty | CEm I wa) P iy | | BPWP
24 1 2.000 02 97 541
CAPS 3.4.1.4 C:ADozuments and Setlingsidhudzaniidy DocumentsiCAPS JobstFERMI LAB CRYOGENIC EXHAUST gej Fage 5o0f 6



E GREENHECK Printed Date: 5/3/2607

Building Value in Air Joh: FERM! LAB CRYQGENIC EXHAUST

Damper & Louver Drive Arrangements

14-1FEL-0 gf 11CEL-D

Page 64 of 237
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Terry Tope - 4.5.07
3.5b1 - 1/6

3.5b1 — Pressure Vessel Engineering Note for Luke

See 4.1a for relief valve calculations and 4.1aa for supporting relief valve
calculation documentation.

Relief valve certifications are included at end of pressure vessel engineering note
along with the Form U-1A Manufacturer’'s Data Report for Pressure Vessels.
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PRESSURE VESSEL ENGINEERING NOTE

PER CHAPTER 5031

Prepared by: Terry Tope
Preparation dater 3.15.07

i pescription and Identification
Fill in the label information below:

| This vessel conforms to Fermilab ES&H Manual
Chapter 5031

|vessel Title FLARE Materials Test Station Cryostat
Vessel Nusber PPD#10100 | = Obtain from Division/Section Safety Officer

Vessel Drawing Wumber D-13109101

Maximom Allowable Working Pressures (MAWP):
| Internal Pressure 35 peig
External Pressure 15 psig

Working Temperature Range =320 Op _1lob o . |
Contents Liquid Argon
| pesigner/Manufacturer Chart; Inc.

Test Pressure (if tested at Fermi) Acceptance s=Document per Chapler 5004
Date: | of the Fermilab ES&H Manual
P5IG, Hydraulic  Fneumatic |
hoccepted as ﬁtjgftnq to standard by
of niui-iun.-";mtim FPO Date: jﬂ’l’é? « Actual signature required

WOTE: Any subseguent changes in contents,

pressures, temperatures, valving, etc., which
affect the safety is vessppl shall require
another review.

Data: fé/é’f

Director's signature (or designee) if the vessel is for manned areas buk
dossn’'t conform to the regquirements of the chapter.

Reviewed by:

Date:
Date:
ES5&H Director Concurrence
Amendment MNo.: Reviewed by: Date:
Fermilah ES&H Mamual B031TA-1

9 l||' m Page 66 of 237
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Lab Property Number(s):099938
Lab Location Code: 502 (obtain from safety officer)
Purpose of Vessel(s): Test contamination effects of proposed LArTPC

materials on ultra high purity liquid argon.

Vessel Capacity/Size: 250 liter = Diameter: 22 inches Length: 37.5 inches
Normal Operating Pressure (OP) 20 psig
MAWP-OP = 15 PST

List the numbers of all pertinent drawings and the location of the originals.

Drawing # Location of Original
D-13109101 Chart Inc., 1300 Airport Drive,

Ball Ground GA 30107

2. Design Verification

Is this vessel designed and built to meet the Code or “In-House Built”
requirements?

Yes_ X  No .

If“No” state the standard that was used .

Demonstrate that design calculations of that standard have been made
and that other requirements of that standard have been satisfied.

Skip to part 3 “system venting verification.”

Does the vessel(s) have a U stamp? Yes_ X No . If "Yes",
complete section 2A; if "No", complete section 2B.

A. Staple photo of U stamp plate below.
Copy "U" label details to the side

Copy data here:
NAT'L. BD. NO.

168161

CERTIFIED BY

CHART, INC.

RT-2

MODEL: DEWAR R

M.A.W.P.: 35 P.S.I. @ 100 °F
M.D.M.T. -320 °F @ 35 P.S.I.
MAEWP 15 psi @ 100 °F

2005 S/N CEGRZ05L102

DUPLICATE

Fermilab ES&H Manual 5031TA-2
09/2006
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Figure 1. ASME Code: Applicable Sections

2B.
Summary of ASME Code

CALCULATION RESULT
(Required thickness or stress
Reference ASME level vs. actual thickness
Item Code Section calculated stress level)

vs
vs
vs
vs
vs

Fermilab ES&H Manual 5031TA-3
09/2006
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3. System Venting Verification Provide the vent system schematic.

Does the venting system follow the Code UG-125 through UG-1377?
Yes X No

Does the venting system also follow the Compressed Gas Association
Standards S-1.1 and S-1.3?
Yes _X No

A “no” response to both of the two proceeding questions requires a
justification and statement regarding what standards were applied to
verify system venting is adequate.

List of reliefs and settings:

Manufacturer Model # Set Pressure Flow Rate Size
Anderson Greenwood 83SF1216F 35 psig 227 SCFM Ar___ 1.5" x 2.0"_
BS&B (rupture disc)_ _ JRS 55 psig 1066 SCFM Ar_ 1.5"

4. Operating Procedure

Is an operating procedure necessary for the safe operation of this

vessel?
Yes No_ X (If "Yes", it must be appended)
5. Welding Information
Has the vessel been fabricated in a non-code shop? Yes No_ X

If "Yes", append a copy of the welding shop statement of welder
qualification (Procedure Qualification Record, PQR) which
references the Welding Procedure Specification (WPS) used to weld
this vessel.

6. Existing, Used and Unmanned Area Vessels

Is this vessel or any part thereof in the above categories?
Yes No_X

If "Yes", follow the requirements for an Extended Engineering Note for
Existing, Used and Unmanned Area Vessels.

7. Exceptional Vessels

Is this vessel or any part thereof in the above category?
Yes No_ X
If "Yes", follow the requirements for an Extended Engineering Note for
Exceptional Vessels.

Fermilab ES&H Manual 5031TA-4
09/2006
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THIS VESSEL CONFORMS TO FERMILAB ES&H MANUAL
CHAPTER 5031

Vessel Title

Vessel Number

Vessel Drawing Number

Maximum Allowable Working Pressures (MAWP):

Internal Pressure

External Pressure

Working Temperature Range OF OF

Contents

Designer

Test Pressure (if tested at Fermi) DATE /)
__PSIG, Hydraulic Pneumatic

Accepted as conforming to standard by

Of Division/Section

NOTE: Any subsequent changes in content, pressures, temperatures, valving, etc.,
which affect the safety of this vessel shall require another review and test.

Figure 2. Sample of sticker to be completed and be placed on vessel.

Fermilab ES&H Manual 5031TA-5
09/2006
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FORM U-1A MANUFACTURER'S DATA REPORT FOR PRESSURE VESSELS
(Abiermative Form for Single Chamber, Compleicly Shop-Fahricated Viessels Onlv)
hﬂﬂﬂhﬁmﬂhhﬂﬂﬁ%&mﬂﬂ_ﬂ“]

1. Manifactured and cenfed by CHART, Inc,, 1380 Alrpor Drive, Ball Ground GA 30157

Hame and address of Manuischirer|
2. Manuiestured Tor ETOCK
[Mame ang pcidess of purchase
3, Locabon of remilation_ Unknown
fHame pre pamess)
4 Type _Yerfical / Tank CEGRISLIN1-108 —  B-1390Y0Y  IEMGIGHE ]
fHore. o wer ] il s sanial W ) [CRH) [Diearring M ) [Meafl. Bl o) (Y osmr uaslt)
& Ve chemical and physical properies of all parts mesd the requiremants: of maberial specifications of the ASME BOILER AND PRESSURE VESSEL
CODE. Tuﬂm Mmum&wwhm1 H
Yo
o PR
iesicwsrcm (Lunie) Gt Case Mlog Sperl Sarvece par LIG-120 ()
6 Shell: . e I ¥ I N —
[Wall, (Spec. Mo, Gmde} Hom. The [n} (o, Alow. [} D LR & ) Length [ovend) it & n)
7. Geams: TYPED ~MA___ WA TYPER _  HNONE —
e [, AT ER M M. Temp Tome [hr]  Garth fwesided [l FLT. {Spol, Fo of Courses
Sngl., Lap, Butf) (Bpol o Full] F Sngl, Lap, Butl) Fariial, or Full
B Hesds: (o) Mt MR (o) Miatl. _SA-240 T 304
Spac. Mo Geade) Fopec. M., Grade)

Location (top, | Minimum | Comosion Crowm Kruchkle Eliphcal Comical Heamsp s al Fiad Sace bo Pressure
H::ﬂuln. Ends) T"E'_ l.lﬂ_l-m Rﬂn Fl:il.n F!_Eu- -‘plihnﬂr Fadus Diamaber |(Coneex n:_’:mw]
ja) | Top MR A LI N IS, WA MiA HiA 217
it) | Botiom [T (17 o 1378 (T [Ty [y [Ty Concave

¥ remavabile. bolts used (descrise other fastenings) _ BOLTS ARE NOT FURNISHED

Ml Spec Mo G, Sow, Mo )

] MAWF 38 ] peis bl e temp. 100 0o F
[erruad] et (el [reheTed]
bin. gegign medal lemp._ - 330 et _36 pel. Hygp. preu., or COMB. test pressure §3 P
10, Nozzes, inspection and sabely valve openings: = g2 i
Furpose Mo, DCiiarm Ty Magi . Reinforserrent i Lelsn
Outiet_Drain or Saw 1 Tk Matl Anached
INLET! DUTLET 1 22.00" 1D FLANGE E TE04 ™ Pdinive lI'il-'IiJEb Hil

11. Supporia: Bkn Mo quu__uglu!a. Oiver WONE =~ Atisched N
[ of e M) e ] i e Hom )

12 Remarks. Manuiscturer's Partial Cata reports propery identifed and sipned by Commissioned Inspacions have besn fumished for the following
fnms of the neport O

P.I'Hli‘l-t_l'l.l'l'lﬂ' Iﬁ_‘:. name and dendhng simmp)

We cerlify that the statements made in Sis report are correct and that all d
ponform o the ASME Code for Pressure Vessels, Section VI, Divsion 1. *U"
Dt _ 1208 Cio. name CHART . Inc,

Warssacie|

‘eassl consiructed by _CHART. ing, at_Canton. GA
I, the undersgred, holding & valid comeasn soed by the Natioral Board of Boller and Pressurs \Vesssl Inspectons andior the Stste or Province of
_Georoia and employed by _OneBescod Americs INSurance ©ompany

have inspected the component described in this Manulacturer's Dats Repafton 12 J00E a0 stabe thal, 1o the best of my
Krewiedge mnd baliel, the Manufaciuner has construcied this pressure vesssl in accordance with the ASME Code, Section VI, Divsien 1. By sigring
ummmwwuwm I , Bupreases of implied, conceming ihe pressure vesss| described in this
amplcyor shall be abis n any manner for any  personal infury of property

Date Signed 2 o2 & : : : Commissions_NBE : ML/ 24¥3 Thg ¥ 538
[Autnonzed Txpects| [Nal Bl [rchucde. encorsminty), Stae. Prov_and Mo |
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REME Fannfazturerts Cartificate af fonformance far Eressure Aellef vol-es
Farcr O¥-1 (Section WIIX|

2. Manulzctured by: Aodersmn Geercwood Crosby - Skafford, Texas
2. Table =f Ceode gymbinl atamped Zeenn:
m taca 3] oofF Tyre EFize, SEL PIeaNITE, 06 iq Capaciby T=ak Jace CI Name 21 sigmarixo

[eeriai Ha) Cerk B {BDS) \Bagcplace] Fluid Code

C5-S5T06 usoafos SLOG 1 msmzier ii  d0o35 PSIG 244 somw Bygr soE D M. ad

1. REcarka: Lel4aB.00l

e e e T R e e R e e e e mm e e —————— e e e e e

TERTIFICETE DF SEOF COMELIMNKCE
By Ehe eigmacuze of che Certified Irdlwidwil [CI1 cated aboce, we certify that Ehe atatonentm mads ia chis SEQECE ATE CCTIYEZE and

Cnat ali d2-adie for design, materdial, eodebruction and workranship of the poensire rellet dewices confearm wish Ebe reguiserTenze of
Secticn WTIL, Pivisico E of Lbe ASYE Baller and Preessyrc Yessel “ode.

W Dertiricate pf Ritkazizaticon Bo. 3753 Exglires Decesher 51, 2007

j

[Ragpk

Dakr: ‘.i“q&g'% Signea:

My Brdersar Greoowocsd Coooby - StafFord, Tesme
iMERuZactuner;

Ze represantatival
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SA1LES ORIER MI: LE14E8, A6

TIOS WAINES & CONTROLE-S
17315003-C2

CULTRE=R:
PO WIFDE=:

B L e T e At e it e e i J
| BELLGMWS Hi
| @-RING THST

| | EFRIMRAY
SERLAL HO | TG | FRASSSTRE
i | PARTS TEST |

i h mmeme e m— e m e ——————————— e ——m —— — m e i m A —— e — A AEAimEaR Emanf e

15-55756 1 | |
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L T T e e A ]
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T T L Ll

0E-SE705 L | [
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TYMD AREAVERS R DCMORAOLE LE
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REOERS0E GAECHTOE CROSSY

FO¥FTOTICEH ML TEST REFORY

oHI®T TO IT5T; FERML LRSS
20HRCT FOWBER: J30555F12. 16, . F0MHI3ES3AES
oAAT MHER: LE2418, 001

| SRCOKDREY | AEST | ERFEFLATE
| eREssDRE | TECH | SET &

FEAT/CHIF X0Y=ERS FOR TRRCEAALE [TMAINEHTS

|
| FLANSE IK | ELANGE OOT

;

o—— e —— o ——
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SPECIFIEH

ARSEAT
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e e m e P e

i " I I I I

SDI0E FURMS=GRABAR, FOAMART=FNT:C, HOOIFY =3, EXt -

1

1

fmmmrm e . ————

LATE PAIKTED: 11/01/63

PAa55: 1
a5

,A‘—é:uwf) 1/’

|  =ZEAK TEST

|
| |
| roeppar TOE |
B -
|
+

I a

RIS g

et LR P e e |

L VEAIFIZE/INTE
thSFECTED 5Y:

Ha

|
|
|
! ROY 0§ 2006
|
|
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Terry Tope - 3.29.07
3.5b2 - 1/8

3.5b2 — Updated Pressure Vessel Engineering Note for PAB (Formally PS1)
Liquid Nitrogen Dewar

See 4.1c for relief valve calculations.

Relief valve certifications included at end of pressure vessel engineering note.
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PRESSURE VESSEL ENGINEERING NOTE

PER CHAPTER 5031

Prepared byt Terry Tope
Preparation date: 4.23.07

1. Description and Identification
Fill in the label information below:

This vessel conforms to Fermilab ES&H Manual
Chaptar 5031

Vessel Title Liguid Witrogen Dewar #14
Vessel Number RD#1079 s—Obtain from Division/Section Safety Officer

Vessel Drawing Humber H/A

Maximum Allowable Working Fressures (MAWF):
Internal Pressure 75 psig  + full wvacuum
External Pressura Hot Rated

Working Temperature Range =320 “F 100 k! 4

Contents Liguid Mitrogen

Designer/Manufacturer C.E. Howard Corporation

Test Pressure (if tested at Fermi) Acceptance | #=Document per Chapler 5034
Date: of the Fermilab ES&H Mamwal
FSIG, Hydraulic Foneumatic

.H.nnagl'l:ad as f_gn!&fq to standard by

|
of Diuiuinné’actim] E,Fja Date: ‘é % =— Actual signature reguired
I

HOTE: Any subsequent changes in contents,

pressures, temperatures, valving, etc., which
affect the safety of this vesgel shall require
another review.

Date: "5/,/5 'J;/l'-'-""?

Director's signature {(or designee) if the vessel is for manned areas but
doesn't conform to the requirements of the chapter.

Reviewad by:

Date:
Date:
ESsH Director Concurrence
Amandmant Mo.: Reviewed by: Date:
Fermiilah ES&H Mareal S031TA-1

Page 75 of 237
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Lab Property Number(s):
Lab Location Code: 502 (obtain from safety officer)
Purpose of Vessel(s): To supply liquid nitrogen to PAB.

Vessel Capacity/Size: 7000 liters Diameter: 84 inches Length: 167 inches
Normal Operating Pressure (OP) 30 psig

MAWP-OP = 45 PST

List the numbers of all pertinent drawings and the location of the originals.

Drawing # Location of Original

N/A

2. Design Verification

Is this vessel designed and built to meet the Code or “In-House Built”
requirements?

Yes X  No .

If“No” state the standard that was used .

Demonstrate that design calculations of that standard have been made
and that other requirements of that standard have been satisfied.

Skip to part 3 “system venting verification.”

Does the vessel(s) have a U stamp? Yes_ X No . If "Yes",
complete section 2A; if "No", complete section 2B.

A. Staple photo of U stamp plate below.
Copy "U" label details to the side

Copy data here:
C.E. Howard Corporation

Built for Cryo Sonics Inc.
Service: Liquid Nitrogen_
Date: 1961 Code: 1959

Design Pressure:

75 psig + Full Vac.
Test Pressure: 150 psig

Design Temp:

-320 °F to 100 °F I.T

Serial Number 489

Fermilab ES&H Manual 5031TA-2
09/2006
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Figure 1. ASME Code: Applicable Sections

2B.
Summary of ASME Code

CALCULATION RESULT
(Required thickness or stress
Reference ASME level vs. actual thickness
Item Code Section calculated stress level)

vs
vs
vs
vs
vs

Fermilab ES&H Manual 5031TA-3
09/2006
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3. System Venting Verification Provide the vent system schematic.

Does the venting system follow the Code UG-125 through UG-1377?
Yes X No

Does the venting system also follow the Compressed Gas Association
Standards S-1.1 and S-1.37?
Yes _X No

A “no” response to both of the two proceeding questions requires a
justification and statement regarding what standards were applied to
verify system venting is adequate.

List of reliefs and settings:

Manufacturer Model # Set Pressure Flow Rate Size
Anderson Greenwood 8151216G 75 psig 731 SCFM Air_1.5" x 2.0" _
Fike (rupture disc)__ CPV BT __ 105 psig_ 3024 SCFM Air 1.5"
Chart Industries Herose EPD 75 psig 30 ms close 1 %~

Fill Shut Off Valve _

4. Operating Procedure

Is an operating procedure necessary for the safe operation of this

vessel?
Yes No_ X (If "Yes", it must be appended)
5. Welding Information
Has the vessel been fabricated in a non-code shop? Yes No_ X

If "Yes", append a copy of the welding shop statement of welder
qualification (Procedure Qualification Record, PQR) which
references the Welding Procedure Specification (WPS) used to weld
this vessel.

6. Existing, Used and Unmanned Area Vessels

Is this vessel or any part thereof in the above categories?
Yes_ X No

If "Yes", follow the requirements for an Extended Engineering Note for
Existing, Used and Unmanned Area Vessels.

7. Exceptional Vessels

Is this vessel or any part thereof in the above category?
Yes No_ X
If "Yes", follow the requirements for an Extended Engineering Note for
Exceptional Vessels.

Fermilab ES&H Manual 5031TA-4
09/2006
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THIS VESSEL CONFORMS TO FERMILAB ES&H MANUAL
CHAPTER 5031

Vessel Title

Vessel Number

Vessel Drawing Number

Maximum Allowable Working Pressures (MAWP):

Internal Pressure

External Pressure

Working Temperature Range OF OF

Contents

Designer

Test Pressure (if tested at Fermi) DATE [ ]
__PSIG, Hydraulic Pneumatic

Accepted as conforming to standard by

Of Division/Section

NOTE: Any subsequent changes in content, pressures, temperatures, valving, etc.,
which affect the safety of this vessel shall require another review and test.

Figure 2. Sample of sticker to be completed and be placed on vessel.

Fermilab ES&H Manual 5031TA-5
09/2006
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{y5o Vilhise VALVE REPAIR WORK ORDER
Controls

Bolingbrook, IL 60440

800-261-3324 Page of ver 5672 KR
Customer _F ERMIL LAG POS

location _ BATANVEA XL DaleRecd _H=lS-0&

RECORD OF ORIGINAL NAMEFLATE DATA

Pro. M. Anderan Gracauuced Cepacty 442 =c Fyn  CHANGE IN SET PRESSURE:

TypaMNo. SBl=lall &é& ASME Code Stamp ___LL\/ ResetTo _ 74 PSIG
InletiOutlet L5 in./___in Mir.SN_Bé& /09 €25 NewCapacty _J3hS Sefé4
Set Press  d b PSIG TagNo. S\ 099 N
RECORD OF PRETEST (AS FOUND) TrimMNo. T8  pecorD OF PREVIOUS REPAIR
Test Pressure Pretest Sign-Off By 7
Blowdown Tested by Model _— Sel —
Tightness Data ___ Capacity _— Date 9-1v-F 5
Action M&TE SIN Unique # 2 84 A3 =2-70R Slamp TESTE LD AML
RECORD OF DISASSEMBLY & CLEANING RECORD OF CRITICAL INSPECTION & MACHINING
tem (s} “As Found Conditions” Comments 0K |Machine Replace
Cap and Lever X
Bonnet/Compr Scr: 1,4 13- X
Spring/Steps Springw X i
Spindie/Disc TIR X
Guide/Ad). Rings ' =
Other {Specily)
RECORD OF R ENT PARTS
Part bo ——WM )
Oy, 4 gos5- ooey SOnFT oODs KL | 15 l4 - 00 3
03.1eld. 00 L gﬂr‘,'ﬁﬂ. 175239)- o0
Notes P Reset Y4IVE #0 15PST Gt Custotel fequeit:
RECORD OF TECHNICIAN SIGN-OFF RECORD OF FINAL TEST RESULTS - e ~
Repair Step Initials Date Test Stand/Media ﬂ_; = TYCO VALVES & CONTROLS
Mameplate 4&%&'—& Tes| Prassuns =N g R
:. I 3 H =i Elﬂmdn“ —
- o 5 41 swwgll$f-?|§_ﬂ-
Cuoaning 0 12300 Tighiness o
J-A- ke T S£7 PRESS :
inspection —418) p- < MATE SN I it Y
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Tycaivalves VALVE REPAIR WORK ORDER

& Controls
Bolingbrook, IL 60440

800-261-3324 Page of VRS2 K
Customer _FERMI LA PO#
Locaion _ PATANTA Tl DateRecd - 2-725-0&

RECORD OF ORIGINAL NAMEPLATE DATA
Pv.Mir.  Andersen Greenwscod Capacity _'-tﬂa_ss.em_cwce IN SET PRESSURE:

TypeNo. _8/%/2/6&  ASME Code Stamp UL\ Reset To 745 PSIG
InletOutiet /.S in./___in. Mir. SN_$6/09 676 NewCapacity __Z3[-5 SCFEA
Set Press H0 PSIG TagNo. SV /OO AN
RECORD OF PRETEST (AS FOUND) TimNo._ T_O O RecORD OF PREVIOUS REPAIR
Test Pressure Pretest Sign-Off By_A-.uu.A.ALAJ..\LE
Blowdown Tested by Sl —
Tightness Date Caoauly = Date_<3-/4-98
Action MSTESN Unique # 226028~ %-AWNR Stamp 7ESTEL ON-
RECORD OF DISASSEMBLY & CLEANING [RECORD OF CRITICAL INSPECTION & MACHINING
kem (s): “As Found Conditions” Comments OK |Machine  |Replace
Cap and Lever X
Bonnet/Compr Ser. /, 969 _ X
Spring/Steps Sprng# E x
Spindie/Disc TIR %
Base/Nozzle Bore Dia. (o
Guide/Ad). Rings X
Other (Specify)
RECORD OF PARTS

Part o PO#
0Dy, ygos .n09 Ns kKETYT 115 .90
O3.0fa, 002 109 /232392-9¢
Notes
RECORD OF TECHNICIAN SIGN-OFF RECORD OF FINAL TEST RESULTS 7 e B
Repair Step initals  Date  TestStndMeda ZBL0@R-A1C TYCO VALVES & CONTROLS

— MmF  R-S-04 TestPressure By <R
mo-,“w /) 29306 oo — wen- 56 77R owe S
o B SDR-06  vpmen _LE ® W%&/—Aé—
inspection — L2 S-93-0C  \uresn _ZL 790 g7 [Vp
o 2305 ScFa
N
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Terry Tope - 3.29.07
3.5b3 - 1/18

3.5b3 — Old Pressure Vessel Engineering Note for PS1 Liguid Nitrogen
Dewar

Previous relief valve calculations are included.
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e

PRESSURE VESSEL ENGINERING NOTE
PER CHAPTER 5031

Prepaced by: Bruce Sguices
FProparaticn daca: Ji-Aug=37d

1. Deacripeion and Tdentificacion
Fill in che label information balow:

Thia wvessel confarma to Fermilab ESEH Manual
Chapras 5031

Vesael Ticle Liguid Hicrogen Dawar #14

Vesanl Humbar RD Q079 Obcain from Satecy Offlcar
Diviaion/Seccion
Vessel Drawing Humbar H/A

Maximus Allewable
Working Pressure (HAWP) 75 paig + Full Vac,

Working Temperature Range-320 oF 100 or

Concencs Licquid Nitroogen

Designer/Hangfacscuras C.E. Howard Corporation

Teaat Preasure (Lf reaced at Fermi]l Acceptance Docymmnt pos CRApPLEC

Dace: S0 of the Fermilab
ESEH Blamizal

¢ Hydraulie Freumatic

o acandacd by

af DivisionfSecrion E) l::'zﬂ::t:ﬂj * .j‘f'?.. Actual signatufe cequired

MOTE: Any subsegquent changes in conatenta,
pressures, Leamperatuces, valeing, ete., which
affect the safety of this vessel s=hall requirae
another oeview.

Reviewed by: ~£ ¥ . Dake: .r’i',."’r_'l-"'ff?L
Direceor's aifmature (or designee) if che wvessel ia for manned areas buc
dogan't coenform to the requirements of the chapter.

Date:

Amendment Mo, : Raviewed by: Date:

Fermilab ES&H Manuai SO3TA-S
Rev. 192
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lLab Fropercy Humbar(3) @

tab Location Code: ESl [obtain from safery officer)

Furpose of Veaszalis):To su

Vessel CapacityfSize: 7000 liters Diameter: 84"  Length: 167"
Hormal Cperating Preasure (GF) 24 = 27 paiag
MAWP=0P = 48 PSI

—
H31TAS Fermuiab ES&H Manuai

Rev. 392
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t the numbers of all
ginals.

f.i=
Ao
e

L4

ey

pertinent drawings and the locaticn of the

Lacatioan of Original

N

Reaign Versficarion

Does the vessel(s) have a U stamp? YesX No AR Y S (T LIRS (R0
out data below and skip page 3; if "No", £ill out page I and skip this
page.
Staple photo of U stamp plate below.
Copy "U"™ label details to the side
Copy data here:
C.E. Howard Corporation
Built for Cryo Sonics Ine.

Service: Liguid Nitrcagen

Date: 1961 CCDE: 1959

Design Presssure:

75 psig 4 Full Vac.

Test Pressure: 150

Design Temp. :

Fermuiah ES&H Mansal

SO31TA-7
Rev, 392
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Provide ASHE deaign caleulations in an appendix. ©On the aketeh below,

circle all applicable sections of the ASME code per Section VIII, Diviaieon
i. (Only for non-coded vaszala)

B ]

Boey e
POL UG- 32 m — For, G-I Ewn
I-— B Frth o il
Fiflard i, G T o e— R —— I | —
oz, L~ Flaral 2 Fig.ia-48 Por s - 3T 08T | 5"_:'"'"""'#__' I
Lo b I el i a0 U200 ﬂ..""lr s } P e
Tor dpreg.ol o - t
S s Telimnke Bl barindii
P G " h-w:: F i bgrarra= TopeEd B0 BT ;#‘E:.Hi ard L
[ masrcton conreng - Er':gh:;w i "w"!" P, LWL, 2
Foe 3 - 46 S T e Cwcumiprentol Fup L9
Par Urd= % gng 13 e ] m
Corarpl Pand Fag Ww=13% Cpiong
Pe= ig-32 ; LI Paaar o LG = el G- 24
Por =50 Ter Lt D
i 2]
W il ament L v Erpn PR i
m‘-ﬁr-:m -
L= S g B e B
PR Tkl Lw-i2 SO g Lhom 8 T S KT Por, UG-33F
PR -r#ﬂlﬂ-ﬂulﬂ-l Q1 W T I
Eorees 8 NHGH = lolerana: i
For, UG- 11 L F* rodad
of vl
Pl WS ~2T
1rr el el o Linings Tmm E
w':;' E— '::',“u:“:'"“ Por UG-26 | Por uw=-40 Eu-.:::_
Tabls G -4 I’u;lLrﬁ- i ] ¥ e Part-1L PorUw-v

Fop UW-19
Pl Tk Parias. ﬁfﬂ-ﬂlmin \‘\'HI'I el g o e
it haet ®

G P, =15 g F g Linw il Potar, L = 4 %
oot =t T T "
Summary of REME Code
CALCULATION BESULT
(Required thickness or streas
Reference ASHE lavel vs. actual thicknesa
Lism Cods Sesrisn calenlates arrmss Jagmll
va
vs
va
va
va
SITA-8

Fermuiah EX&H Manamal
Rev, 3y92
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3. Syatem Venring Yerificarion Provide the syatems schamacic in the Appandix.

Ia it poasible to isolate che celisf wvalvea by & valve from the
vessel?
Yes__ NoX
If "Yea™, the ayacem msuat conform teo code rules. FProvide an
axplanation on the appended achematie. (An izolatable veasal,
not conforming to coda rule i3 non-compliant under this
chapter.|

Is the relief cracking pressurs asc at or below che M. A.W.P.7
Yaa X Na Actual secring 40 PSIG
{A “Ho® reasponae wviclates thia chapter.]

Is the pressure drop of the celief system at maximum ancicipated flow
such that veasel presaure never cises above the follawing? (G L25)
Tead Ho 110% of HAWF {one celief)
1160 of HAWP (multipla celisfa)
121% of HAWP (unexpected heat scucce)

Provide test or calculacicnal proof in the Appendisx.
[Hon-conforming pressure rises is nofd-compliant undar thia Chapter.)

i = = e
Hanuiscturas Model # Spr Peasspzs  Elow Habe Sizm
Andaracn Gresnwood B151216G 40 P5IG 442 SCFM Air 1-1/2 x 2~
Fikeg CPY BT 105.33paig HiA i=-1/2%
Does the primary celief device follow UG=1297 YaeaR Ha

(A "Ha" response iz non-compliant under this chapter)
4, Opereating Procedure

I3 an operating procedure necessacy for the safe cperacion of thia

vasagl?
YTos HoX (If "¥es™, it must be appendad)
- Helding Infeematicon
Has ctha veaszel besn fabricated in a non=code =hop? Yas Noi

If "Yea~, append a copy of the walding shop statement of weldar
qualification (Procedure Qualification Record, POR) which
references the Welding Procedure Specification (WPS) used ta
wald this wvesasl.

Fermilab ESdH Manual

E

ITA-S
.3m

¥
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Is this vessal or any part theresf in the above categoriea?
Tesk Ho Exisriny

If "Yea", follow the Engineering Note requirements for documentcation
and append to Hote.

ARG }H__“j? peanil & RD IO forme TPL.  Thin

S3ITA-10 Fermulab E5dH Mansal
Rev. /92
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APPENDIX A

Venung Calculations for the
Inner Vessel of the Liquid Nitrogen Dewar #14

INTRODUCTION

This appendix to the liquid nitrogen dewar #14 engineening note shows that the inner vessel
15 properly relieved in accordance with Section 5-1.3 of the Compressed Gas Association (CGA)
Standard and the Fermilab ES&H manual. This appendix is divided ino five sections, namely,
loss of vacuum, fire condition, failure of the pressure regulator on the pressure building coil,
pumping overfill, and rupture disc capacity.

For conservative estimates of the values determined here, the nitrogen is considered as
saturated at 44.35 psia. The ASME Code stamped relief valve will maintain the pressure in the
inner vessel below 110% of the MAWP {CGA 5-1.3 4.9.1.1) during operational emergencies (i.c.
loss of vacuum, failure of the pressure regulator on the pressure building coil, and pumping
overfill) and within 121% of the MAWP (CGA 5-1.34.9.1.3) during fire conditdons.

These calculations are based on the relief valve ser at 40 psig, therefore, the relief can be set
as high as the MAWP and still sansfv the requirements of CGA 5-1.3 and the Fermilab ES&H
manual. Because the relief valve can handle all possible failures, the rupture disc burst pressure is
allowed 1o be as high as 150% of the MAWP (119 psig) per CGA 5-1.3 and the Fermilab ES&H

manual. The lowest recommended burst pressure is 125% of the relief valve setting based on data
from Fike Metal Products.

LOSS OF VACUUM

According to paragraph 4.9.1.1 of CGA 5-1.3, the minimum required relieving capacity
for a loss of vacuum is determined by [ 5]

s90-T .
Q=3TTe60. T GiUA )

where
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b

_73.4(1660-T) _[Z T
Gi= L C 1,‘ - =9.36 (2)

For A = 405 fi2, the required stamped capacity of the valve is 12.5 SCFM air. The stamped
capacity of the 1-1/2% AGCO set a1 40 psig, which serves as the relief valve, is 442 SCFM air and
=xceeds the required capacity.

FIRE CONDITION

The requirememts of paragraph 5.3.5 of CGA 5-1.3 state that the required relieving
capacity for a fire condition is [6]

Q,=G; U A 082 (3)

For this dewar, the required stamped capacity of the relief must be at least 103 SCFM air. The
AGCO relief valve exceeds this value.

FAILURE OF THE PRESSURE REGULATOR ON THE PRESSURE BUILDING COIL

CGA 5-1.3 4.9.1.1 states that for all operational emergencies, the reliefs should provide
adequate venting at 110% of the MAWP. If the pressure regulator on the pressure building coil
failed in the open position, the flow rate would be determined by the differential driving pressure
{(head of liquid nimogen) and the restriction caused by the pressure building loop. For
simplificanon, just the flow caused by the greatest restriction will be considered (the liquid supply
piping, fittings, valves, and regulator). If there is 80" of liquid nitrogen above the coil, the
differential driving pressure would be

AP =py icﬂu (%)

and the resulting flow rate would be [3]

4
w-ch“\ﬁ% (5}

The value of K/d* is calculated for each part of the restriction and added thus obtaining

4 -4
- = 44 7 j
d" in
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This leads w0 a flow rate of 1034 Ibm/hr (AP = 2.18 psid) which is converted 10 127 SCFM air
equivalent by [4]

i3.1 356 T25.97
Qa==5WEN™ S0 (6)

Since this is below the relieving capacity of the relief valve, the pressure in the dewar will remain
below 110% of the MAWTP,

PUMPING OVERFILL

CGA 5-1.3 4.8 states that if the storage container is being filled by pumping equipment in
excess of the discharge capacity of the relief devices and capable of producing pressures in excess
of the MAWP of the container, precautions should be taken 1o prevent the development of pressure
in the container in excess of 116% of the MAWP for multiple relief valves or 110% of the MAWP
for a single relief valve (see CGA 5-1.34.9.1.1).

The maximum flow rate of delivery is controlled by two factors, the fill line flow resistance
and the pumping characteristics of the delivery wailer. The pumping curve for the pumping head
was obtained from Liguid Carbonics and a third order polynomial was derived from this curve and
15 as follows:

APrymp™ -1.432595% 10-5%Q3 + 5.157343*104*Q2 . 4.560995*10-2*Q + 2222336 (T)

In order 1o determine the relieving capacity required by an overfill, the Amencan Petroleum
Institute {API) recommends determining the flow area required for the liquid portion of the flow
and the area for the vapor portion of the flow separately and then adding these two areas resulung
in the minimum onfice area required (APl 521-3.17.1).

The mass fraction of the liquid that will become vapor when passing through the relief
valve is determined by the equation [4]

= hyp = hy2 f)
*=hv2- M2 (

where hyy = -42.48 Br/lbm (saturated liquid at 44.35 psia)
hiz = -52.37 Bulbm (saturated liquid at 14.7 psia)
hy2= 33.14 Bry/lbm (saturated vapor at 14.7 psia)
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Thus. the mass fraction that vaporizes is 0.1156. The orifice area required is determined by [1]

x W =T u-xQ  _[Gp 9
AmE R XpP Y M * 38Ky Ky KaEp VAP (3)

where the first par is the area required for vapor flow and the second is that required for the liquid
flow and

W=pQCs (10)

The area of the AGCO relief is 0.503 in?,

The flow restrictions used are that of the fill line and its components and the piping between
the dewar and the relief valve. Preliminary calculations indicated that the relief valve could not
maintain the pressure in the dewar below 110% of the MAWP. Therefore, a flow resricung
orifice for the fill line was selected. Refer 1o Appendix B for a summary of the flow restrictions
used in this calculation.

The pressure drop for the piping and components is determined by [3]

pK _8g?
AP = (11}
c; *ged!

For the orifice plate, the set of equations that determine the flow rate is [6]):

W =S ND2F, F, F. F, WGy by, (12)
where

§ =0.58025 B2+ 0.2725 p3- 0.825 p* + 1.75 p°

Solving equations 7 through 12 simultaneously has the following results:

Liquid nitrogen flow rate 77.5  gpm (29330 Ibmvhr)
Pressure in delivery muck 30.0 psig

Delivery pump boost in pressure 2151 psid

Pressure drop over orifice 153.6  psid (4252 in. H;0)
Pressure drop over fill line 8.1 psid

Pressure in dewar 834  psig (109.4% MAWF)
Pressure drop over vent to relief valve 20 psid

Pressure at relief valve 814 psig
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This shows that the dewar pressure for maximum flow rate of delivery is less than 110% of the
MAWP.

RUPTURE DISC CAPACITY
The capacity of the rupture disc is obtained through the following equation:

for gas [1)

w=ACK4P-\’% (13)

and Q, from equation (6).

At the burst pressure of 105.33 psig, the gas flow rate is 3024 SCFM air.

[Table 1. REQUIRED VENTING CAPACITIES
Condition Air Equivalent Flow Rate, Q4 (SCFM air)

required instalied

satety reliet valve rupture disc

Loss of Vacuum 12.5 442 3024
Fire 103 442 3024
Pressure Building
Regulator Failure 128 442 3024
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f

NOMENCLATURE

T Z .

Pm

area (in2 except in (1) and (3) where itis ft?)
coefficient based on k = 356

conversion factor = 1728 ind/ftd

conversion factor = 300 (fyhr) / (infs)

conversion factor = 8,02 (ft}/hr) / (gal/min)
conversion factor = 37.4 (gal/min) / (ft infsec)
diameter (inches)

fill line pipe size = 1.682 inches

fanning fricton factor

Correction factor for conraction of orifice = 0.9968
Reynold's number correction factor = 1

Manometer comrection facior = |

Comection Factor for the Compressibility of the liquid = |
gravitational acceleration = 32 ft/s*

gravitational constant = 32 fus? Ibmylbf

specific gravity at flowing condidons = (.756

gas factor

height of LN2 = 80 in

pressure drop expressed in inches H20

ratio of specific heats = Cp/Cy = 1.4

tlow resistance = fly/d

correction factor due 1o back pressure = |
coefficient of discharge = 0,816 for relief valve = 0.62 for rupture disc
capacity correction factor = |

thermal conductivity of perlite (Btu in/hr fi2 °F)

(0.4 for mean emperamre of 100°F and 0.7 for mean iemperature of 450°F)
correcuion factor due o back pressure = |
correction factor due to viscosity = |

latent heat at flowing conditions = 78.68 Biuw/lbm
length of pipe (in)

molecular weight = 28

constant in equation 12 = 2835

pressure (psia)

Maximum Allowable Working Pressure (psid)
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- v oo

5

'ﬁ%ﬁi [ |

volumemc flow rae (gpm)

air equivalent flow rate (SCFM)
factor in equation 12

thickness (inches)

thickness of insulation = 8.75 inches
temperature = [58.7 R

thermal conductance = Eﬁﬂ

mass flow rate {(Ibm/hr)
compressibility factor = |
differential pressure (psid)

ratio of orifice diameter 1o pipe diameter = (.316
density of liquid = 47.19 Ibm/fi
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APPENDIX B

Calculations of the Flow Restnictions
for Appendix A

General
dE“ is used as a general flow restriction parameter that can be added regardless of the pipe

size of the component. Justfication of this can be seen by observing that Crane's technical paper
410 states that in order 1o add K values, all of the K values must be converted to the same pipe
size. This is done by dividing K by the fourth power of its pipe size and multiplying the result by
the fourth power of the new pipe size. Since the equations will divide this later term out, [ have
chosen 10 remove this redundant step to arrive at the same answer.

The values calculated in this appendix are based on Crane's technical paper 410. The
following equations and values are taken from Crane's for calculating dﬂ‘" -

fL
K= b
K _891
d*  Cv?
Pipe f 1D
1127 sch.40s 0027 0.622"
I-1/2" sch.10s 0.020 1.682"
2" sch.10s 0.019 2.15T
p Building Regul
.4
[tem -
4
2 - 90° elbows (1/2" sch.40s) (K = 30f) 10.8
3 - tee branch (1/2" sch.40s) (K = 60f) 3.5
100 inches straight pipe (1/2" sch.40s) 29
Pressure Building Regulator (Cv = 3.2) 87
2 - Cryolab Globe Valve (Cv = 3.1) 185.4

Total 344.7
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4]

Eill Line Restrics
The calculation for the fill line does not include all of the straight pipe that may be installed.

It only includes the minimum needed for a general installation of this dewar. For this paricular

installation at PS1, the fill line will be up to 10 feet longer. The conmibutions are as follows:

K
[tem j
Cryolab Globe Valve (Cv = 30) 0,990
Check Valve (K =501 0.125
3 - 90" elbows (1-1/2" =ch 10s long radius) (K = 140) 0.105
1 - 1ee branch (1-1/2" sch 10s) (K = 60f) 0.150
136.5" straight pipe (1-1/2" sch 10s) 0.213
Toml  1.583
Vent Piping for Safety Relicf Val
K
= a
Piping Inside Vacuum Jacket
90° long curve pipe (2" sch. 10s) (K = 44f) 0.039
2 - 9P elbows (2" sch.10s long radius) (K = 150) 0,026
1 - tee branch (2" sch.10s) (K = 60f) 0.053
78 inches straight pipe (2" sch.10s) 0.032
Inside Subtotal 0.150
Piping Outside Vacuum Jacket
1 - tee branch (2" sch. 10s)(K = 60f) 0.053
| - 90° elbow (2" sch.10s long radius) (K = 15f) 0.013
1 - reducer from 2 1o 1-1/2 IPS 0.003
30 inches straight pipe (2" sch.10s) 0.012
1 - tee run (1-1/2" sch.10s) (K = 140) 0.035
AGCO Safety Selector (Cv = 9(0) 0.110
12 inches straight pipe (1-1/2" sch.10s) 0.018

DOutside Subtotal 0.224
Total for Safety Relief Valve Piping 0,394
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Terry Tope - 3.29.07
3.5b4 - 1/8

3.5b4 — Vacuum Vessel Engineering Note for PS1 Liguid Nitrogen Dewar

Relief and collapse calculations included.
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EXHIBIT A-1

Vacuum Vessel Engineering Note
(per Fermilab ES&H Manual Chapter 5033)

Br ire s Dae /-Sepr -72Div/Sec _RD/ M5D
Prepared By e g Sfu re or “72Di s

Reviewed By | A01dyy  Dare ﬁf(j"f’ﬁ‘.l- DiviSec AP -ciyo
Div/Sec Head Daxe IFIIEf‘?1_mm .E'

“This vessel conforms to Fermilab ES&H Manual Chapeer 5033

Vessel Tide _Lr'?:.u'd Nirroaenr beowsar # 1Y

Vessel Number __ eP—eez0 " RDY 4009
Vessel Drawing Number N /4
Internal MAWP il | P-*n;?s..
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List all pertinent drawings
Drawing No.: Location of Original:

N /A

5 Design Verificai
Provide design calculations in the Note Appendix.
3. g Venting Vesificas

Can this vessel be pressurized either internally or externally? [ ] Yes [X] No

what pressure? T e re mo nwans ro inreacly
i i i ,*:-.r:.-r?r.:. Fhsy wvasgel

i reliefs and semn .Fmﬁdumhnmn:i:ufdnn]id:ﬂmmm-pmgnumd
%ﬂﬂkﬂlﬁﬂlﬁﬂtﬂﬂhpﬂtlﬂlﬂ:hﬁﬂ“ﬂﬂﬂhﬂhﬁﬂmm
pnwmmllﬁhwmmmaﬁmmmuwdﬂnmmwemmdm

Manuiscamer Relied Pressure Setting  Flow Rate ﬁmﬂ
ﬁ::—rf; it 1L N/ 3" (207 %)

4,  Operating Procedure Secuon
hmupq:ﬂngpmdm:nmuqrfmmm”pmﬁmufﬂﬂsmsﬂ?
Yes No__ A (If "Yes", it must be appended)

Elu:ﬁnn;mmmfﬂﬂ:mmnmmmmd__mcﬁﬁl
vessel? [] Yes [ No

If yes, the written procedure must be approved by the Division Head _ prior & lesung
and supplied with this Engineering Note.

SAITA-H Fermulab ES&H Manuai
Rev. 392
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- Welding Information
Has the vessel been fabricated in a Fermilab shop? | ] Yes [<] No
If "Yes.” append a copy of the welding shop statement of welder gqualificarion.

Is this vessel or any part thereof in the above categorics?
Yes_x No

.E-;u: it ﬂl'l?__
If "yes” follow the Engineering Note requirements for docuwmentation and append io note.

f’whﬂ'ﬁ . M put-nq-{.l“fﬂ-ﬂ.iﬂdﬂ.//u—m TrL

Fermulah ES&H Mansal SO33TA-7
Rev., 392
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Calculations on the
Vacuum Vessel of the Liquid Nirogen Dewar #14

This appendix shows that the vacuum vessel is adequately relieved and that it meets the
spectficanons of Fermulab ES&H 5033. The calculations are divided into two sections,
specifically. relief sizing and vessel collapse pressure.

RELIEF SIZING

Fermilab ES&H 5033 states that “The relief calculation should take in account a failure of
any pipe or vessel inside the vacuum vessel at the maximum system flow rate of that pipe or
vessel.” [ believe that the intent of this statement 15 for any credible failure. The only credible
failure for this case would be a crack in a pipe which cannot be accurately esumated. The
Compressed Gas Associatdon (CGA) has a standard for sizing the relief and this is the cTIeron
which will be used to check on the sizing of this relief.

CGA-341 6.4.2 requires that the discharge area of the relief 1o be 0.00024 square inches

per pound of water capacity of the liquid container (inner vessel). The water capacity of the inner
vessel can be estimated by the following equation [ 1]

x D;* 1
veio [LE + 13~Kn] ()

The volume 15 approximately 2080 gallons which leads to a required discharge area of 4.14 square
inches (water density 8.288 lbmygal.). The relief on this vacuum vessel is a parallel plate witha
discharge area of 7.07 square inches. Therefore, the relief surpasses CGA requirements.

VESSEL COLLAPSE PRESSURE

The Fermilab Engineering Standard requires that a vacuum vessel have a collapse pressure
of at least 30 psid. For the cylindrical portion of the vessel, the collapsing pressure is determined
by 2]

2.6 E [%]M o

L-u.ds‘\!"ﬁ

Pc-

=]

Page 104 of 237
(ver. 9.6.07)



and the collapsing pressure of a head 15 (2]

P. = 0.25E [E-]‘ 3

The Code specifies that the head radius must be no less than the diameter of the cylindnical portion
of the vessel. For these calculations, the head radius is assumed to be equal to the diameter of the
cylinder. For this vessel, the collapse pressure for the cylinder is 81 psid and that for the head is
64 psid.

In order for the result of equation 2 1o hold true, the stiffening rings must meet the required
moment of inerta as stted by OG0 A-341

1.05 D3 L 4
I= = (4)

From this equation, the required moment of inemia is 0.86 in*. Figure 2 shows the dimensions of
the stffening ring. The moment of inerua of this stffencr about its cenroad is 1.86 in®, This
exceeds the required moment of inerua, therefore the result of equation 2 is valid.
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Figure 1. QOuter Vessel of the Liquid Nitrogen Storage Dewar #14
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Figure 2. Cross sectional dimensions of the stiffening nng.

Page 106 of 237
(ver.9.6.07)



Ligwd Nitrogen Storage Dewar #14
Cylinder Cylinder Cvlinder Head
ID oD Thickness Thickness
(inches) finches) {inches) finches)
Inner Vessel Bo.U0 1 T
Outer Vessel 83.50 B4.00 (.25 0.25
NOMENCLATURE

Cy  conversion factor = 231 in¥/gallon

B outside diameter of outer shell = 84 inches
Dy inner diameter of inner vessel ~65.5 inches
E modulus of elasticity = 29 x 1076 psi

[ required moment of inerma of the suffener tself about a cenmroidal axis parailel 1o the

outer shell axis_ in*

v G

tangent line)

depth of the head of the inner vessel - 11 inches
largest distance berween stiffening ring centers ~ 40 inches
(heads are considered as stiffening rings located one third of the head depth from the head

Lc  length of the cylindrical portion of the inner vessel ~ 128 inches

Pc collapse pressure, psid
inside dish radius of head = 84 inches

=

thickness of the cylindrical portion of the vacuum jacket = 0.25 inches
Ih thickness of the head of the vacuum jacket = (.25 inches

v volume of the vessel, in?

REFERENCES

[1]  Chicago Bridge and [ron Company, “Tables-Formulas”, Bulletin No.594, 1977.

[2]  “Standard for Insulated Cargo Tank Specification for Cryogenic Liquids”, Compressed

Gas Association, CGA 341, Arlington Virginia, 3rd edition, 1987.
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3.5¢c - PAB LN2 Dewar Compliance with Fermilab ES&H 5032.1TA

4.0 VALVES AND INSTRUMENTATION

A) MANDOTORY PROVISIONS

1.

2)

3)

4.)

5)

6.)

7.)

Reliable means of measuring the liquid level in the dewar.

The dewar is equipped with a full trycock valve (MV-094-N) for
measuring liquid level. The dewar is also equipped with a
Barton level gauge (DPI-100-N) that has been recently
calibrated by the Fermilab PAB Calibration Shop.

Pressure gauge to sense ullage pressure.

P1-100-N indicates the dewar pressure.

Fill & withdrawal valve(s).

MV-92-N provides fill isolation. MV-100-N allows liquid to flow
into PAB while MV-93-N allows the venting of vapor.

Required relief devices.

SV-99-N and SV-100-N (75 psig set point) can individually
protect the dewar from all overpressure scenarios except for
filling. PCV-70-N protects the dewar from over filling by shutting
the fill line when the dewar vapor space pressure exceeds 75
psig. The dewar is also equipped with two rupture discs
designed to open at 105 psig.

Means, other than the required relief devices, to vent the vessel,
i.e., blow down valve.

MV-93-N vents the dewar vapor space to ambient as does RV-
090-N.

The MAWRP of all valves and instruments must be greater than
or equal to the maximum pressure to which they can be
exposed.

The Valve and Instrument list tabulates the maximum pressure
for all components. All components have maximum allowable
pressures above the various relief device set points.

All valves and instruments which can communicate with
cryogens in trapped volumes must be protected with trapped
reliefs.

SV-90-N, SV-96-N, SV-97-N, and SV-98-N, relieve the possible
trapped volumes.

B) STANDARD PRACTICES

1.

2)

Differential pressure liquid level gauge with isolation valves and
a calibration checking feature such as a 3 valve manifold.
DPI-100-N along with MV-85-N, MV-86-N, and MV-87-N meet
this criteria.

Isolation valve for the pressure gauge
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3)

4.

5)

6.)

7.)

8.)

Terry Tope — 8.30.07
3.5¢c - 2/8

MV-80-N isolates PI-100-N.

Full trycock valve.

MV-94-N is the full trycock valve.

Primary pressure regulation device other than required relief
devices.

The regulator RV-90-N vents tank pressure in excess of 40 psig.
Vacuum gauge on vessel.

MV-91-V isolates a PE-91-V which is a vacuum gauge tube.
Vacuum pumpout valve, capped off to prevent inadvertent
opening.

MV-90-V isolates the vacuum space and is capped off.
Drain valve on fill line.

MV-91-N allows the fill line to be drained.

Pressure building coill.

RV-36-N controls the pressure building loop.

C) SUGGESTED PRACTICES

1.

2)
3.

4.)

5)

6.)

7.)

Isolation valves at both ends of pressure building loop.
MV-88-N, MV-89-N, MV-95-N, and MV-96-N isolate the
pressure building loop.

Isolation valve for vacuum gauge.

MV-91-V isolates the vacuum gauge port.

Top and bottom fill valves.

MV-92-N is the bottom fill valve. There is no top fill valve.
Liquid and gas withdrawal valves.

MV-97-N/MV-100-N provide liquid withdrawal. Gas withdrawal
for use inside PAB will be added at a later date.

Strainer on liquid fill line.

There is a strainer present (S-91-N).

Check valve on liquid fill line.

Check valve CV-90-N prevents the dewar from draining thru the
fill line.

Filters on vacuum pumpout and line gauge.

These are not present.

5.0 PIPING

A) MANDATORY PROVISIONS

1.

2)

Standoffs to a carbon steel vacuum jacket must ensure an
acceptable temperature of the vessel.

Vessel was designed to ASME code and has operated for years
without any vacuum jacket issues.

Thermal stresses must be taken into account in designing
piping and piping supports.
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4.)

5)

6.)

7.)

Terry Tope — 8.30.07
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The piping attached to the dewar was used successfully at PS1
in its current configuration.

All piping which can be exposed to the vessel pressure must
have an MAWRP greater than or equal to the vessel MAWP.

The dewar piping consists of 3 different sizes of stainless steel
pipe, all with a safe working pressure far above the dewar
MAWP of 75 psig.

All piping which can be exposed to the tanker delivery pressure
must have a MAWP greater than or equal to the tanker delivery
pressure or must be adequately protected from overpressure.
PCV-70-N shuts off when the tank vapor space pressure
reaches 75 psig. The fill line is 1.900 inch OD with 1.682 inch
ID stainless steel pipe with a maximum pressure of 2083 psi.
The tanker truck can only deliver 400 psig, thus the supply
piping is safe.

All piping which can be exposed to cryogens in trapped volumes
must be protected with trapped volume reliefs without an
intervening shut-off valve.

SV-90-N, SV-96-N, SV-97-N, and SV-98-N relieve the possible
trapped volumes.

Any portions of the piping system which were not part of the
initial vessel pressure test or were modified since that test must
be pressure tested in accordance with the rules of Fermilab
Safety Manual section 5034. For purposes of the pressure test,
the MAWRP of piping is taken as the maximum pressure to which
the piping can be exposed consistent with 4.), 5.), and 6.).

All piping will be pneumatically pressure tested.

Piping should be in accordance with ANSI B31.3

The piping is believed to be in accordance with ANSI B31.3.

B) STANDARD PRACTICES

1.

2)

The delivery tanker flow rate and pressure should be taken to
be 200 gpm and 225 psi, respectively.

These values were taken to be 400 gpm and 400 psig based on
conversations and a fax from BOC. It is assumed that the Air
Products tankers have similar specifications. PCV-70-N
protects the dewar from the possibility of tanker over pressure.
All pipe, valves and fittings should be demonstrated free of
leaks at the vessel’'s MAWP.

All components will be pressure tested except components that
require the dewar itself to be pressurized.

C) SUGGESTED PRACTICES
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1.) Stainless steel is the preferred piping material over copper or
aluminum.
The piping consists of stainless steel.

2.) Welded connections should be used whenever possible.
Welding was used where possible.

3.) Vacuum jacket the withdrawal line whenever possible.
The liquid withdrawal line for PAB is vacuum jacketed.

6.0 RELIEF DEVICES: PIPING & INSTALLATION
A) MANDATORY PRACTICES

1.) Consult the ASME, CGA, & API Standards.

The vessel reliefs were sized according to these standards.

2.) The liquid container shall be protected by a minimum of two
relief devices, installed to remain at ambient temperature during
normal operation. Typically these devices would be one relief
valve and one burst disc, although two relief valves would be
acceptable if all other conditions are met.

The dewar has two sets of relief devices, which consist of a
relief valve paired with a rupture disc. A diverter valve
separates them such that either one pair or both pairs relieve
the vessel.

3.) The exhaust of liquid nitrogen reliefs and vents should not
impinge on carbon steel vacuum jacket(s) or info areas which
may cause harm to people.

The relief discharges are directed upwards.

4.) The primary safety relief valves shall be UV stamped and shall
meet the applicable requirements of ASME Code Section VIII.
Both relief valves are code stamped and were sent out and
recertified within the last year.

5.) The design, material, and location of relief devices shall be
suitable for their intended service. The primary reliefs shall
have direct communication with the vapor space of the
container and shall be so installed that the cooling effects of the
contents will not prevent their operation. Either SV-99-N & RD-
99-N or SV-100-N and RD-100-N are connected to the dewar
vapor space at all times. Several feet separates them from LN2
contact, thus they remain warm while not in operation.

6.) The vent piping shall be designed to prevent accumulation of
moisture at the exhaust and seat area of the relief devices, and
to avoid build-up of foreign material which might effect relief
capacity. The relief valves and rupture discs have flappers that
protect them from foreign material.

7.) The inlet and vent piping of relief devices must provide for
proper performance by taking into account the effect of inlet

Page 111 of 237
(ver. 9.6.07)



Terry Tope — 8.30.07
3.5¢c - 5/8

pressure losses and back pressure on the operating
characteristics of the valve. The nominal size of the inlet and
discharge piping and fittings connecting to the pressure relief
devices shall be at least equal to the nominal size of the
respective ports of the relief devices. Where they are a number
of devices discharging into the same manifold, an analysis must
be made of the back pressure effects on relief pressure an
capacity.

See included document that describes relief valve sizing. All of
these issues are addressed.

8.) The effects of mechanical (discharge reactive forces) and
thermal stresses on relief piping must be examined to assure
proper operation of the relief system.

See included document that describes relief valve sizing. This
issue is addressed and found to be negligible.

9.) Relief devices should be designed and installed so that the
possibility of tampering will be minimized.

It would take a wrench to tamper with the dewar reliefs.

B) SUGGESTED PRACTICES

1.) The relief system should consist of two sets of two relief devices (one
relief valve and one burst disk) with a diverter valve (adequately sized)
and a test valve on each side for set point checking.

The relief system consists of two sets of two relief devices with a diverter
valve. MV-101-N and MV-99-N allow for relief valve set point testing.

7.0 Relief Device: Sizing
A)MANDOTORY PROVISIONS

1.) Relief device sizing must satisfy each of the provisions that
follow.
Relief devices were sized according to CGA & API standards.
2.) Size the reliefs of the lading vessel for the following failures:
a) Loss of insulating vacuum using the CGA formula.
The fire case includes loss of insulating vacuum. The
relief valve is adequate for fire with a loss of insulating
vacuum, thus it is adequate for loss of insulating
vacuum without fire.
b) Fire condition using CGA formula
The fire condition requires 122 SCFM AIR and the
relief valve can deliver 731 SCFM.
¢) Pumping oveffill....precautions should be taken to
prevent the development of pressure in excess of
116% of the dewars MAWP.
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4)

5)

6.)

7.)

8.)

9.
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PCV-70-N shuts off the fill line in 30 ms when the
dewar vapor space pressure is equal to 75 psig.
d) Regulator failure on pressure building coil. Consider
a wide open regulator, pressure drop in the piping and
maximum heat influx, look at the maximum flow rates
possible with the liquid head as the driving force.
Using the simple and very conservative assumptions
that the only liquid flow restriction is the regulator and
all liquid turns to vapor, the pressure building flow rate
was found to be 192 SCFM which is far short of the
relief valve capacity of 731 SCFM.
e) Pressurization from external sources.
This system is not in communication with any other
systems that could over pressurize it.
Marked set pressure for the relief devices on the lading vessel
shall be determined as follows:
The relief valve is set at 75 psig and can handle all conditions
including fire at 110% (MAWP + 15 psi) — 15 psi. The stamped
rupture disk is set at 105 psig which is less than 150% (MAWP
+15 psi) — 15 psi.
Size the reliefs for the vacuum jacket according to the CGA
standard.
The included relief valve sizing document shows that the
vacuum relief requirement is 3.7 in? which is << than the 7.1 in®
area available.
Set pressure for the relief devices on the vacuum
Jacket....should be fully open at a pressure not exceeding the
internal design pressure of the outer shell.
Vacuum relief is a parallel plate without springs. It should open
at slightly above atmospheric pressure.
Incorporate entrance and exit losses into pressure drop and
capacity calculations.
The included relief valve sizing document shows that the
entrance losses are less than the 3% API recommendation.
Size for gas or liquid flow thru safety devices using API
recommendations.
The included relief valve sizing document shows that for gas
flow under sonic conditions, the relief valves are adequately
sized. Liquid sizing was not done because there is no credible
scenario where the reliefs vent liquid.
Size for flashing conditions using APl recommendations:
Not applicable because a scenario involving liquid relief is not
credible.
Trapped volume reliefs should be of adequate capacity to
prevent overpressure due to ambient heat input.
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Trapped volume reliefs were sized for fire conditions, thus they
can handle ambient conditions.

7.0 General
A)MANDOTORY PROVISIONS

1.)  All dewars “Out-of-Service” must be locked out to prevent
inadvertent filling. The key combination for this lock should be
controlled by the responsible party. A sign indicating “Dewar
Out of Service — DO NOT FILL” should be prominently
displayed.

Currently the dewar fill connection has been removed.

2.)  All dewars must be labeled “LIQUID NITROGEN” and marked
with their dewar number.
This provision has been met.

3.)  All dewars must be labeled with the MAWP, the dewar capacity,
the maximum fill level, and a telephone number which can be
called to obtain assistance.

A sign will be posted soon.

4.)  All valves used during filling must be labeled with descriptive
function tags.

Tags will be added to the valves soon.

5.)  All gas or liquid withdrawal valves must be labeled with
descriptive function tags.

Tags will be added to the valves soon.

6.) Dewars must be adequately protected from vehicular damage.
The dewar is protected by large shielding blocks.

7.) The fill connection must be adequately supported.

This provision has been met.
8.) Dewars must be adequately supported and restrained.

This provision has been met.

B) STANDARD PRACTICES

1.
2)

3)

Lettering for 8.0 A) 2.) should be 6” high.

The lettering is 6” high.

The liquid level indicator and pressure gauge must be in
sight of the fill connection and be ‘redlined” at the maximum
operating values.

The liquid level indicator is within sight of the fill connection,
anf the shut off valve protects from over filling.

A fill procedure should be attached to the dewar in a
weatherproof fashion.

This will be done in the future.
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A flow schematic which includes the normal operating
pressure and capacities and settings of relief devices should
be attached to the dewar in a weather proof fashion.

This will be done in the future once the piping arrangement
is approved.

The area at the fill connection and instrumentation used
during the filling should be adequately lighted.

The dewar is out in the open and adequately lit.

The fill connection should be the CGA standard 1-1/2” 2.4
stub Acme thread.

This provision has been met. The fill connection is a
stainless steel fitting.

All valves, reliefs, and nozzles should be labeled with valve
numbers.

Brass tags are tied to most valves and will be added to all
valves soon.
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3.5d — LN2 Dewar Fill Line Pressure Test Documentation
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3t

T Fermilab
Duates 3f29/07
EXHIBIT B :
Pressure Testing Fermit®
Type of Test: [ JHydrostatic  [X] Preumatic
Test Pressure 440 peig Maximum Allowable Working Pressure = 400 peig

Items to be Tested
Test to be performed on the PAB liquid nitrogen dewar fill line. Refer to attached sketch. Section to be tested is
highlighted in red. See table in sketch for component pressure ratings.

Location of Test AR Date and Time TBD

Hazards Involved
Femote possibility of pipe or component failure releasing the energy of compressed nitrogen. Nitrogen piping has
a pressune rating of 1966 psi. Component ratings are in sketch.

Safety Precautions Taken
Test area will be roped ofi, Test admindstrators will be inside PAR,

Special Conditions or Requirements

Qualified Person and Test Coordinator  Terry Tope

Dept/Date i PP/
Division/Section Safety Officer Martha Heflin
Dept/Date D]

Results
Mt ped prssne et T TN D) 55
L

Wilness A/A J‘IIW?’ 7 Dept/Date 5/" .ff?"..::-f.,?

ety f'lf;rl,l’q:nr Desagnee)

" Must be signed by division /section safety officer prior to conducting test. 11 is the responsibility of ithe test coardinator 1o
obiain signatures,

Fermilab ES&H Manual SISAEA-1
Revised 3/2001
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Schematic and component ratings for pressure test of

PAB LN2 dewar fill line.

LN2 fill line pressure test components

Maximum Allowable

Component ID  Manufacturer Model Working Pressure
PCV-70-N Messer / Chart MGO7P 600 psig
CV-90-N Check-All Valve UN-3-150-SS 3000 psig
SV-90-N Circle Seal 5120B-4MP 2400 psig
S-091-N Mueller 1715 550 psig
MV-091-N Worcester 1/2 C4416P 870 psig
MV-92-N Worcester 1 1/2 C4416P 870 psig

Components to be
pressure tested

Bottle Regulator
Matheson B16
3000 psig max

Relief valve Test Gauge
Anderson Greenwood USG 0-600 psi
83MS46-4 600 psig max

2000 psig max
500 psig set point %-
& .

D<

<

Regulator

Isolation Valve Vent Valve
Matheson LMM4346P Whitey B-1VM4-F4
3000 psig 3000 psig

Test Section Isolation valve
Matheson FT4374
3000 psig

Terry Tope
4.9.07
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Terry Tope
4.9.07

Pressure Test Procedures for PAB Nitrogen Dewar Fill Line.

9.

. CLOSE MV-92-N, MV-91-N.

. Plug the exhaust of relief valve SV-90-N.

Connect a 1/4” copper tube into dewar fill connection using the adaptor to
connect to the standard CGA fitting.

Run the tube to the safe location inside PAB
Connect tube to test manifold.
Pressurize system to 25 psi. Valve off supply and observe test pressure

gauge. If pressure holds at 25 psi for 10 minutes, proceed to next step. If
leaks occur at this step, fix the leaks. Then resume testing at step 7.

. Gradually increase the pressure to 150 PSI. Valve supply off and make

sure pressure does not fall. Fixing any leak above 25 PSI requires the
system to be depressurized and the procedure resumed at step 7.

Gradually increase the pressure in increments of 50 PSI up to 440 PSI.
Pause for 2 minutes at each increment and valve off the supply to make
sure the pressure does not fall and indicate a leak. If leaks are found,
depressurize system and fix the leaks. Then repeat steps 7 thru 11

At 440 PSI, hold the pressure for 10 minutes.

10.Lower pressure to 100 psig and inspect all joints by the soap bubble

method.

11.1f leaks are found, depressurize system and fix the leaks. Then repeat

steps 7 thru 11. If no leaks are found, depressurize system and
disconnect test apparatus.
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3.5e — LN2 Transfer Line Pressure Test Documentation
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# Fermilab

Drabe: 6707

EXHIBIT B
Pressure Testing Permit®
Type of Test: [ |[Hydrostatic  [X] Pneumatic
Test Pressure 110 psig Maximum Allowable Working Pressure 100 psig

Items to be Tested
Test to be performed inside FPAB. Refer to attached sketch. Section to be lested is highlighted in red. See table in
skelch for component pressure ratings.

Location of Test PAB Date and Time TBD G;r/ -?- j G

Hazards Involved

Remote possibility of pipe or component failure releasing the energy of compressed nitrogen. Most of the pipe is
inside a stainless steel vacuum jacket which would act as containment in the event of a tested component failure.
The nitrogen piping is rated for 2568 psi. Component ratings are in spreadsheet.

Safety Precautions Taken
Test area will be roped off. Test administrators will be a significant distance from piping.

Special Conditions or Requirements

Crualified Person and Test Coordinator  Terry Tope

Dept/Date FFD/

Division/Section Safety Officer Martha Heflin

Dept/Date “PPD/]

Eﬁm 4 Press mre L";"I Mo fiessye ‘:}"'ﬂ{’ 1'141\“:"'!‘& Sk Gawhi

ﬁ:i Vo' wn cfenSes 1 tafuled ol Wi, Tm%

(33138 7

Witness A pa }ﬁffﬁ._a,j Dept/Date EQ{E&H £:07-07

or Designee

* Must be signed by division / section safety officer prior to conducting test. 1t 1 the responsability of the test coordinator to
obtain signatures.

Fermilalb ES&I Mannal SMHTA-1
Revised 3/ mge 121 of 237
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Schematic and component ratings for pressure test of PAB LN2 transfer line.

LN2 transfer line pressure test

Component ID Manufacturer

components

Model

Terry Tope
6.7.07

Bottle Regulator

Matheson #3020-580

3000 psig max

Relief valve

Anderson Greenwood

83MS46-4
2000 psig max
135 psig set point

oo

MV-100-N Cryolab CV8-086-5WPY?2-ED 150 psig

CV-100-N Fermilab 1/2" check valve >> 100 psig
MV-119-N Cryolab CV8-084-SWTG2 100 psig
PSV-117-N2 Circle Seal 5100-2MP 2400 psig
PSV-118-N2 Circle Seal 5100-2MP 2400 psig
MV-120-N Cryolab CV8-086-SWPG2 150 psig

EV-106-N2 Asco 8263G209LT (120 VAC) 100 psig

PT-27-N2 Setra 205-2 100 psig

Pl-44-N2 US Gauge 0 - 150 psig 150 psig
PSV-101-N2 Circle Seal 5100-2MP 2400 psig
EV-105-N2 Asco 8263G209LT (120 VAC) 100 psig

\ Components to be

pressure tested

Test Gauge
USG vac-0-300 psi
300 psig max

:

D<

>

Regulator

Isolation Valve
Matheson LMM4346P
3000 psig max

Vent Valve
Whitey B-1VM4-F4
3000 psig max

Test Section Isolation valve
Matheson FT4374
3000 psig max

Maximum Allowable
Working Pressure
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Terry Tope
3.29.06

Pressure Test Procedures for PAB Nitrogen Dewar Fill Line.

. CLOSE MV-100-N.

. OPEN MV-119-N, MV-120-N.
. Plug the exhaust of relief valves PSV-117-N2, PSV-118-N2, PSV-101-N.

. Connect a 1/4” copper tube into the hose intended for future LN2 usage.

. Run the tube to the safe location inside PAB.

. Connect tube to test manifold.

. Pressurize system to 25 psi. Valve off supply and observe test pressure
gauge. If pressure holds at 25 psi for 10 minutes, proceed to next step. If
leaks occur at this step, fix the leaks. Then resume testing at step 7.
Monitor insulating vacuum pressure.

. Gradually increase the pressure to 50 PSI. Valve supply off and make
sure pressure does not fall. Fixing any leak above 25 PSI requires the
system to be depressurized and the procedure resumed at step 7. Monitor
insulating vacuum pressure.

. Gradually increase the pressure in increments of 10 PSI up to 110 PSI.
Pause for 2 minutes at each increment and valve off the supply to make
sure the pressure does not fall and indicate a leak. If leaks are found,
depressurize system and fix the leaks. Then repeat steps 7 thru 11.
Monitor insulating vacuum pressure.

10.At 110 PSI, hold the pressure for 10 minutes. Monitor insulating vacuum

pressure.

11.Lower pressure to 25 psig and inspect all joints by the soap bubble

method.

12.1f leaks are found, depressurize system and fix the leaks. Then repeat

steps 7 thru 11. If no leaks are found, depressurize system and
disconnect test apparatus.
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Terry Tope — 5.10.07
3.5f-1/7

3.5f — LAr Transfer Line Pressure Test Documentation
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2E Fermilab

Drates sf10/07

EXHIBIT B
Pressure Testing Permit*
Type of Test: | |[Hydrostatic  |X] Pneumatic
Test Pressure 40 pig Maximum Allowable Working Pressure = 40 P

Items to be Tested

Test to be performed on a portion of the PAB liquid argon transfer line that leaked in a previous test. Refer o
attached sketch. Section to be tested is highlighted in red. See table in sketch for component pressure ratings.

Location of Test FPAB Date and Time TBD

Hazards Involved

Remote possibility of pipe or component failure releasing the energy of compressed nitrogen. Argon piping has a
pressure rating of 387 psi for the stainless steel sections and 1113 psi for the copper sections. Component ratings
are in sketch.

Safety Precautions Taken
Test area will be roped off, Test administrators will be inside PAR,

Special Conditions or Requirements

Qualified Person and Test Coordinator  Terry Tope

Dept/Date _PFD/
Division/Section Safety Officer Martha Heflin
Dept/Date FPD/

RET Porriin Yl 440 05 '?HS-J&_ Did wd lede Tato

s |

> Mjﬂ 133290

,

77

by~ (YMIN _ vqwne POBAYR $007

icer or Designes)

* Must be signed by di
obtnin signatures,

son | sechion satety officer preor to conducting test. It is the responsibility of the test coordinator to
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Schematic and component ratings for pressure
test of PAB LAr transfer line.

LAr transfer line pressure test components

Maximum Allowable

Component ID Manufacturer Model Working Pressure
PSV-203-Ar Circle Seal 5100-4aMP 2400 psig
MV-204-Ar Swagelock SS-88G-V47 1000 psig
MV-213-Ar Swagelock SS-8BG-Vv47 1000 psig
MV-218-Ar Swagelock SS-88G-V47 1000 psig
PSV-219-Ar Circle Seal 5100-2MP 2400 psig
MV-217-Ar Swagelock SS-8BG-Vv47 1000 psig
MV-366-V Swag SS-88G-Vv47 1000 psig
MV-461-HAr Swagglock SS-88BG-V47 1000 psig
PSV-249-Ar Circle|Seal 5100-2MP 2400 psig
MV-202-Ar Swagglock SS-4BG-V51 1000 psig
MV-208-Ar Swagglock SS-4BG-V51 1000 psig
MV-365-V Swaggl SS-8BG-Vv47 1000 psig
MV-480-HAr lo SS-8BG-Vv47 1000 psig
PSV-250-Ar Circle Seal - 2400 psig
MV-239-Ar Swagelock g%?gg%gggg? be 1000 psig
MV-244-Ar Swagelock - 9 1000 psig
Relief valve Test Gauge
Anderson Greenwood USG 0-200 psi
83MS46-4 600 psig max
Bottle Regulator 2000 psig max
Matheson 3020.580 500 psig set point (™)
3000 psig max gj)
D>< D><
X Regulator
N2 |SO|ati0n VaIVe Vent Valve
Matheson LMM4346P Whitey B-1VM4-F4
3000 psig 3000 psig

Terry Tope
5.4.07

/%” copper tube
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= Fermilab
Drate: 5/22/07
EXHIBIT B
Pressure Testing Permit®
Type of Test: | |Hydrostatic  [X] Pneumatic
Test Pressure H0 psig  Maximum Allowable Working Pressure =400 Psig

Items to be Tesbed

Test to be performed on the PAB liquid argon transfer line. Refer to attached sketch. Section to be tested is
highlighted in red. See table in skelch for componenl pressure ratings.

Location of Test PAB Date and Time TED

Hazards Invelved

Remote possibility of pipe or component failure releasing the energy of compressed nitrogen. Argon piping has a
pressure rating of 3487 psi for the stainless steel sections and 1113 psi for the copper sections. En:lramrnl ratings
are in skelch, Most of the piping is inside a vacuum jacket which would act as containment for a failure.

Safety Precautions Taken
Test area will be roped off. Test administrators will be inside PAB.

Special Conditions or Requirements

Qualified Person and Test Coordinator  Terry Tope

Dept/Date “FFD/
Division/Section Safety Officer Marlha Heflin
Dept/Date “PPD/

Results

CA¢ J.r.ui'-.i-_.r | ne EIJSJ#J' i." 44y f"&-‘_’:. .-'l-q.n Lp"u-l 1“"“-‘ 'Ll'-?' nr{ rrui'.’ jade
'I:,=,,[|_j,-ﬂ.; b 5l il'.i."in'-'---i e -
[

5

; Dept/Da el §zz-
o ety mnrbeaig:iel}'}’?'—lf]'l M & Th I"'t:'t:".Wﬁ"r'. o7

* Must be signed by division /section safety officer prior to conducting test. [t is the responsibility of the test coordinator to
obtain sagnabures.

Fermilalb ES&I Mamal SOMTA-1
Revised 3/ 200,202



Schematic and component ratings for pressure

test of PAB LAr transfer line.

LAr transfer line pressure test components

Maximum Allowable

Terry Tope
3.29.07

Component ID Manufacturer Model Working Pressure
PSV-203-Ar Circle Seal 5100-4aMP 2400 psig
Components to be MV-204-Ar  Swagelock SS-88G-V47 1000 psig
pressure tested = Mv-213-Ar Swagelock SS-8BG-V47 1000 psig
— MV-218-Ar | Swagelock SS-8BG-Vv47 1000 psig
PSV-219-Ar Circle Seal 5100-2MP 2400 psig
MV-217-Ar Swagelock SS-8BG-Vv47 1000 psig
MV-366-V Swagelotk SS-88G-\V47 1000 psig
MV-461-HAr Swagglock SS-8BG-Vv47 1000 psig
PSV-249-Ar Circle|Seal 5100-2MP 2400 psig
2-Ar Swagglock SS-4BG-V51 1000 psig
MV-£08-Ar Swagglock SS-4BG-V51 1000 psig
;I_ MV-%S—V Swagplock SS-88G-V47 1000 psig
MV-480-HAr lock SS-88G-Vv47 1000 psig
PSV-250-Ar Circle Seal 5100-2MP 2400 psig
MV-239-Ar Swagelock SS-8BG-Vv47 1000 psig
MV-244-Ar Swagelock SS-88G-V47 1000 psig
i — %
Relief valve Test Gauge
Anderson Greenwood USG 0-200 psi
83MS46-4 600 psig max

Bottle Regulator

2000 psig max
500 psig set point

:

Matheson B16
3000 psig max gj)
D>
X Regulator
N2 Isolation Valve

Matheson LMM4346P

3000 psig

Vent Valve
Whitey B-1VM4-F4

3000 psig

/%” copper tube
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Terry Tope
3.29.06

Pressure Test Procedures for PAB Argon Transfer Line.

. CLOSE MV-204-Ar, MV-218-Ar, MV-365-V, MV-366-V, MV-480-HAr, MV-
461-HAr, MV-239-Ar, MV-244-Ar..

. OPEN MV-213-Ar, MV-217-Ar, MV-202-Ar, MV-208-Ar.

. Plug the exhaust of relief valves PSV-203-Ar, PSV-219-Ar, PSV-249-Ar,
PSV-250-Ar.

. Connect a 1/4” copper tube into one of the high pressure stockroom dewar
connections. Plug the other 3 connections.

. Run the tube to the safe location inside PAB.

. Connect tube to test manifold.

. Pressurize system to 25 psi. Valve off supply and observe test pressure
gauge. If pressure holds at 25 psi for 10 minutes, proceed to next step. If
leaks occur at this step, fix the leaks. Then resume testing at step 7.
Monitor insulating vacuum pressures during entire test.

. Gradually increase the pressure to 150 PSI. Valve supply off and make
sure pressure does not fall. Fixing any leak above 25 PSI requires the
system to be depressurized and the procedure resumed at step 7.

. Gradually increase the pressure in increments of 50 PSI up to 440 PSI.
Pause for 2 minutes at each increment and valve off the supply to make
sure the pressure does not fall and indicate a leak. If leaks are found,
depressurize system and fix the leaks. Then repeat steps 7 thru 11

10.At 440 PSI, hold the pressure for 10 minutes.

11.Lower pressure to 100 psig and inspect all joints by the soap bubble

method.

12.1f leaks are found, depressurize system and fix the leaks. Then repeat

steps 7 thru 11. If no leaks are found, depressurize system and
disconnect test apparatus.
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Terry Tope — 6.7.07
3.5g-1/6

3.5g — “Luke” Materials Lock Bellows and Gate Valve Pressure Test
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=g Fermilab
Dot 6607
EXHIBIT B
Pressure Testing Permit®
Type of Test | [Hydrostatic [X] Pneumatic
Test Pressure RS peig Maximum Allowable Working Pressure  Estimated 25 35 psig  psig

Items to ke Tested

Tesit bo be ormed on a portion of the PAB FLARE liquid argon materials test station. This includes a modified
VO EIIE valwve awe Wi, ng the internal pressure capability of the bellows is the

Teason for tesi.

Location of Test AR Date and Time TBD

Hazards Involved

Gate valve has been modifted to handle internal pressure = anal

U 0T OF . However
35 psig, Most ikely hazard is failure of the bellows.

ng

Safety Precautions Taken

Test arca will be roped off. Test admindstrators will be a ﬂiﬁgﬂm‘ distance from Emmd:wd ﬁm‘nh— This
is a low pressure test with a small amount of stored energy. s st t fails it at a
welded edge. This will cause the bellows to Teak 1t will not fail in an explosive manner.

Special Conditions or Requirements

Qualified Person and Test Coordinator  Terry Tope

Dept/Date PPD/
Division/Section Safety Officer Martha Heflin
Dept/Date FPOS

Resulis - —_

< s pesed desd.  TTewry G 133290 |

. 2
4]

Witness Few Mltoes Dept/Date Fﬂff s/ £/67

cer or Designee)

* Must be signed by diviskon feection safety officer prior to conducting fest. [t is the responsibility of the test coordinator to
oblain signaturcs,

Fermilab ES&8 Manwal S0 TA-1
Hevised 3/ 2000
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Terry Tope
6.6.07

Schematic and component ratings for pressure test of “Luke” bellows and gate valve.

These components are
\/ disconnected

AR
A l 3 I MV-256-Ar - Isolation Valve
PT-185-V and PT-186-V are conflat LR | Swabqiqck Se-4BG-V51
) . _ ) , 1000 psig max
equipped vacuum transmitters.that can » \ / _

handle several atmospheres of positive
“pressure.

Relief outlet capped withiKF blank with bpessure retaining/rin , o
% S\ & \ Components to be
pressure tested

PSV-313-Ar - Relief valve' 2 ‘
Circle Seal 500-8MP- A i . P .
\ 1000 psig max. . 7 W ' v
o MV-290-Ar — Isolation valve b <] ;

Swagelock SS-4BG-V51
1000 psig max|

7 MV-254.V - Gate Valve

Relief valve | | |
Anderson Greenwood " Test Gauge b El;);callGVM—(SOOZ-CF 4
83MS46-4 USG Vac-0-300 psig o2 g peigimax L

3000 psig max

Bottle Regulator 2000 psig'max.. e
Matheson #3020-580 %O 135 psig-setpoint-- %_

>< = D
X Regulator % : :
N2 Isolation Valve {Vent Valve v
Matheson LMM4346P " Whitey B=1V/M4-F4 R

3000 psig max 30([0 psig max
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Terry Tope
6.7.07

Pressure Test Procedures for “Luke” bellows pressure test

9.

. CLOSE MV-254-V and MV-290-Ar.

OPEN MV-256-Ar.

Plug the exhaust of relief valve PSV-313-Ar with a KF blank off and a
pressure retaining ring.

Disconnect vent piping from MV-256-Ar and connect a 1/4” black poly
tube.

Run the tube to the safe location inside PAB.

Connect tube to test manifold.

Pressurize system to 10 psi. Valve off supply and observe test pressure
gauge. If pressure holds at 10 psi for 2 minutes, proceed to next step. If
leaks occur at this step, fix the leaks.

Gradually increase the pressure in increments of 5 PS| up to 38.5 PSI.
Pause for 2 minutes at each increment and valve off the supply to make
sure the pressure does not fall and indicate a leak. If leaks are found,
depressurize system and fix the leaks. Then repeat previous step.

At 38.5 PSI, hold the pressure for 10 minutes.

10. Depressurize system.
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Terry Tope - 5.23.07
3.5g

MV-254-V

MV-254-V is a Norcal manually operated viton seal vacuum gate valve constructed from 304
stainless steel. The valve attaches to the cryostat using 8 inch conflat flanges. The valve was
chosen to create a large aperture for passing materials thru that can be sealed. The valve is not
rated by Norcal for positive internal pressure.

The structurally weakest part of the valve appears to be large flat rectangular panel between the
conflat flange and the thick end flange that holds the actuating mechanism. To investigate the
stress in this part, the section was analyzed as an unstayed flat head per section UG-34 of the
ASME code.

The maximum pressure for this valve can be calculated from

2
t=d £$P=(i) S—Eand Z=3.4—ﬂwhere
\ SE d) ZC D

t= minimum required thickness of the flat heat.
d= length of short span, = 6 inches.
D= long span of noncircular heads measured perpendicular to short span, = 7 9/16 inches.
Z= factor of noncircular heads and covers that depends on the ratio of the short span to the
long span
C= a factor depending upon the method of attachment of head, = 0.33 from Figure UG-34.
P= internal design pressure, 35 psi.
S= maximum allowable stress value in tension, = 18,800 psi for 304 SS.
E= joint efficiency from Table UW-12, taken as 0.5 to be conservative.
. 24(6) _ 1 496, P = (0.125)2 (18800)0.5 _ 8 3p5i.
6.0 | 1.496(0.33)

9
T+ —
16
The maximum pressure this valve housing should see is 8.3 psid internal based on the large flat
section.

The side of the valve consists of a strip of 1/8 inch thick stainless steel that measures 1.125” (d) x
13” (D). Applying the above equations gives an estimate of the strength of the maximum
pressure this part of the valve body can withstand.

2.4(1.125)
(13)

The valve body is only pressurized if the valve is open. Otherwise the valve body is sealed off
from the vapor space of Luke. When the valve is open, excess pressure is vented thru PSV-313-
Ar which is set at 6 psig. However, PSV-313-Ar has less capacity then PSV-210-Ar. To ensure
the valve body does not rupture if the gate valve is open when warm material is submerged into

Z=34-

=110psi

2
_3.19, P=(0.125) (18800)0.5

1.125) 3.19(0.33)
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Terry Tope - 5.23.07
3.5g

the liquid argon, it is strengthened by encasing the housing in 1/2 inch thick 6061-T6 Aluminum
which as an ASME allowable stress of 10,500 psi. Applying the above equation again, an
estimate is made for the strength of this housing

(0.5)2 (10500)0.5 — _ .
=|—| —————=="73.9psi. This exceeds the 35 psig relief valve set point.

160/ 1.496(0.33)
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Terry Tope — 6.15.07
3.5h-1/4

3.5h - LN2 Dewar Piping Pressure Test
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3 Fermilab

Date: 6/15/07

EXHIBIT B
Pressure Testing Permit*

Type of Test: [ JHydrostatic [X] Pneumatic
Test Pressure 100 psig Maximum Allowable Working Pressure 400 psig
Items to be Tested

Test to be performed on the PAB liquid nitrogen piping. Refer to attached sketch. Section to be tested is
highlighted in red. See table in sketch for component pressure ratings. This is mainly a leak check.

Location of Test PAB Date and Time TBD

Hazards Involved
Remote possibility of pipe, weld, or component failure releasing the energy of compressed nitrogen. Component
ratings are in sketch. Lowest rated component is rated at 400 psig.

Safety Precautions Taken
Test area will be roped off.

Special Conditions or Requirements

Qualified Person and Test Coordinator ~ Terry Tope

Dept/Date PPD/

Division/Section Safety Officer Martha Heflin

Dept/Date PPD/

Results

Witness Dept/Date

(Safety Officer or Designee)

* Must be signed by division /section safety officer prior to conducting test. It is the responsibility of the test coordinator to
obtain signatures.

Fermilab ES&H Manual 5034TA-1
Revised 3/2001
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Terry Tope

6.15.07
Maximum Allowable
Component ID  Manufacturer Model Working Pressure
MV-97-N Nibco —— e
Schemaﬂ@/aﬁsﬁ'tompom ratings for g% psig
o i v psig
pressure t%sgéﬂ PAB Llsgﬁgewar piping. 600 psig
SV-96-N Circle Seal 5159B-4MP-80 2400 psig
RV-36-N Cash Acme B 400 psig
SV-97-N Circle Seal 5159B-4MP-80 2400 psig
MV-88-N Nibco - 600 psig
SV-98-N Circle Seal 5159B-4MP-80 2400 psig
MV-89-N Nibco - 600 psig
Break piping union here and pressurize
piping thru adaptor. Dewar will not be Maximum Allowable| ~<+—— Components to be pressure tested
Component 1D Marufagtired . Model Working Pressure %2 inch SCH 40 SS rated at 4600 psig
MV-97-N Nibco —— 600 psig
MV-107-N Nibco —eeee 600 psig
MV-95-N Nibco —eeee 600 psig
MV-96-N Nibco e 600 psig
SV-96-N Circle Seal 5159B8-4MP-80 2400 psig | |
RV-36-N Cash Acme B 400 psig
SV-97-N Circle Seal 5159B-4MP-80 2400 psig
MV-88-N Nibco e 600 psig
SV-98-N Nibco —eeee 600 psig
MV-89-N Nibco —eeee 600 psig
Relief valve Test Gauge
Anderson Greenwood USG vac-0-300 psi
83MS46-4 300 psig max
Bottle Regulator 2000 psig max
Matheson 3020-580 135 psig set point ©,
3000 psig max gj)
D>< D>
V
A Regulator , )
. Isolation Valve Vent Valve Test Section Isolation valve

Matheson FT4374

Matheson LMM4346P Whitey B-1VM4-F4 3000 psig

3000 psig 3000 psig
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Terry Tope
6.15.07

Pressure Test Procedures for PAB Nitrogen Dewar Piping

9.

. CLOSE MV-97-N, MV-107-N, and MV-89-N.

Plug the exhaust of relief valves SV-96-N, SV-97-N, and SV-98-N.
OPEN MV-95-N, MV-96-N, and MV-88-N.

Connect a 1/4” black poly tube into liquid withdrawal line after opening
piping union and connecting union to compression adaptor.

Run the tube to the safe location away from the piping.

Connect tube to test manifold.

Pressurize system to 25 psi. Valve off supply and observe test pressure
gauge. If pressure holds at 25 psi for 5 minutes, proceed to next step. If
leaks occur at this step, fix the leaks. Then resume testing at step 7.
Gradually increase the pressure in increments of 25 PSI up to 100 PSI.
Pause for 2 minutes at each increment and valve off the supply to make
sure the pressure does not fall and indicate a leak. If leaks are found,
depressurize system and fix the leaks. Then repeat steps 7 thru 10.

At 100 PSI, hold the pressure for 10 minutes.

10.Lower pressure to 25 psig and inspect all joints by the soap bubble

method.

11.1f leaks are found, depressurize system and fix the leaks. Then repeat

steps 7 thru 10. If no leaks are found, depressurize system and
disconnect test apparatus.

Page 140 of 237
(ver. 9.6.07)



Terry Tope — 6.5.07
4.1a-1/16

4.1a - Relief Valve Sizing for the FLARE Materials Test Station Cryostat and Supporting Documentation

The pressure relief devices for the FLARE Materials Test Station Cryostat were sized according to the Compressed Gas
Association’s CGA S-1.3—1995 document. This document is entitled, “Pressure Relief Device Standards Part 3—
Stationary Storage Containers for Compressed Gases.” In section 4.1.1 it states, “...each container shall be provided with
a primary system of one or more pressure relief devices and a secondary system of one or more pressure relief valves or
rupture disks or buckling pin devices.”

This vessel (PPD ID# 10100) is equipped with two pressure relief valves (PSV-210-Ar and RD-302-Ar). The basic
vessel geometry is shown in Figure 4.1a.1. The relief valve is set at the vessel MAWP of 35 psig while the rupture
disk is set at 55 psig which is slightly less than 150% of MAWP.

Fire Condition

First the fire condition is considered as it is more difficult to relieve than any other scenario. To begin the calculation, an
estimate of the relief capacity required is computed. This number is then corrected for pressure drop and temperature
rise in the line that leads to the reliefs if required. In CGA section 5.3.3 the following equation is used to calculate the
minimum required flow capacity

Qa = FGiUAO.SZ

where:
. o Btu

U= Overall heat transfer coefficient to the liquid, — -

hr- ft™°F
F= Correction factor for pressure drop and temperature rise in line to relief valve.
A= Average surface area of the inner and outer vessels, 25.90 ft? (see Figure 4.1a.2 for key dimensions).
Gi= Gas factor for insulated containers.
Q.= Flow capacity required at applicable flow rating pressure and 60 °F in cubic feet per minute of free air.

First the overall heat transfer coefficient to the liquid must be computed. For the fire condition it was assumed that the
outer vessel is exposed to an environment that is at 1200 °F (922 K) and the vacuum space between the inner and outer
vessel has been filled with air at atmospheric pressure (air has a higher thermal conductivity than argon). The inner
vessel wall will be at the saturation temperature of liquid argon at the flow rating pressure. The super insulation around
the inner vessel is ignored because it may deteriorate in a fire. The relief valve is set at 35 psig. For the fire condition it
must be ensured that the pressure does not exceed 121% MAWP. Thus the flow rating pressure is 1.21(35+15) -15, or
45.5 psig. The saturation temperature of liquid argon at 45.5 psig is 185.8 °R (103.2 K).

Several heat transfer mechanisms are considered for the fire condition. Two separate heat transfer paths are modeled.
The first path involves convection and radiation from the environment to the vertical sidewalls of the cryostat, conduction
thru these sidewalls, convection and radiation thru the annular vacuum space while filled with air, and conduction thru the
inner vessel sidewall into the liquid argon. The second path considers convection and radiation to the thick top flange of
the cryostat, conduction thru this flange, and radiation from this flange to the liquid argon. Convection from the top flange
to the liquid argon is not considered because the venting gas will not flow in a manner that transfers heat to the surface of
the cryogen. The vented gas will intercept some of the heat arriving from the top flange before it reaches the liquid
surface. This reduction in heat input is ignored due to the difficulty of calculating heat transfer from a multi-dimensional
gas flow. This omission is a conservative assumption. The two heat transfer paths are only coupled in that they both
transfer heat into the liquid argon. Heat transfer to the bottom of the cryostat was considered negligible because the
bottom of the cryostat is flush with the concrete floor and will not be exposed to fire. All heat transfer equations were
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solved simultaneously in EES (Engineering Equation Solver) which provided temperature and pressure dependent fluid
properties and temperature dependent solid thermal properties.

First the calculations related to path 1 are described. Figure 4.1a.2 helps relate the equations to the cryostat. The details
of the EES computation file are available in the appendix. The heat rates given in watts are the exact solution given by
EES. The equations listed in this document have rounded values that when computed won’t match the listed heat rate
exactly.

Radiation heat transfer from the environment to the outer vessel vertical walls was modeled as a small convex object in a
large cavity (Equation 13.27 from Incropera and Dewitt) where

-8
o = 0, [ = T3 )= W(zmszmz Jo.No22k ) ~67.725 ) |k 13402m
T

Convective heat transfer to the outer vessel walls was modeled as free convection on a vertical flat plate combining
equations 9.24, 9.25, and 9.26, from Incropera and Dewitt
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Conduction thru the thin stainless steel vacuum jacket is included in the model and the thermal resistance it presents is
negligible. Conduction is computed from Incropera and Dewitt's equation 3.27 which gives the heat transfer rate for radial

conduction in a cylinder

23.544W
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Radiation exchange between the vacuum jacket and the inner vessel was computed using equation 13.25 from Incropera
and Dewitt which applies to concentric cylinders.

5.67x10° W
o (987m

R 2 J867.126* ~105.028* k*
s srat = = ot -1) | wiok ! X — 61260
R T 1 1-0.7(0.2830m
P 0.1 0.7 |0.3066m

The convective heat transfer rate across the thin layer of air in the annular space was determined using equation 4.101
from A. F. Mills which gives the three correlations for the Nusselt number (shown below) for large aspect ratio enclosures
with heated and cooled walls and recommends using the largest Nusselt number of the three, which for this case is Nu..

1/3
0.272

0.104Ra’** Ra,
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: H
6310 o
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Combining the standard relationships for Nusselt number, Rayleigh number, and the convective heat transfer rate
equation yields
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which results in the following when the numbers are plugged in.
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Conduction thru the thin stainless steel inner vessel wall is included in the model and the thermal resistance is negligible.
Conduction is computed from Incropera and Dewitt's equation 3.27

93404
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The second heat transfer path starts with radiation and convective heat transfer to the top flange of the cryostat. The
hardware attached to the top of the flange is ignored. Although the attached hardware increases the surface area of the
flange, the contact resistances at the flanged attachment points and the thermal resistance associated with conduction
thru the thin walls of the stainless steel tubes that support the flanges greatly limit additional heat input into the flange.

Radiation heat transfer to the top and sides of the flange was modeled as a small convex object in a large cavity
(Equation 13.27 from Incropera and Dewitt) where
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Convective heat transfer to the top flange is modeled as the upper surface of a cooled plate using equation 9.32 from

Incropera and Dewitt which results in the following when the Rayleigh number and Nusslet number are plugged into the
convectiv